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Glaze. 
The inside and outside of ducts to be thoroughly glazed in the most 

manner with good salt glaze. 

the required level and form with such material and in such manner as the Engineer 
approved shall direct. If so directed, piles shall be driven and a timber foundation shall be 

constructed as elsewhere provided in these specifications to support the sewer. 

Inspection. 
.111 ducts to  be subject to inspection, both at the works and on delivery on the 

work. .111 rejected ducts to be promptly removed by the Contractor at his ex-
pense. 

How Laid. 
The ducts shall be laid in beds of cement mortar about one-quarter (14) of an inch 

in thickness, with broken joints and with full bearing. Two (2) strips of thick muslin 
six ( 6) inches wide, and coated, with neat cement mortar, shall be used to wrap each 
joint, the ends of the wrap to lap six (6) inches. In laying the ducts care must be 
taken to close abutting joints so that practically the end of ducts shall be in contact 
on all sides. Where ducts are laid on curve's, the wraps must be doubled if required, 
to protect the openings between the ends of the ducts on the outer line of the duct and 
to exclude all mortar from duct openings. . 

The ducts shall be laid with a mandril of the length and diameter to be prescribed, 
the same accurately fitting the duct openings, the mandril to be left in each duct until 
the next succeeding duct is laid. 

The ducts shall he laid with dowel pins where required. 
The ducts shall be so laid that the centre of the holes to receive the electric 

cables shall, for each vertical section of duct, be laid on the same line vertically and 
horizontally, to an accurate and perfect alignment. 

To be Rodded. 
After the ducts are laid and sufficient time is given to allow the mortar in beds 

h) partially set they shall be rodded; all mortar or other foreign matter must be cleaned 
from the duct openings, leaving a clear and smooth opening. If obstructions are found 
tt rodding the ducts which cannot be removed by cleaners, so as to give a clear and 
smooth opening of three and one-half (3V) inches in all duct openings, the ducts shall 
he removed and relaid; all ducts after being rodded shall be plugged with suitable plugs 
to be furnished by the Contractor. 

Other Forms of Ducts. 
Other forms of ducts may be permitted, such as iron pipe tubing or ducts formed 

directly in the concrete benches, by special methods during construction, but only 
under plans and methods approved by the Engineer. 

Duct Manholes. 
Duct manholes shall be built at the sides of the railroad in connection therewith 

and as indicated on the plans. These manholes shall be generally at intervals of about 
three hundred feet, and shall be on either or both sides of the railroad as necessary, in 
accordance with the location of the duct lines. 

They may vary in form as may be necessary to accommodate the work to local 
conditions. 

Duct manholes will be built at the ends of the stations to provide for the passage 
of the lines under the station platforms, and if found necessary on account of the 
lengths of station platforms additional manholes will be constructed under the plat-
forms. 

.\t manholes the ducts will be laid to conform to plans. 

17—SEWERS. 

In Accordance With Plans and Specifications. 
All sewers and appurtenances shall be built of the materials, of the sizes and 

dimensions, on the lines and grade, at the depths, with the connections and in the man-
ner as called for by these specifications and as shown on the drawings. 

Change of Location, 
I f during the progress of the work it is found in the opinion of the Engineer im-

practicable to construct according to the contract drawings any sewers, manholes or 
other appurtenances owing to the presence of unknown subsurface structures or other 
contingencies, the Contractor shall construct such sewers, manholes or appurtenances 
in the location given by and according to the directions of the Engineer. • 

General Clauses Apply. 

The general clauses in this contract relating to excavation, both in open trench 
and tunnel, backfilling, cement, mortar, masonry, waterproofing, piling, timber work 
of all kinds, care of streets and public places, maintenance of surface and subsurface 
structures, protection of persons and property, repaving or restoring of the surface 
of the street or other public places, responsibility of the Contractor, authority of the 
Engineer to examine and condemn materials, and the power of the Commission and the 
Engineer in all or any other respects to enforce this contract, apply to the construction 
and reconstruction of sewers, water mains, galleries or pavements, unless specifically 
amended or exempted below, both along the route occupied by the railroad and else-
where. 

No Claims for Damages. 

Should postponement or delay be occasioned by the precedence of paving or other 
contracts, which may be either let or executed by the Borough President, Commissioner 
of Water Supply, Gas and Electricity, or other heads of departments, either before or 
after the execution of this contract, on the line of the work, no claims for damages 
therefor shall be made or allowed; nor shall any claim for damages be made or 
allowed in consequence of the street or the adjoining sewers not being in the condi-
tion contemplated by the parties at the time of making the contract, except that if 
the Contractor shall be delayed in the performance of its work by reason of the street 
or the adjoining sewers not being in such condition, an allowance of time may be given 
in the completion of the work equal to the delay so occasioned, as elsewhere provided 
in this contract. 

Size of Trenches. 
The trenches for sewers and basin culverts both in earth and in rock, in streets 

along the route of the railroad. shall have vertical sides and shall be not less than 6 
inches wider than the greatest external width of the sewer or its foundation on the 
side farthest away from the subway; and in other streets the trenches shall have 
vertical sides and shall be not less than 6 inches wider on each side than the greatest 
external diameter of the sewer, but no trench shall be less than 4 feet in width. They 
shall he excavated to the depth and to the form of the sewer or its foundation. 

Limit of Trench Opening. 
Not more than one hundred (100) feet of trench in sewers off the line of the 

railroad shall be opened at any one time in advance of the complete building of the 
sewer, unless by permission of the Engineer and for the distance specified. 

The excavation of trenches shall be fully completed at least 20 feet in advance of 
the laying of the sewer. 

Sewers Protected from Blasts. 
Should rock be encountered which requires blasting the exposed end of the sewer 

shall in all cases be fully protected. 

Trenches for Manholes and Receiving Basins. 

Where the foundation for a manhole or a receiving basin extends beyond the line 
of such manhole or receiving basin the minimum excavation required in earth shall be 
to the lines of the smallest rectangle inclosing the full dimensions of the exterior of 
the foundation, and shall have vertical sides to the surface, but it shall in all cases be 
not less than 6 inches larger than the greatest external dimension of the manhole or 
receiving basin. 

In rock excavation the trench shall be 6 inches larger than the greatest external 
dimension of the manhole or receiving basin or its foundation and shall have vertical 
sides to the surface. 

• 
Foundations to be Made Good. 

Where the ground does not afford a sufficiently solid foundation the trench shal! 
be excavated to such increased depth as the Engineer may deem necessary ; and this 
extra depth and all other irregularities in the bottom of the trench shall be filled up to 

Inspection of Grades. 
When the trench is properly prepared and before laying any sewer the Contractor 

shall notify the Engineer, who will thereupon cause the grades for the sewer to be 
tested, and if correct the sewer shall then be laid in the presence of a duly authorized 
inspector and at no other time shall such construction work be done. 

Trenches to be Kept Free from Water. 

The trenches shall be kept entirely free from water while the foundation and 
masonry are being constructed or the sewer laid. In no case shall water be allowed 
to flow over the invert or foundation or through the sewer until the mortar is 
thoroughly set. 

Tunnelling. 

When tunnelling for sewers shall be deemed advisable, it shall be done in such 
manner as may be approved by the Engineer. 

Gutter and Passageway to be Kept Open. 
At all times, the gutters shall be kept open for surface drainage, and the streets 

and sidewalks shall be kept clear and free for the passage of carts, wagons, carriages 
and street or steam railroad cars or pedestrians, and as otherwise provided in these 
specifications. 

Cross-walk, Sidewalk and Roadway to be Kept Clear. 
Where any cross-walk or roadway is cut by the trench, it shall be temporarily 

replaced by a timber bridge with side railings, according to the direction and approval 
of the Engineer. The work shall at all times be conducted so as to cause as little 
inconvenience as practicable to the public. 

Disposition of Paving Material. 
All curb, gutter, flagging, paving and macadam stones, necessary to be removed, 

which, in the judgment of the Engineer are suitable to be used again, shall be stored 
in such places as the Engineer shall direct, or shall be removed as provided in these 
specifications; in all cases a passageway on the sidewalks and in the roadway shall 
be preserved free from needless obstructions. 

Flow of Sewers to be Maintained. 
The Contractor shall provide for the flow of all sewers, drains and water-courses 

interrupted during the progress of the work, and shall restore and make good all 
connections, and shall immediately cart away all offensive matter, in such manner 
and with such precautions as the Engineer may . direct. All temporary house con-
nections shall be made by closed iron pipes, with suitable provision for preventing 
leakage at joints. Wooden troughs for such connections will not be permitted. 

Bricks. 
In the construction of brick masonry none but the best quality of common brick 

burned hard entirely through, regular and uniform in shape and size and of corn-
pact texture, shall be used. They shall he culled as they are brought on the ground, 
and all bats and bricks of improper quality are to be removed from the work. Bats 
are to he used only in manholes and closures. 

How Laid. 
The bricks are to be thoroughly wet by immersion immediately before laying. 

Every brick is required to be laid in a full joint of mortar, made as described in 
these specifications, on its bed, end and side, at one operation. In no case is mortar 
to be slushed or grouted in afterward. The bricks shall be neatly and truly laid, 
every second course to line, and the joints to be carefully struck on the inside. 

All brick work, as it progresses, shall be racked back in courses, and in no case 
will it be allowed to be toothed, unless by special permission from the Engineer. 

Brick or Stone Inverts. 
All inverts, or bottom curves, shall be formed from profiles accurately made 

according to the dimensions of the sewer, and correctly set according to the grades 
furnished. The masonry shall be allowed to set for twenty-four (24) hours before 
the arch is turned. Vitrified brick or granite paving blocks shall be used on the 
inner ring of the invert when required by the Engineer, and whenever so used they 
must be thoroughly jointed, so as to be water-tight along the inner surface of the 
sewer. The last course of the invert masonry below the springing line shall be laid 
as headers. 

Brick Arches. 
The arches or upper curves shall be formed on strong centres of correct form, 

according to the sizes and shapes required, and keyed with stretchers in full joints 
of mortar. The extrados of the arch shall be plastered with mortar one inch thick, 
mixed in the proportion of one part of cement to two parts of sand. The centres 
shall not be removed nor withdrawn in less than thirty-six hours, or until the work 
is thoroughly set, and until the filling on the arch is properly put into place to a 
depth which is at least one foot above the crown of the arch. The centres in all 
cases shall be struck and not drawn, so as not to crack or injure the work. Should 
any crack or settlement appear in the arch after the centres are removed, so much 
of the work as the Engineer may require shall be taken down immediately and 
replaced. 

Spurs. 
Vitrified or iron sewer pipes or spurs, equal in every respect to those described 

elsewhere in these specifications, and not less than six inches interior diameter with 
hubs moulded for house connections, and of sufficient length to project at least four 
inches beyond the exterior of the sewer, shall be built into the wails of brick sewers 
and at such an angle as indicated on the plan, or as the Engineer may direct. 

How Built In. 
They shall be built in wherever similar house connections exist in the present 

sewer which is to be reconstructed under this contract, but in no case shall the 
distance be more than twenty feet between spurs. In the case of the construction 
of new sewers where no sewers existed previously, except sewers under public parks 
or those crossing intersecting streets, they shall be built opposite each house, and 
where there are no houses, they shall be not more than fifteen feet apart on each 
side of the sewer or at such frequent intervals as local conditions may require. They 
shall be set so that their inner ends shall be flush with the inner face of the sewer, 
at such height in the walls as the Engineer may direct, and each pipe shall be sealed 
on the outside with an approved earthenware cover set in mortar. 

Iron Chair Spurs. 
Where the sewers to be built under this contract will be at a depth greater than 

thirteen feet below the established grade of the street (or below the surface of the 
street where final grades have not been established), cast iron chair spurs, of the 
design shown on the drawings, not less than six inches in diameter and of the weight 
of extra heavy soil pipe, shall be used instead of vitrified pipe spurs. Where house 
drains are to be connected to these spurs, extra heavy soil pipe and fittings shall 
be used for, the riser between the spur and the house drain. Where the spurs are 
provided for future connections, risers of extra heavy soil pipe shall be placed in 
each spur and shall be brought to a point thirteen feet below the established grade 
of the street, the end of which shall be sealed with an approved cover laid in cement 
mortar. The joints of this pipe shall be packed, leaded and caulked in accordance 
with these specifications for laying watermains. 

Under Station Platforms. 
Wherever the sewer passes under a station platform, pipe gallery or other 

structure, extra heavy soil pipe shall be laid from the spur to the outside of such 
station, pipe gallery or other structure, brought up to a point thirteen feet below 
the established grade of the street, caulked and sealed as provided above. All pipes 
passing under such structures shall be laid in concrete, 
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Concrete Sewers, Form, Dimensions and Materials. 
Where indicated on the plan, or. if during the progress of the work it is deemed 

advisable to build sewers of concrete in place of brick, the Contractor, when directed 
by the Engineer. shall build such sewers of the kind and quality herein specified. 

Steel Bars Used if Ordered. 
Concrete sewers shall be reinforced with steel bars, if so indicated 

or directed by the Engineer. 

Profiles and Inverted Centres for Inverts. 
Proper profiles for the concrete inverts shall be set up at the required distances, 

and the concrete for the bottom and invert of the sewer shall be deposited in place 
and rammed and worked down to the required shape. The concrete for the bottom 
and invert, if so directed. shall he placed in alternate lengths extending between every 
other pair of proffes, so that opportunity may be given to properly work the con-
crete in place. If the Engineer so directs, the concrete for the invert shall be put 

i into position and properly rammed into place against suitable forms or invert centres, 
which are to be removed when the concrete has become sufficiently set. 

Invert to be Protected. 
The concrete of the invert shall be protected during the progress of the work 

with planking, or by such other suitable methods as the Engineer shall direct and for 
so long a time as he may require. 

Forms, Moulds, etc. 
Suitable forms or moulds, of the size and design to be approved by the Engineer, 

shall be provided by the Contractor to support the concrete of the side walls and 
roof while the same is being rammed into the permanent work. All forms or moulds 
shall be made of the material, and shall be secured, as elsewhere provided in these 
specifications. 

Defective Work. 
If any voids, or irregular or defective work is discovered upon removing the 

forms or moulds, such voids or work shall be cut out and filled with a rich concrete 
or mortar mixed in such proportions and of such materials as provided elsewhere 
in these specifications. 

Joints. 
No joints between different sections of the walls of a sewer shall, in any 

be a straight line. but shall always be stepped or toothed, so as to give a broken joint 
in the manner to be approved by the Engineer. 

Spur Pipes, Branches, Etc. 
In so far as they will be applicable to sewers constructed of concrete, the pro-

visi,;ns and r:qinroments for spurs, branches, etc., in brick sewers shall be understood 
to govern in such construction. 

I'itrifed Pipe Sewers. Quality of Pipe. 
Pipe sewers shall be built of vitrified. salt glazed stoneware pipe, with or without 

hub. as the Engineer may direct. The pipe shall be of the best quality, thoroughly and 
perfectly burnt, without warps, cracks oe imperfections, well and smoothly glazed over 
the entire inner and outer surfaces and perfect in shape. The pipe shall be subject 
to all to=ts ordered in conformity with any requirements of the Bureau of Sewers, at 
any time previous to its being used 

Thickness. 
The size of the: pipes shall be designated by their interior diameters. Each pipe 

shall be a trini cylinder, and of even thickness throughout, according to the following 
schedule: 

Six-inch pipes shall be not less than 5A of an inch thick; 8-inch pipes shall be not 
less than 	of an inch thick; 10-inch pipes shall be not less than Y8 of an inch thick; 
12-inch pipes shall he not less than 1 inch thick; 15-inch pipes shall be not less than 

inches thick ; 18-inch pipes shall be not less than 1/2 inches thick ; 24-inch pipes 
hall be not less than 2 inches thick ; 30-inch pipes shall be not less than 2/2 inches thick. 

Longths. 
pil,e shall he less than 2 feet in length, and pipes of 12 inches, 15 inches and 

18 inches :n diameter shall he not less than 3 feet in length. 
• 

Curved Pipes. 
When required, curved pipes shall be furnished and laid, curved to such a radius 

as ma; be required or as indicated on the plan of the work. No curved pipe shall 
exceed 3 feet in length. 

Hub and Spigot Pipe, 
In case the Engineer shall order hub and spigot pipe to be used, the hub shall 

have a chid:: of a: least three (3) inches from its face to the shoulder of the pipe 
on which it is moulded, and shall have an interior diameter not less than one (1) nor 
more than two 12.) inches greater than the exterior diameter of the pipe which is to 
be sited into it. 

Straight Pipe With Collars. 
In case the Engineer shall order pipe without hubs to be used, it shall be fitted 

with 0 collar of the same thickness as the pipe and not less than 5 inches wide. Each 
collar must have an internal diameter of not less than /2  inch nor more than 1% 
inches greater than the external diameter of the pipe to which it is to be fitted. 

Spur Pipes. 
Pipes having spurs not less than 6 inches in diameter with hubs moulded thereon 

for house connections shall he furnished and laid at such points as indicated on the 
plan or as directed by the Engineer, and when not immediately used, they shall be 
sealed on the outside with approved vitrified earthen-ware covers set in mortar. 

Risers. 
"The provisions for risers on brick sewers shall also apply to pipe sewers. 

Bends. 
Berds, siphons and special pipe shall be furnished and laid of the size and forms 

shown on the plans of the work, or as required. 

Pipe Sewers, How Laid. 
All pipes shall be laid in concrete cradles of the required form and dimensions. 

The first layer of concrete shall be 4 inches thick, for the full width of the cradle, 
and after being thoroughly tamped shall be allowed to set for a period of not less 
than twenty-four hours. Upon the bed thus prepared, the pipe shall be laid true, accord-
ing to the lines and grades furnished. The ends of the pipes shall abut against each 
other and in such manner that there shall be no shoulder or unevenness of any kind 
along the bottom half of the sewer on the inside. Unless otherwise ordered, not less 
than 15 feet of pipe shall be laid at any one time, in any one length of trench. The 
remainder of the concrete shall then be put in place and shall be exposed for at least 
twenty-four hours for inspection, as required for the bottom course. 

Jointing Hub and Spigot Pipes. 
When hub and spigot pipes are used, the lower half of each hub shall be plastered 

on the inside with a layer of cement mortar mixed in the proportion of one part of 
cement to one part of sand and of a sufficient thickness to bring the inner surface of the 
abutting pipes flush and even with the established flow line. After the pipes are fitted, the 
space between the inside of the upper half of each hub and the outside of the entering 
pipe shall be filled with cement mortar mixed as above specified, and the outside of the 
joint shall be thoroughly sealed with the same kind of mortar and the joints carefully -
wiped inside and outside. 

Jointing Pipes Without Hubs. 
When pipe without hubs is used., the collar or ring shall lap equally the ends of 

each abutting pipe ; it shall consist of not more than three pieces, the largest of which 
shall be placed at the bottom. 

The space between the ring and the pipes shall he as uniform as possible an,f 
shall be thoroughly filled with cement mortar mixed in the proportions specified for 
huh and spigot pipe. The joints shall be carefully wiped and pointed inside and on:- 
side and all mortar that may be left on the inside shall he thoroughly cleaned out and 
the pipe left clean and smooth throughout. 

Iron Pipe Sewers. 
Sewers of iron pipe of the quality and laid in the manner described elsewhere in 

these specifications for the laying of water mains shall be laid wherever indicated on 
the plans or at such places as the Engineer shall direct. 

Special Castings. 
Wherever such pipes are laid under station platforms, pipe galleries or through 

vaults, they shall, when required by the Engineer, be provided with special castings 
for manholes, which shall be fitted with. a cover bolted on so as to make an air-tight 
joint, according to the plans to be furnished by the Engineer. 

Ventilators. 
Whenever, in the opinion of the Engineer, it becomes necessary to provide ventila-

tion for sewers under station platforms, pipe galleries or other structures, iron pipe 
shall be laid from the sewer to the surface of the street and fitted with proper gratings 
according to the plans to be furnished by the Engineer. 

Connections. 
All existing sewers, culverts, drains and house connections intercepted by the pro-

posed sewers, culverts or receiving basins shall be connected with the new work by 
proper curves and grades and in such manner as the Engineer shall direct; and all 
drains, basins or culverts rendered unnecessary or becoming disused by the work 
herein contemplated shall be filled in and made solid with good wholesome earth to 
the manner directed. Provision shall also be made for the connection of future sewers 
or basins by constructing brick spurs or inserting vitrified pipe at the points indicated 
on the contract drawings and at other points as the Engineer may direct. These 
connections shall be closed with bulkheads not less than 8 inches in thickness and of 
the quality specified for brick masonry. - 

Fresh Work to be Protected. 
All fresh work shall be carefully protected from injury in every way. No wheel-

ing or walking will be allowed on it, and any portion injured must be relaid by the 
Contractor; no walking or working over the pipes after they are laid (except as may 
he necessary in tamping the earth and refilling) will be allowed until there is at least 
2y feet of earth over them. 

Pipes to be Kept Clear. 
pipe sewers shall be carefully freed from all dirt, cement and 
of every description as the work progresses, for which purpose a 
attached to a rod sufficiently long to pass two joints from the end 
shall be continuously worked through. 

Exposed Ends of Pipes to be Protected. 
The exposed ends of pipe sewers shall, in all cases, be protected with a board or 

other stopper carefully fitted to the pipe, to prevent earth or other substances from 
washing in, and in no case shall brick or stone be used for that purpose. 

Manholes. 
Manholes shall be built at such points on the line of the sewers and of the form, 

thickness and materials as shown on the plans. The masonry shall be carried up so 
that the top of the iron head when set shall be at the level of the established grade 
of the street at that point or to such height as the Engineer may direct, and from 
templates correctly made and set at top and bottom, between which not less than eight 
lines shall be drawn. Where manholes are not built to the established grade of the 
street, they shall be covered, when necessary, by special bluestone 8 inches in thick-
ness,,to support the manhole heads. All joints shall be neatly struck and pointed on 
the inside. Each manhole shaly_ be plastered thoroughly on the outside with cement 
mortar 1 inch in thickness, mixed in the proportion of one part of cement to two 
parts of sand. 

Foundations. 
I he foundations for manholes shall be of concrete or masonry of the kind in-

dicated on the plans and shall commence not less than 12 inches below the flow-line 
grade of the sewer, except as otherwise indicated on the plan. When additional founda-
tion to that indicated on the plan is required, it shall be built as directed by the 
Engipeer. 

Sewer pipes shall be built in and trimmed, when necessary, so as to be flush with 
the inner face of the manhole, and an arch, laid in cement mortar, shall be turned over 
the pipe. 

The invert shall be built of vitrified brick, cut stone or concrete masonry, as di-
rected by the Engineer. 

Use of Bats. 
A reasonable number of bats not smaller than half bricks may be used in the con-

Aruction of manholes or receiving basins, provided all interstices are thoroughly filled 
with mortar. 

Steps. 
Standard steps of good quality of galvanized wrought iron, of the size, length and 

shape required for steps, shall be built into the interior sides of all manholes at a dis-
tance apart of not more than fifteen (15) inches vertically, and they shall be so ar-
ranged that the lowest step shall be not more than two feet above the bench at the 
bottom of the manholes nor more than two feet above the invert of the sewer where 
there is no bench. Each manhole head shall be cast with a wrought iron step on the 
inside, when directed by the Engineer. 

Bluestone. 
Hammer-dressed bluestone shall be furnished and laid of the form and thickness 

required, as indicated on the plan or as otherwise directed. 

Manhole Head and Cover. 
A cast-iron manhole head and cover of the quality specified for cast-iron and of 

the pattern adopted by the Presidents of the different Boroughs, and in dimensions. 
weight and all other respects satisfactory to the Engineer, shall be fitted on a bed of 
mortar to each of the above described manholes. Manhole heads and covers which do 
not conform to these specifications shall be at once removed from the work. 

Perforations. 
Covers to be used on manholes in the street shall be perforated. Those used on 

sidewalk manholes shall be tight-fitting, without perforations. 

Weights. 
Each manhole head and cover shall have its weight distinctly marked upon it with 

oil paint. The following shall be allowed as the minimum and maximum weights: 
Street manhole head, 475 to 500 pounds; 
Street manhole cover, 135 to 150 pounds; 
Sidewalk manhole head, 300 to 310 pounds; 
Sidewalk manhole cover, 100 to 110 pounds. 

Noiseless Heads and Covers. 
When the pavement of the street is asphalt the manhole shall be fitted with a noise-

less head and cover, to be approved by the Engineer. 

Sealed Manhole Heads and Covers. 
All manholes in station platforms, pipe galleries, vaults or other structures shall be 

provided with sealed manhole heads and covers, according to the design indicated on 
the plans. 

Emergency Manholes. 
Where a sewer crosses under the subway, emergency manholes shall be provided 

when directed by the Engineer and according to plans to be furnished by him. 

on the plans 

The interior of 
superfluous material 
disc, mould or plate, 
of the pipe last laid, 
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Manholes to Be Completed. 
The above described manholes, whether on brick or pipe sewers, shall in all cases 

1:.e fully and completely built and fitted with their covers as the work progresses and 
as each is reached, and the sewers shall not be laid beyond or in advance of any un-
completed manhole. 

Receiving Basins. 
Receiving basins shall he built as located on the plans or as the Engineer shall 

direct and in accordance with the plans to be furnished. Each portion of the basin 
shall be built of the size and materials designated on said drawings, and shall be thor-
oughly plastered, both inside and outside, with cement mortar in the proportion of one 
part of cement to two parts Of sand. 

Foundations. 
The foundations for receiving basins shall be of concrete or masonry of the kind 

indicated On the plans. and shall commence not less than twelve inches below the 
:finished floor of the basin. except as otherwise indicated on the plans. When additional 
foundation is required it shall he built as directed by the Engineer. 

Stone Flooring. 
The flooring shall he of hammer-dressed North River bluestone flagging, not less 

titan three inches. thick. in two pieces, and shall be set in a full bed of mortar and 
rammed into place. The floor may be finished with cement mortar mixed in the pro-
portion of one part of cement to one part of sand if so directed by the Engineer. The 
mortar shall be spread, while fresh, upon the concrete base while the latter is still soft 
and adhesive and before it shall have reached its first set, in such quantity that after 
thorough manipulatinn it shall he one inch in thickness. 

Head Stone and Gutter Stone. 
Where head stone and gutter stone are required they shall be of sound, durable 

granite of the dimensions indicated on the plan, hammer dressed to an even surface and 
cut to the satisfaction of the Engineer. Cast-iron basin heads and gutter pieces of the 
design indicated on the plans shall he set instead of the above when required. 

Cast-Iron Cover. 
A cast-iron cover of approved pattern weighing not less than eighty nor more than 

ninety-five pounds shall be fitted to the opening in the head stone. 

Grate Bar. 
A grate bar made according to the plan shall he fastened solidly into the said 

head stone in the manner indicated. 

Cast-Iron Trap. 
A cast-iron trap of the form and dimensions indicated on the plan, and free from 

imperfections and properly coated with coal pitch varnish, shall be furnished and built 
into place as directed by the Engineer. 

The joints shall be tightly fitted with an oakum gasket or with cement mortar if so 
Directed 

Iron Steps. 
Galvanized iron steps of the same design required for manholes shall be built into 

the walls. 
Culvert Pipes. 

The culvert pipe for connections with sewers shall be 12-inch vitrified pipe, unless 
otherwise indicated on the plan. and of the kind and quality previously described, and 
shall he laid. in all cases. in a concrete cradle of the form and dimensions required for 
ripe sewers and in accordance with the directions of the Engineer. In case it becomes 
necessary to connect any basin already built with the work to he constructed, so much 
ot such culverts as. in the opinion of the Engineer, may be necessary shall be taken up 
and rebuilt or relaid with vitrified pipe, or brick, as the case may be, in the manner de-
scribed above. and reconnected in a straight line from the basin to the sewer. 

Flush Tanks. 
Automatic flush tanks shall be built where located on the plans or where directed 

hy the Engineer, and in accordance with the details shown on the contract drawings, or 
other details to be furnished by the Contractor, subject to the approval of the Engineer. 

1Vater Service. 
The Contractor shall, at his own expense, furnish all materials, perform all work 

:old make all arrangements for the installation and connection of flush tanks with the 
water main, in strict compliance with the regulations of the Department of Water Sup-
ply, Gas and Electricity. 

Waterproofing. 
Whenever. in the opinion of the Engineer, it is necessary to waterproof a sewer, 

chamber or receiving tasin, or their appurtenances, it shall be done as indicated on the 
plans or as directed by the Engineer, and in the manner described elsewhere in these 
specifications. 

Back filling. 
The backfilling of the trenches shall be done as provided elsewhere in these specifi-

cations. 
Mortar. 

All masonry shall be laid in Portland cement mortar of . the quality described in 
these specifications. It shall he mixed in the proportion of one (1) part of cement to 
i wo  (2) parts of sand, except as otherwise specially provided. 

Concrete. 
All concrete for sewers shall he made in the proportion of one (1) part of cement 

to two and one-half (2V) parts of sand and four and one-half (4%2 ) parts of stone of 
the quality described in these specifications. 

Paving. 
On the completion of each section of one hundred feet of sewer the regrading 

and temporary paving over the same shall be done, and all surplus earth, sand and rub-
bish shall he immediately removed. After the completion of the work a permanent 
pavement shall he placed over the entire length of the trench, as provided elsewhere in 
these specifications. 

Permits for Connections. 
The Commissioner of Public Works shall have the right to connect any sewer or 

sewers with the sewers herein described or to grant permits to any person or persons 
to make connections therewith at any time before it is finally completed, and the Con-
tractor shall not interfere with or place obstructions in the way of such person or per-
, ons as may he employed in building such new sewer or sewers or in making such con-
nections. 

Sewers, etc., to Be Kept Clean. 
During the progress of the work, and until the entire completion and final ac-

ceptance thereof, the sewers, drains, basins, culverts and connections shall be kept thor-
oughly cleaned throughout, and left clean, and the drainage of any old sewer that may 
he taken up or intercepted shall be provided for and taken care of by the Contractor. 

18—WATER MAINS. 
Whenever it is necessary to relay any water main, all new material required for 

the same shall he of the quality and laid in the manner specified below, and subject to 
the various clauses of these specifications applicable thereto. 

Pipes To Be Cylinders. 
The pipes shall be circular cylinders, with the inner and outer surfaces concentric, 

and of the filll interior diameter required. 

Hobs and .s.pigots. 
The hub or socket and the spigot end shall be shaped in exact conformity with 

the standards of the Department of Water Supply, to be furnished by the Commission, 
and will be tested by circular gauges. 

The seat or shoulder of the socket and the end of the spigot must be straight 
and (yen, so as to make a smooth joint. Special care will be required in making 
the sockets and spigots to conform to the drawings, and all pipes will be particularly 
tested P t these points. No pipe will be received whose eccentricity at the spigot and 
socket ends, or either, exceeds one-eighth (A) of an inch. 

The pipes shall be designated by dimensions of the interior diameter. 
Bands, lugs, buttons, or ribs shall, if required, be cast on the pipes, of such forms 

and dimensions as the Engineer may direct. 

Length of Pipe. 
The straight pipe shall be twelve (12) feet long, exclusive of hub ; all others as 

may be directed. 
All the pipes shall be straight in the direction of the axis of the cylinder. 

Thickness. 
The thickness of the pipes, branches and special castings shall correspond with the 

standards of the Department of Water Supply. The weight for straight pipe shall be 
approximately as follows: 

Forty-eight-inch pipes, 8,270 pounds each; 42-inch pipes, 6,860 pounds each; 36-
inch pipes, 5,305 pounds each ; 30-inch pipes. 3,940 pounds each ; 24-inch pipes, 2,660 
pounds each ; 20-inch pipes, 2,005 pounds each ; 16-inch pipes, 1,475 pounds each ; 12-
inch pipes, 1,015 pounds each ; 6-inch pipes, 415 pounds each. 

The thickness of the metal of the pipes and special castings will be tested by 
calipers after the castings have been freed from sand and cleaned. 

Variations in Thickness. 
No pipe will be received when the thickness of metal is less by more than one-

twelfth (1-12) of an inch than the thickness required by the standards. 
No straight pipe or casting will be received which weighs less than the weights 

above mentioned by more than five (5) per cent., for pipes 16 inches or less in 
diameter, or more than four (4) per cent. for pipes more than 16 inches in diameter. 
No special casting will be received which weighs less than the standard weight by 
more than ten (10) per cent. for pipes 12 inches or less in diameter, and eight (8) 
per cent. for larger pipes. 

All straight pipes shall be cast vertically, and all pipes 12 inches or more in 
diameter shall be cast with the hub end down. 

All the castings shall be made in such moulding-sand or loam as will leave the 
surface clean and smooth. 

Castings; How Marked. 
All the castings shall have the year in which they are cast, the running number 

of the castings of the same size and form, the letters D. W. S., and the initials or 
name of the Contractor, and of the foundry where cast, cast on the outer side in raised 
letters of not less than two (2) inches in length and one-eighth (3) of an inch in 
relief, in such manner as the Engineer may designate ; and, in case any pipe shall be, 
condemned, the letters D. W. S. shall be erased by the Contractor. 

Quality of Cast Iron. 
The metal of which the castings are to be cast (which must be remelted in a cupola 

or air-furnace) shall be pig-iron, made without any admixture of cinder-iron, or 
other inferior metal, and shall be of such character as to make a pipe strong, tough and 
of an even grain, entirely free from uncombined carbon when seen under the micro-
scope, and such as will bear, satisfactorily, drilling and cutting, and shall have a tensile 
strength of at least sixteen thousand (16,000) pounds to the square inch. 

The castings shall be free from scoria, sand holes, air bubbles, and other defects 
and imperfections. 

Castings To Be Clean. 
The castings shall he perfectly cleaned and no lumps shall be left on the inner 

surface of the barrels or sockets. or on the outer surface of the spigot end. The 
castings shall be subject to hammer inspection. Iron-wire brushes must be used, 
as well as softer brushes, to remove the loose dust. No acid or other liquid shall be 
used in cleaning the castings. 

Pipes To Be Coated. 
Every pipe, branch and special casting shall be carefully coated inside and out 

with coal pitch and oil. Every casting must likewise be entirely free from rust when 
the coating is applied. If the casting cannot be dipped immediately after being 
cleaned, the surface must be oiled with linseed oil, to preserve it until it is ready 
to be dipped; no casting to be dipped after rust has set in. 

Pitch. 
The coal-tar pitch is to be made from coal tar distilled until the naphtha is en-

tirely removed and the material deodorized with a mixture of five (5) or six (6) per 
cent. of linseed oil. Pitch which becomes hard and brittle when cold will not answer 
for this use. 

Pitch of the proper quality having been obtained, it must be carefully heated in a 
suitable vessel to a temperature of three hundred (300) degrees Fahrenheit, and must 
be maintained at not less than this temperature during the time of dipping. The 
material will thicken and deteriorate after a number of pipes have been dipped; fresh 
pitch must, therefore, be frequently added, and occasionally the vessel must be entirely 
emptied of its old contents and refilled with fresh pitch. 

Every casting must attain a temperature of three hundred (300) degrees Fahrenheit 
before being removed from the vessel of hot pitch. It may then be slowly removed 
and laid on skids to drip. 

To Be Inspected Before Dipping. 
No casting shall be dipped until the authorized inspector has examined it as to 

cleaning and rust, and subjected it thoroughly to the hammer test. It may then be 
dipped, after which it will be passed to the hydraulic press to meet the required water 
test. The proper coating must be tough and tenacious when cold on the pipes, and 
not brittle or with any tendency to scale off. 

Tests. 
The castings must be capable of sustaining a pressure, in the hydraulic press, of 

three hundred (300) pounds to a square inch, and any casting which shows any defect 
by leaking, sweating or otherwise, will be rejected. This test will be made at the 
foundry, and at the expense of the Contractor. 

Weighed and Marked. 
The casting will be weighed, and the weight distinctly marked on the casting 

in white paint. The Contractor will provide at the foundry where the pipes and 
castings are to be manufactured proper sealed scales and weights for weighing the 
castings, which will be done at the expense of the Contractor, tinder the supervision 
of the inspector. 

Blocking and Wedges. 
Each pipe over eight (8) inches inside diameter, unless otherwise ordered, shall 

he placed on two (2) blocks and four (4) wedges of hemlock timber, the wedges to 
rest on the blocks and the pipe on the wedges. 

The blocks and wedges shall be of sound hemlock timber; 48 and 36 inch pipe 
shall he laid on blocks 4 feet long, 12 inches wide and 6 inches thick, with wedges 
18 inches long, 6 inches wide, 4 inches thick on one end and % inch thick on the other : 
30 and 24-inch pipe on blocks 3 feet long, 10 inches wide and 5 inches thick, with 
wedges 15 inches long, 5 inches wide and 3% inches thick on one end and % inch thick 
on the other end ; 12 and 20-inch pipe on block 2 feet long, 8 inches wide and 4 inches 
thick with wedges 12 inches long, 4 inches wide, 3 inches thick on one end and 34 Inch 
thick on the other. 

Joints. 
The spigot end of the -pipe shall be inserted' into the hub to within from one-

fourth (A) to one-eighth (TA) of an inch of the full depth of the hub, and the space 
around the pipe shall be equalized so as to give as nearly as possible an equal space 
for the packing. The space between the pipe and hub shall be packed with clean, 
sound hemp packing yarn, free from tar, far enough to leave the proper space for 
lead. The remaining space shall then be filled by running it full of lead to a depth of 
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tour (4) inches, with a bead outside of the face of the hub large enough to allow for 
caulking, so that when the joint is properly- caulked the lead will be flush with the hub 
of the pipe. After the joint shall have been run with lead, it shall be caulked by 
means of proper tools, so as to make a watertight joint. 

Lead. 
The lead to be used shall be of the best quality of pure, soft lead, and in every-

respect suitable for the purpose. 

Xoticc of Interruption To Be Given. 
In case it becom,:s necessary- to cut any connection with any other main, house or 

hydrant, or in any way to interfere with the continuous and normal flow of water, 
due notice ,hall be sent at least forty-eight (48) hours in advance to the Engineer and 
to the Commissioner of Water Supply, and the Contractor shall, if so ordered, make a 
temporary by-pass or other arrangement to preserve the flow of water while breaking 
connections. 

All connections cut. interfered with or injured shall be restored under the direc-
tions of the Engineer without delay and in accordance with the rules and regulations 
of the Department of Water Supply governing such matters, to a suitable condition as 
good as existed before commencing work. 

Stop cocks, boxes, branches, curved pipe and other specials according to the 
standards of the Department of Water Supply shall be set where necessary. 

19—PAVING. 

Pavement to be Restored. 
As soon as the work in any open excavation or trench made under this contract 

within a street shall have been completed, the trench backfilled and the backfilling 
thoroughly rammed in place and compacted, as provided under the clauses relating to 
backfilling, a temporary paving shall be laid and maintained in a condition satisfactory 
to the Engineer, and after the earth shall have, in the opinion of the Engineer, become 
sufficiently settled the Contractor shall proceed to restore the surface to a condition 
similar to and equally as good as that existing previous to the commencement of con-
struction. 

Other Pavements May be Laid. 
Nothing contained in these specifications shall be understood or construed as pro-

hibiting the Contractor from making any arrangement with the President of the Bor-
ough or such other officer of The City of New York as may be in charge of street 
paving. to lay a better or other form of street pavement ; or to make an arrangement 
with any property owner to lay another style of sidewalk in front of such premises 
in place of the pavement or sidewalk taken tip ; in which case the Contractor is to file 
with the Commission a copy of its contract with such municipal officer or with such 
property owner, duly acknowledged in writing by both parties. In case the municipal 
officer in charge of street paling or any property owner desires to lay a pavement in 
any- street or a sidewalk along any street affected by this contract different from the 
one removed. and shall notify the Commission in writing that he has failed to make 
satisfactory arrangements for such work with the Contractor, then the Commission in 
its discretion may direct the Contractor to finish and dress off the filling over its work 
to such grade as the Engineer may select, and further direct it to remove from the 
street all stones of whatever nature not required to be relaid, and to permit another 
contractor to lay such pavement or sidewalk ; in which case the liability of the Con-
tractor under this contract shall cease as far as that part of its work is concerned, 
whenever the Engineer shall report to the Commission that the instructions of the 
Commission have been complied with, exactly the same as if the Contractor had fully 
completed the repaving as hereinbefore provided. The Engineer shall then report to 
the Commission the number of square yards of pavement thus disturbed but not relaid 
and the Commission will deduct from the amount named in this contract as the price 
to be paid to the Contractor such sum as the Engineer shall certify as the fair value of 
the expense of restoring the previous pavement. 

20—MAINTENANCE OF STREET RAILROAD TRACKS, MAINS AND OTHER SURFACE OR SUB-
SURFACE STRUCTURES. 

Surface and Subsurface Structures to be Maintained. 

The Contractor shall at all times, by suitable bridging or other supports, maintain 
and support in an entirely safe condition for their usual service and to the reasonable 
satisfaction of the owners, all elevated railroad structures, street tramways of what-
ever character, telegraph, telephone or electric light poles or wires, water and gas 
mains, steam pipes, pneumatic tubes, electric subways, sewers, drains and all other 
surface or subsurface structures encountered during the progress of the work. The 
sidewalks, curbs, areas, vaults and stoops along the line of the work must also be 
protected from any injury ; but should any injury occur to any surface or subsurface 
structure as mentioned above, or sidewalk, curb, area, vault or stoop, the Contractor 
shall fully restore the same to as good a condition as existed before the injury was 
clone. 

Notice to be Given. 
Notice is to be given by the Contractor to all companies and the proper City 

officials, owning or having charge of surface or subsurface structures along any part 
of the work, of his intention to commence operations along such part of the route, at 
least one (1) week in advance, and the Contractor shall file with the Engineer at the 
same time a copy of said notice ; and he shall co-operate with the proper officers 
or officials in charge of such structures and shall furnish them with all reasonable 
facilities to inspect the methods of caring for their property. 

Plans Furnished. 
In the rearrangement of subsurface structures a tentative plan will be made by 

the Engineer, which will be submitted to the parties interested ; if any reasonable 
changes arc then requested by any of the said parties within ten days after the sub-
mission of the tentative plan, such changes will then be made, if in the judgment of the 
Engineer they will best conserve the interest of all parties concerned ; a further plan 
will then be made which, on the approval of the Engineer, will be final. 

Owners of Structures May do Work. 
Whenever . it becomes necessary to cut, move, change or reconstruct any such 

structures as named above or connections therewith, such work shall be done according 
to the reasonable satisfaction of the owners of such pipes or other structures, and 
should they so desire, by the owners themselves, at the expense of the Contractor; 
such expense not to exceed the actual and proper cost of labor and materials used, to-
gether with a reasonable allowance for the use of plant and tools not exceeding seven 
and a half (7T/2 ) per cent. 

Reasonable Dispatch. 
All work of reconstruction or alteration if performed by the City or owners shall 

be done with reasonable dispatch, and facilities are to be provided so that said work 
will interfere as little as possible with the practical working and use of such structures. 
Failure to make such alterations within a reasonable time as shall be adjudged by the 
Commission may be considered by the Contractor as a waiver on the part of said City 
or owners of the right to do said work. 

Facilities to be Given to Make Extensions. 
In the event of the owners or the City being required to make any alteration to 

their structures as above provided, or in case they shall consider it necessary or de-
sirable to make any further alteration in, or do any work to or in connection with 
surface or subsurface structures owned by them or it, at the time the work under this 
contract is in progress, the Contractor shall give said owners or the City all reason-
able opportunity to perform such work; provided such work or alteration for the 
benefit solely of the owners of subsurface structures does not cause the Contractor any 
serious loss or delay, as shall be determined by the Commission. 

21—STATION. 
The contract drawings indicate the general plan and outline and the chief struc-

tural and decorative features of the station at Pacific street and Dean street.  

- Station Plans Furnished, 
As soon as possible after the letting of the contract, the Engineer will furnish to 

the Contractor full detail plans and such additional specifications as may be necessary. 
Said plans may vary in detail from .the plans as shown on the contract drawings, in 
accordance with the local requirements. 

The decorative features and details of the stations, however, will be in general 
harmony with and substantially similar as far as possible to the general details of the 
stations as indicated on the above mentioned contract drawings. 

Materials of Construction for Underground Station Finish. 
Marble, enameled bricks, face bricks, glass and glazed tiles, mosaic work, metal 

laths, Keene cement, plaster, cement floors, concrete, metal covered wood, woodwork, 
brass and iron grilles, railings, gates, toilet fixtures, lighting conduits and all other 
materials used in the decoration and interior finish of the stations shall be of the best 
merchantable grade of the respective articles, as approved by the Engineer, and shall 
be laid, fabricated and erected in the most approved manner by workmen especially 
skilled in their respective trades. 

Marble. 
All marble used for wainscoting or panels on the sidewalls of the stations, closets, 

toilet rooms and passageways shall be "Pink Georgia" or its equal. 
All marble lintels shall be "Green Veined Vermont," or its equal. All marble work 

shall be thoroughly anchored with brass wire anchors in a manner satisfactory to the 
Engineer. The space between the back of the wainscot and panel work and the masonry 
walls shall be filled in solid with Portland cement grout. All corners shall be curved 
to standard radii. 

Brick Masonry Station Finish. 
Enameled or face bricks shall he of an approved brick of the best quality. For 

common bricks sce specifications for brick masonry. 

Mo"far, 
 Mortar for brick masonry station finish shall consist of : For common brick or 

hollow blocks, one (1) part cement. three (3) parts sand; for face brick station finish, 
one (1) part of extra No. one (1) freshly burned and thoroughly slaked lime of an 
approved brand and sand in proportion to properly work tinder the trowel, and one 
(1) part of cement, colored to match the face brick. The lime and sand are to he 
mixed together, and the cement added as it is being used. 

Tile and Mosaic Worl'. 
The tile and mosaic work shall consist of scratch coat, straight tile, bull nose and 

bent tile conforming to standard radii, "art ceramic" or glass tile mosaic bands, friezes, 
pilasters, panels and name tablets. 

The tile work shall consist of opal glass or white glazed tile or other approved 
material. white or colored. All tile shall be brought to the work in large quantities 
and care taken to avoid strong contrasts in color. No broken or imperfect tile shall 
he used, and the tile work shall be perfectly true, plumb and straight. Tiles shall be 
furnished in such dimensions as designated. All corners shall be finished with tile 
curved to standard radii. 

The mosaic work shall consist of "art ceramic" or glass tile mosaic or other ap-
proved material. It shall be furnished in such colors as may be selected, rendered into 
ornamental designs. 

The tile and mosaic work shall be set in Portland or "plastic" cement as ap-
proved. Before the tile and mosaic work is set the walls shall be thoroughly cleaned 
and well wet and plastered with a scratch coat of cement mortar consisting of one (1) 
part of approved Portland cement and three (3) parts of clean sharp sand. 

Concrete Finish. 
The concrete in the station shall be finished as specified for finish under concrete. 

Vault Lights. 
The roofs of the stations, where under the sidewalks, shall, to as great an extent 

as possible, consist of what is known as vault lights. These lights shall be made with 
lenses not exceeding three (3) inches in diameter, of strong glass set in cement; they 
shall be provided with non-slipping treads, buttons or other devices all of design ap-
proved by the Engineer; and shall be of sufficient strength to carry, when supported 
in a manner similar to that in which they are to be permanently set, an equally dis-
tributed load of at least five hundred (500) pounds per square foot without signs of 
failure, deformation or permanent set, when such test load is removed. The right 
reserved to test at least one (1) frame in every ten (10) delivered, as selected by the 
Engineer. Should the one selected fail, another will be selected by the Engineer; and, 
if that fail, then the whole lot may be rejected. These frames must be set in place 
with cement, lead or other means to be absolutely waterproof. 

Hollow Space in Walls. 
In order to prevent any leaks, and as far as possible, condensation, the Contractor 

must exercise great care in the construction of station walls and roofs. The walls 
above the platform level, when acting as retaining walls, shall be built of brick or 
concrete with a waterproof layer, all as described under the appropriate clauses in 
these specifications. The walls shall be constructed so as to contain a hollow space. 
The hollow space shall be obtained by lining the walls on the inside with a hollow 
terra cotta block or common brick facing wall four (4) inches thick set away from 
the sidewalls two (2) inches distance. These hollow block or brick facing walls shall 
he laid as hereinbefore or after specified in order to provide clearway spaces for drainage 
from the top to the bottom of the walls. The hollow spaces in the wall shall be con-
nected at the bottom by a pipe leading to the drains. Where directed openings, pro-
tected by bronze gratings, shall be provided through the facing walls in order to permit 
the circulation of air in the hollow spaces behind them. On an average there shall he 
three (3) openings 4g inches by 4 inches in every fifteen (15) feet. 

Where it shall become necessary to cut into or through the hollow blocks or bricks 
for the purpose of laying electric conduits or any other pipes or tubes, the spaces thui 
cut out shall be covered with galvanized metal lath, fastened to the hollow blocks with 
suitable fastenings, before any scratch coat or plastering is appl'ed to the wall surface. 
thereby securing a clear opening behind the wire mesh for drainage. 

Where enamel or face bricks are used in the facing walls, they shall be laid as 
specified for the common brick, except where otherwise specified to the contrary. 

Laying Common Brick-facing Walls. 
The hollow block, common brick, enamel brick and face brick facing walls shalt 

be laid in running bond, with headers set hard against the station sidewalls, at least 
once in each square yard. All facing walls shall be anchored to the sidewalls in au 
approved manner. 

Interior Wall Finish. 
The interior walls of the stations, including all sidewalls of the stations, closets, 

toilet rooms, passageways, and the walls of the railroad for at least thirty (30.) feet 
in both directions from the extreme ends of the platforms, shall be finished in marble, 
enameled brick, face brick, glass or glazed tile, "art ceramic," or glass tile mosaic, con-
crete, or such other material as may be approved by the Engineer. All materials shal 
he furnished in such dimensions and of such colors, and laid or set, as the Engineer 
may direct. In the designs of the stations all angles formed by the intersection of the 
sidewalls, floors and ceilings shall be avoided by joining these surfaces by curves. In 
order that such curved surfaces shall present a smooth and workmanlike finish the 
Contractor shall supply special bricks, tiles or pieces of other materials curved to the 
radius used. All details of the station must he so arranged as to provide as few 
lodgment places as possible for dust and dirt, to facilitate cleaning, and to permit if 
desired a thorough washing of all parts of the station and its approaches by means of 
a hose. 

The roof, except where constructedoefili:,agult lights, shall be formed in the ordinary 
manner as the roof of the railway, all carefully waterproofed. The ceilings over tht. 
platforms, mezzanines, passageways, closets and toilet rooms shall be constructed with 
an air space. Wherever possible this air space is to be obtained by lining the roof 
with hollow terra cotta blocks two (2) inches thick. The hollow blocks are to be laid, 
when the roof is constructed. so  that a secure bond may be obtained between the 
hollow block linings and the concrete roof. This may be done by laying the blockb 
against the inside of the concrete forms, as directed by the Engineer, before the con- 
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crete is placed. Care must 1w taken 'hat the hollow spaces in blocks are not obstructed 
with cement mortar or concrete. 

Where hollow block is not used. galvanized metal laths shall be attached to the 
roof bs ants or furred out from the roof in an approved manner, so as to leave an air 
space beneath the same. 

Interior Ceiling Finish. 
The interior ceilings on terra cotta blocks or metal lath. over the platforms, 

niezzaidnes, passageways. closets and toilet rooms. and on concrete over tracks for a 
distance of at least thirty (30) feet in both directions from the extreme ends of the 
station platforms. except under vault lights, shall he finished in cement plaster and 
Keene cement, or other approved material, applied in the following manner, or as 
directed by the Engineer: 

On metal lath. one (11 scratch coat, one (1) brown coat and two (2) finish coats. 
On terra cotta blocks, one (I) brown coat and two (2) finish coats. 
On concrete. two (2) finish coats. 
The brown coat and first finish coat shall be scored to insure a proper bond for 

the following coats. The scratch and brown coats shall consist of cement mortar of 
snch proportions as directed by the Engineer. The two finish coats shall consist of the 
best grade of dome tic Keene cement. or other material approved by the Engineer. The 
final coat is to have a smooth hard finish, and shall be in such colors as directed. All 
angles shall he coved. 

Floors. 
The floors of the stations shall be constructed as hereinafter specified, and generally 

shall be so arranged as to drain to the edge of the platform and thence into the tracks. 
Under special conditions. however, they shall be arranged to drain to one or more 
points as directed. where suitable and proper provisions shall be made for the removal 
of water used in Bushing the same. In order to provide a space in which all floor 
drains, pipes. tithes and electric conduits may be laid, concrete construction under the 
finish shall be stopped at least six (6) inches below the finish floor grades at all 
points. 

Floor Finish. 
The floors of the station platforms, closets, toilet rooms, mezzanines and passage-

ways shall be finished in concrete and cement of a minimum thickness of three (3) 
inches. composed of two (2) inches of concrete and one (1) inch of cement finish. 
The three (3) inch floor finish shall be laid upon a concrete foundation three (3) 
inches thick. 

The materials and proportions shall be as follows: 
Three (3) inch foundation concrete, one (1) part of cement. two and a half (2/) 

parts of sand. and six (6) parts of not exceeding three-quarter (Y4) inch broken stone. 
Two (2) inches of concrete, one (1) pact of cement, two and a half (DA) parts of 

sand. and six (6) parts of not exceeding three-quarter (41 inch broken stone. 
Cement finish. one (1) part of cement. and two (2) parts of coarse white sand. 
The cement for the two (2) inch concrete layer and cement finish and the white 

sand may he special materials, approved by the Engineer; all other materials shall be 
as hereinbefore or hereinafter specified. 

Method of Laying. 
The top of the three (3) inch foundation concrete shall be left three (3) inches 

nelow and parallel to the finish floor elevations. After the foundation concrete has set, 
the two (2) inch concrete layer shall he spread to an even thickness and rammed so 
that its top surface shall be one (1) inch below and parallel to the finish floor lines. 
Before this concrete is set, lay the one (1) inch cement finish and trowel to a smooth 
uniform hard finished surface. 

The floor shall be laid out in blocks about three (3) feet square. These blocks are 
to he formed by cutting through the two (2) inch concrete, before it has begun to set, 
with a tool which will make a quarter (Vs) inch joint. The cement finish shall be 
marked 'tali a suitable tool directly over the joint above described. 

At the intersection of the floor and sidewalls a sanitary cove of two (2) inch 
radius shall be formed.. The floor shall he kept moist and protected until perfectly set. 

Stairways. 
The stairways shall be supported or self-supporting stairways. Supported stair-

ways shall consist of concrete steps built directly on concrete foundations. The thick-
ness of the concrete between the bottom of the riser and the foundation shall be four 
(4) inches. The landings shall consist of a concrete slab fottr (4) inches thick laid on 
the concrete foundation. 

Self-supporting stairways and landings shall be constructed of concrete reinforced 
‘virli steel rods. All self-supporting stairways and landings shall be designed for work-
ing load of one hundred (100) pounds per square foot with a factor of safety of ten 
(10). 

The concrete shall consist Of one (1) part of approved Portland cement, three (3) 
parts of first quality of Cow Bay sand, or its equal, and five (5) parts of three-quarter 
3/4) inch trap rock or clean gravel of a mixture of paving and roofing sizes. The 

steel shall be cold twisted square steel bars. 
All treads and landing shall have a granolithic finish one (1) inch thick into which 

shall he worked the most approved form of treads to prevent slipping. The risers are 
to be paneled and washed with a cement grout and rubbed down to a hard even finish. 
The cement great shall be applied before the concrete thoroughly sets. The granolithic 
finish shall consist of one (1) part of Portland cement, one (1) part of finely crushed 
granite and one (1) part Of sand colored with lampblack as directed. 

At least as many stairways as are shown on the plans shall be provided for each 
side of the stations. The stairways shall be of as great width as the local conditions 
will satisfactorily permit : they shall be entered from the sidewalks or from the park-
ways in the street. 

Connecting Passageways. 
The stations shall, be located so that the station platforms shall extend past two 

cross streets. The platforms of the station shall be connected with each other by over-
head passageways or mezzanines, to enable passengers to have access to both station 
platforms from either side of the street. as indicated on the plans. 

Ticket Booths, Door and News .Stands. 
The ticket booths. doors and news stands shall be constructed of metal-covered 

wood with moldings independently applied. or such non-combustible material as may 
be approved by the Engineer. The ticket windows of the booths shall be glazed in 
plate glass, plain or frosted, as indicated, and shall be enclosed with bronze grille. 
Plate glass coin shelves shall be provided. 

No obstructions whatever shall be placed on the station platforms, within the lines 
of the station walls excepting as may be approved by the Commission. 

Hardware. 
The hardware required for the ticket booths, doors, toilet rooms and news stands 

shall be of solid bronze metal without lacquer. and of weight, quality and design as 
approved by the Engineer. 

Railings and Grilles. 
The platform and stairway railings and grilles. and the stairway railings and hood 

at the street surface, shall he constructed of iron and bronze design in accordance with 
the plans accompanying the contract, and in a manner satisfactory to the Engineer. 
These plans, however. may vary in detail in accordance with the local requirements of 
the station. 

Sanitary Arrangements. 
The station shall be equipped with two (2) toilet rooms, as indicated on the plans, 

plainly marked, for the use of women and mien: respectively, and one (1) porter's 
closet. The women's rooms shall be furnished with not more than two (2) bowls, one 
(1) basin, and one (1) floor drain; the men's with not more than two (2) bowls, two 
(2) urinals, one (1) basin and one (1) slop sink and one floor drain. All the toilet 
fixtures shall be of the most approved design. and provided with most approved flushing 
devices. The doors leading to these rooms shall he equipped with self-closing springs. 
Each room shall have a ventilating pipe leading direct to the outer air, and covered 
either by a suitable cast-iron ventilating post set on the sidewalk, or in some other 
approved mariner. A suitable chamber shall be furnished in the wall of the toilet room 
in which a small automatic fan may be installed. 

The bowls and urinals shall be connected by means of cast-iron drain pipes to the 
main sewer. These drains shall be furnished with sufficient traps of approved design, 
set close to the fixtures, which traps shall he back-aired in an efficient and workmanlike 
manner, such back-air pipes terminating in the sidewalk or other approved situation. 
and covered by suitable galvanized iron gratings. 

Soil and Other Pipes. 
All soil, waste, vent and water supply pipes, wherever possible. shall be run in 

specially arranged and accessible wall spaces between an outer marble or glass finish 
and the sidewalls of the toilets. Where considered necessary by the Engineer, back 
pressure valves may be required on the soil line. When it is impossible to connect the 
soil pipes directly to the sewer, sewage shall be discharged into a sewage Sump of 
approved form and dimensions, in which an approved automatic sewage ejector may be 
installed. (The furnishing and placing of the ejector will not he included in this con-
tract.) All soil piping in connection therewith shall be provided as a part of the station 
construction and from thence into the sewer. Between the wall spaces and the sewer all 
soil and supply pipes shall be run where possible in pipe troughs constructed under the 
station platforms. All water supply pipes shall be encased in asbestos or other ap-
proved non-conducting material, and all pipes exposed in the troughs or wall spaces 
shall he suitably painted. All pipes are to he concealed from view. The toilet room 
stalls shall be finished in marble or glass as approved by the Engineer. All work must 
conform with the City building and health regulations, which are to be considered as 
part of these specifications. 

Water Connections. 
Both platforms of the station shall have connection with the water main so as to 

permit the attaching of hose for the flushing and washing of all parts of the station and 
platform, waiting rooms and stairways, and to furnish an adequate supply for fire pur-
poses. 

Sewers Under Platforms. 
Where it may be necessary to pass sewers or pipes, or both, beneath the station 

platforms, in order to reach the same for the purpose of inspection and repair. cast-
iron frames capable of being lifted shall he inserted in the floor and the concrete of the 
door so laid as to be exactly flush with the same. 

Lighting Conduits. 
Provision shall be made for the illumination of the station platforms, passageways, 

stairways, toilet rooms, ticket booths, electric signs, closets and mezzanines by supply-
ing and erecting all the necessary conduits, outlet boxes, fittings and all other materials 
which are built into the structure, for the installation of an approved lighting system. 

The lighting system shall be at least equivalent to that furnished by one 16-
candle power incandescent lamp for each fifty (50) square feet of floor area. At 
all points on the station platforms and stairways the light shall, however, he not 
less than one-foot candle at a point three (3) feet above the floor, and the con-
struction and location of lights shall be such as to give this degree of illumination. 

(The transformers, wire, switches. fixtures, lamps and other electrical material 
and devices shall not be included in this contract.) 

Ventilation. 
Ventilating openings shall. be constructed in the roofs of the stations. These 

openings shall he of such dimensions as indicated on the detailed plans, and shall 
be covered at the sidewalk surface with approved gratings, provided with non-slipping 
bars. The openings shall he so arranged as to exclude storm water from the station 
platforms; and where necessary and as indicated on the plans, vault light slabs or 
pans shall be placed and provided with proper drains. 

Heating. 
Provision for electric heating shall be made in all toilet rooms, ticket booths, 

and news stands. 

Pipes, Conduits, etc., Concealed. 
At the station all signal wires, air pipes; electric conduits and wires, pipes or 

conduits for any purpose whatever shall be concealed from view behind the finished 
walls or ceilings, or under the platforms or platform overhangs in such manner 
as approved by the Engineer. 

Station Painting. 
All exposed metal work at the station and between the tracks opposite the 

station in the subway, and for at least thirty (30) feet from the ends of the station 
platforms, shall be thoroughly and evenly painted, after all other station finish work 
has been completed, with three (3) additional coats of paint besides the renewed 
shop coat. The first coat shall be the same as the first coat applied to all other 
metal work in the subway after erection, and the other two coats shall be of such 
character of paint and in such colors as may be designated by the Engineer. 

22—GENERAL CLAUSES. 
It is the very essence of these specifications to secure a railroad structure under-

ground which shall be free from the percolation of ground or outside water. To 
this end the mixing and placing of the concrete and the placing and protection of 
the waterproofing shall be as herein provided and as indicated on the plans. 

Best Quality of Work. 
All materials and workmanship must be of the best class in every respect as 

elsewhere provided in this contract, and the Engineer is to be the sole judge of 
their quality and efficiency. 

Fences. 
Wherever necessary the Contractor shall erect and maintain at his awn expense 

fences for the protection of adjoining property and of the adjoining public places. 

Work to be Cleared. 
At his own expense and as directed from time to time by the Engineer, the 

Contractor is to clear the work, streets and all public places occupied by him from 
all refuse and rubbish that may accumulate from any source whatever and leave 
them in a neat condition. 

Where access to any adjacent property is temporarily cut off, owing to the 
occupancy of the street by the Contractor. he must, at his own cost, render every 
assistance to the owner or occupant in handling such materials of any description, 
including all material to be removed by the Department of Street Cleaning, that 
has to be taken to or removed from such property; such material shall be taken 
to or from the nearest accessible point that in the opinion of the Engineer is con-
venient for handling. 

Notice, How Given. 
When the Contractor is absent from any part of the work where it may be 

necessary to give instructions, orders will be given by the Engineer to. and shall 
be received and promptly obeyed by the superintendent or overseer of the Con-
tractor, who may have charge of the particular work in relation to which the orders 
are given, and a confirmation in writing of such orders will be given to the Con-
tractor by the Engineer if so requested. 

Lines and Grades. 
The principal lines and grades are to be given by the Engineer, who may change 

them from time to time as may be authorized and directed by the Commission. The 
stakes and marks given by the Engineer must be carefully preserved by the Con-
tractor, who must give to the Engineer all necessary assistance and facilities for 
establishing benches and plugs for making measurements. 

Imperfect Work. 
Any imperfect work which may be discovered before the final acceptance of the 

work, shall be corrected immediately on the requirement of the Engineer, notwith-
standing that it may have been overlooked by the proper inspector. 

In all work of whatever kind which during its progress and before its final 
acceptance shall become damaged from any cause, so much of it as may be objection-
able shall be broken up or removed and be replaced by good and sound work. 
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X otice Regarding Commencement of Work. 
Before commencing work on any part of the route, whether on the railroad or 

on the sewers lying off the line of the railroad. the Contractor shall give notice 
in writing to the Engineer at least one (I) week in advance of his intention to 
commence such operations; and before commencing manufacture, or resuming manu-
facture if the same has been suspended, of any article called fur by these specifica-
tions, notice shall he given to the Engineer in writing at least one (1) week in 
advance. with the name and address of the maker and the amount and description 
of the material to he manufactured, in order that proper inspection may be arranged 
for. 

f so) requested by the Engineer in writing, countersigned by the Chairman of 
the Cominission, a further reasonable delay in commencing  work or manufacture 
must he granted, such delay to extend the time of completing this contract as named 
herein. 

Conveniences for Men. 
Necessary 	yenienees, properly secluded from 

constructed and maintained wherever needed for the 
to the satisfaction of the Engineer and the sanitary 

;Idvertisements Forbidden. 
The using (,f fences and buildings during construction for advertising purposes, 

other than the name and address of the Contractor, is forbidden ; all temporary 
buildings and fences erected by the Contractor shall be neat in appearance and shall 
be painted as directed by the Engineer. 

All barricades and bridges erected by the Contractor for the protection of the 
work or use of the public shall be substantial in character and neat in appearance. 

Requirements of Borough President. etc., to be Observed. 
Whenever the construction Of the works under the provisions of this contract 

shall interfere with. disturb or endanger any sewer, waterpipe, gaspipe, or other 
duly authorized sub-surface structure, the work of construction at such points shall 
be conducted in accordance with the reasonable requirements of the Borough President 
or the Commissioner of Water Supply, Gas and Electricity or other officer or local 
authority haying the care of and the jurisdiction or control over such subsurface 
structures so interfered with, disturbed or endangered. 

Ordinance's and Regulafions. 
In all operations connected with the work, all ordinances of the City, and of the 

Board of Health. which shall be valid and operative with respect to work on the 
Rapid Transit. Railroad. and all laws of this State which are now applicable to and 
control or limit in any way the actions of these engaged in the work or affecting 
the materials belonging to thcm, must be respected and strictly complied with, and 
the Contractor shall further strictly comply with all applicable Federal, State and 
Municipal regulations regarding the transportation in and around the City and Harbor 
of materials used in. or in connection with, the work. 

Condemned Materials to be Rem,ved. 
If the work or any part thereof, or any material found or brought on the ground 

for use in the work or selected for the same, shall be condemned by the Engineer 
as unsuitable or not in conformity with the specifications. the Contractor shall forth-
with rebuild or remedy such work and remove such materials as may he directed 
by the Engineer. 

Competent Men. 
The Contractor shall employ only competent, skillful and faithful men to do the 

work. Whenever the Engineer shall notify the Contractor in writing that any man on 
the work is in his opinion incompetent, unfaithful or disorderly such man shall be 
discharged from the work and shall not again be employed on it. 

V.—SECURITY TO BE FURNISHED BY CONTRACTOR. 

SeCnrii,r by Contractor. Contractor's Bond. 
Simultaneously with the execution of this contract the Contractor shall give 

security for the performance of his obligation by filing with the Comptroller a bond 
in due form executed by the Contractor and by two or more sureties to be corpora-
tions or persons approved by the Commission in the sum of two hundred thousand 
dollars ($200,000). In case any of the sureties upon the hond shall become insolvent 
or unable in the opinion of the Commission to pay promptly the amount of such bond 
to the extent to which such surety might be liable, then the Contractor within thirty 
days after notice by the Commission to the Contractor shall, by supplemental bond 
or otherwise, substitute another and sufficient surety to be approved by the Commis-
sion in place of the surety so insolvent or unable. if the Contractor shall fail, within 
such thirty days or such further time as the Commission may grant, to substitute 
another and sufficient surety, then the Contractor shall, for all the purposes of this 
contract, be deemed to be in default in the performance of his obligations hereunder 
and upon the said bond, and the Commission may terminate the contract or may 
bring any proper suit or proceeding against the Contractor and the sureties, or .either 
of them, or may require to he deducted from any moneys then in, or thereafter corn-
ing into, the hands of the City and due to the Contractor the amount for which the 
surety insolvent or unable as aforesaid shall have justified on the bond; and the moneys 
so deducted shall be held by the Comptroller as collateral security for the performance 
of the condition of the bond. 

Deposit of Cash or Securities. 
The Contractor may at his option deposit with the Comptroller in lieu of said bond 

or of any part thereof, an equal amount in cash or in value of securities. If securities 
be deposited they shall be securities of which a schedule shall be hereto annexed, en-
titled Schedule of Securities, and there shall be deposited with them the written ap-
proval of the Commission which it shall give when satisfied as to the character 
thereof. In case any of the securities so deposited shall, in the opinion of the Commis-
sion, at any time cease to be of the character of securities in which the savings banks 
of the State of New York are then authorized by law to invest moneys, or shall, in the 
opinion of the Commission, at any time become of less value than the value stated 
for it or them in the said schedule—then within ten days after notice to the Con-
t-actor of the objection of the Commission. the Contractor shall either substitute 
therefor securities which shall he approved by the Commission as of the character 
aforesaid and as being of at least the value of the former securities to which the 
Commission shall have objected as such value was originally stated in the said 
schedule, or shall deposit with the Comptroller in cash the amount of such value of 
such former securities as so originally stated. In case the Contractor shall not within 
such ten days substitute such new securities, he shall, if the Commission so elect, be 
deemed to be in default in the performance of his obligations under this contract; 
and in addition to any and all other remedies against the Contractor or its sureties, the 
Commission may require the Comptroller to deduct from any moneys then due or 
which may thereafter become due to the Contractor under this contract, the amount 
of the original valuation of such securities objected to, and to hold such amount in lieu 
of such securities, as if part of the original deposit or as if deposited with the Comp-
troller as aforesaid, and such amount shall in such case be deemed to be paid to the 
Contractor upon the contract. The securities so objected to shall upon such substitu-
tion of securities or deposit of cash in lieu thereof be returned to the Contractor. 

When Contractor May Substitute Cash or Securities. 
f and as the Commission shall consent, and the law permits, the Contractor may, 

from time to time, substitute cash for securities or securities of the character aforesaid 
for cash, but always so that the total amount and value of the deposit shall not be 
reduced. 

The City shall from time to time collect all interest, dividends or other profits or 
income on any securities deposited by the Contractor, and shall account for the same 
as hereinafter provided. 

The said deposit, whether in cash or securities, in the form and as the same shall 
at any time be, shall be security for the faithful performance by the Contractor of all 
the covenants, conditions and requirements specified and provided for in this contract. 
In case of any default on the part of the Contractor in such performance, and in the 
further case that the City shall for or by reason of such failure, whether by reason 
of employment of another contractor or contractors or otherwise, incur or become  

liable for expense through such default as hereinafter provided, then the Comptroller 
shall forthwith pay or apply to the use of the City the amount of such expense out of 
the said deposit in cash or securities or out of the portion of the deposit remaining 
at the time. 

The Comptroller shall, upon the requirement of the Commission, in order to 
make such payment or application to the use of the City, sell at public auction in The 
City of New York any of the securities which may then constitute part of such deposit 
upon notice to be published in three daily newspapers, the first publication to be as 
much as ten days before the sale and such publication to be made three times within 
such ten days. Any such sale shall be adjourned from time to time if requested by the 
Commission. The Comptroller shall, upon the requirement of the Commission, de-
duct from the proceeds of any such sale, all expenses thereof and of such advertise - 
m ent, and pay and apply to the use of the City so much of the residue of such proceeds 
as may be necessary for the purpose aforesaid. And the Contractor within ten days 
after notice from the Commission so to do shall (unless the time be extended by the 
Commission), by further deposit, according to the requirement of the Commission, of 
money or securities of the character aforesaid approved by the Commission restore the 
said deposit with the Comptroller to the full amount originally required. In addition 
to or in lieu of the sale above provided for the Commission may, in the name of and 
in behalf of the City, bring any appropriate suit or proceeding in any proper court to 
enforce the lien and claim of the City in and upon the said deposit, whether such de-
posit be in money or securities. 

If at any time when the Contractor shall otherwise he entitled to a return of the 
said deposit, there shall be pending any claim for damages or loss caused to others 
by the negligence, fault, or default of the Contractor, for which it shall be claimed 
that the City shall be liable, then and in that case the said deposit, or such part there-
of as the Commission shall prescribe, shall, upon the reuirement of the Commission, 
be reserved by the Comptroller for a reasonable time as security to the City against 
such claims. And the amount of any such damages or costs paid by the City to others 
or for which the City shall be liable to others, shall be deducted from the said deposit 
before the same shall be returned to the Contractor as hereinafter provided. 

Return of Cash or Securities. 
When the Contractor shall have fully completed the works according to the terms 

of this contract and the Commission shall so certify, the Comptroller shall pay and 
deliver to the Contractor the said deposit, or so much thereof as shall not have been 
reserved or used or applied for any of the purposes above mentioned, and the Con-
tractor shall also then be entitled to the payment of a sum which shall be equal, as 
the case may he, either to the interest on the said deposit (if made in cash) from 
the time of such deposit at the average rate of interest received by the City on its bank 
balances during the period of such deposit, or to the interest, dividends or other in-
come which the City shall have received from the said securitie,, together with interest 
on any such interest, dividends or other income so received by the City from such 
securities from the time of its receipt at the average rate of interest received by the 
City on its bank balances during the period of such deposit. Ti, however, any of the 
cash so deposited shall have been used or applied for any of the purposes above men-
tioned then the Contractor shall not be entitled to credit for interest on the amount 
of cash so applied from the time of such application. 

VI.—PAYMENTS TO CONTRACTOR. 	 • 

Payments, How To Be Made. 
The City shall make payments to the Contractor on account as the work pro-

gresses, upon vouchers certified by the Commission. Written requisitions by the Con-
tractor for such payments shall be delivered to the Commis: ion at intervals of not less 
than one month. Each requisition by the Contractor shall be accompanied by a 
certificate of the Engineer to the effect that work has been done and materials have 
been .delivered in accordance with the terms of the contract at or upon the works 
prior to the time of such requisition of an estimated value stated in such certificate. 
Such value shall be ascertained relatively to the contract value of the entire work. 

The Commission shall thereupon forthwith prepare and certify a voucher in due 
form for payment by the City for 90 per cent. of the estimated value of the work so 
done and materials so furnished. The Commission shall not he hound by the certificate 
of the Engineer, but may in every case fix the amount due at such sum as the Com-
mission shall itself determine to be 90 per cent. of the proper actual relative value' of 
sash work and materials. The amount so certified by the Commission shall be forth-
with paid by the City to the Contractor without any deduction except as herein other-
wise pro-sidL,1. In case the Contractor shall be dissatisfied with the determination of 
the Commission as to value as afore-aid, the Contractor may, within twenty days after 
notice of such d:lertnination, appeal therefrom -in the manner hereinbefore provided 
for appeals from determinations of the Engineer as to additional work, and the receipt 
by the Contractor of the amount certified by the Commission shall not be deemed a 
waiver of the right to appeal. And, if the payment upon such appeal shall be de-
termined to he too small, then upon such determination the City shall forthwith and 
upon a voucher certified by the Commission pay to the Contractor the additional 
amount awarded upon such appeal. 

Final Certificate and Final Payment. 
Whenever and as soon as the Contractor shall have completed all work of con-

struction under this contract, the Commission shall make a certificate in writing stating 
that the work has been completed and accepted, and stating also the amount payable 
for all the work of every kind done under and according to the terms of this con-
tract. On the expiration of forty days after the filing of such certificate in the office 
of the Comptroller, the City shall pay to the Contractor in cash the amount remaining 
after deducting from the amount stated in the last mentioned certificate (1) all such 
stuns as.  shall theretofore have been paid to the Contractor under any of the provisions 

c of this contract, and (2) all such sums as by the terms hereof the City is at that time 
authorized to receive or retain. The City shall also at the same time surrender the 
Contractor s bond, or any cash or securities deposited instead of such bond. All prior 
certificates upon which partial payments may have been made, being merely estimates, 
shall be subject to correction in the final certificate. 

Final Payment to Terminate Liability of City. 
The acceptance by the Contractor of the last payment aforesaid shall be and shall 

operate as a release to the City, the Commission and each of them and their agents, 
from all claim and liability to the Contractor for anything done or furnished for, or 
elating to, the work, or for any act or neglect of the City or of any person relating 

to or affecting the work, except the claim against the City for the remainder, if any 
there he, of the amounts kept or retained as provided in this contract. 

Contractor's Claims for Damage. Statements of Damage To Be Filed With Engineer. 
If the Contractor shall claim compensation for any damage sustained by reason 

of the acts of the Commission, or its agents, he shall, within tell days after the sus-
taining of such damage, make a written statement of the nature of the damage sus-
tained to the Engineer. On or before the 15th day of the month succeeding that in 
which any such damage shall have been sustained, the Contractor shall file with the 
Engineer an itemized statement of the details and amount of such damage, and, unless 
such statement shall bc made as thus required, his claim for compensation may be 
forfeited and invalidated, and he shall not be entitled to payment on account of any 
such damage. 

Evidence That Labor and Materials Have Been Paid For. 
The Contractor shall furnish the Commission with satisfactory evidence that all 

persons who shall have done work or furnished materials, and who shall have given 
written notice to the Commission before, or within ten days after, the final comple-
tion of the works, that any halance for such work or materials is due and unpaid, 
have been fully paid and satisfactorily secured ; and in case such evidence is not 
furnished as aforesaid such amount as may be necessary to meet the claims of the 
persons aforesaid may be retained from the money due to the Contractor under this 
agreement until the liabilities aforesaid shall be fully discharged or such notice or 
notices withdrawn. 

Liens for Work or Material's. 
If at the time of any requisition any lien shall have been filed against the Con-

tractor on the railroad or any part thereof against the amount payable to the Con- 

public observation, shall be 
use of laborers on the works, 
authorities. 
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tractor under the provisions of this contract by any person or corporation entitled to 
tile the sank for work, labor. or services done or performed, or for materials fur-
nished to the Contractor in or about construction of the railroad, an amount reasonably 
sufficient to pay and discharge such lien and to pay the costs of foreclosure thereof 
shall be retained by the Comptroller from the amount which would be otherwise 
payable to the Contractor on such requisition, until the said lien shall be discharged 
or secured as provided by law. If such lien shall be foreclosed according to law 
then the Comptroller may pay the said amount found due upon such lien by the 
judgment in the foreclosure action to the person entitled thereto, and such payment 
shall be deemed a payment hereunder to the Contractor. If the sum so retained shall 
not be sufficient to discharge the lien so foreclosed, the deficiency shall be retained 
by the Comptroller out of the next moneys coming due to the Contractor. 

VI I.—CoNTR ■("roR'S LIABILITY FOR INJURIES TO PERSONS OR PROPERTY. 

Contractor Approves Plans as Involving no Damage. 
The Contractor admits and covenants to and with the City that the plans and 

specifications and other provisions of this contract for construction, if the work be 
done without fault or negligence on the part of the Contractor, do not involve any 
danger to the foundations, walls or other parts of adjacent buildings or structures; 
and the Contractor shall at his own expense make good any damage that shall, in 
the course of construction, be clone to any such foundations, walls or other parts of 
adjacent buildings or structures. But this covenant is not to be construed as apply-
ing to the foundations. walls or other parts of buildings erected upon private property 
through which the railroad or any station entrance or approach shall be constructed. 

Engineer May Order Adjacent Property Supported. 
The Contractor shall obey any order of the Engineer to support or secure ad-

jacent property or any surface or structure thereon ; but the Contractor shall not be 
relieved of responsibility either by compliance with any such order, or by any 
failure or omission of the Engineer to give any such order or to give notice of any 
danger. 

Traffic to be Maintained. 
The Contractor shall during the performance of the work safely maintain the 

traffic on streets, avenues. highways, parks, waters or other public places in connection 
with the work as provided in the specifications, and shall take all necessary pre-
cautions to place proper guards for the prevention of accidents, and put up and 
keep at night suitable and sufficient lights. 

Indemnification for Accidents, Etc. 
The Contractor shall save harmless the City against and from all damages of 

costs to which it may be put by reason of injury to the person or property of another 
or others, resulting from negligence or carelessness of the Contractor or of any sub-
contractor or other person employed on the works, either in the performance of the 
works or from guarding the same, or from any improper materials used in its con-
struction, or by or on account of any other act or omission of the Contractor or any 
sub-contractor or other person employed on the works

' 
 and shall fully meet and 

duly pay the amount of any loss or damage caused or done to the City or that the 
City may suffer from any injury to any person or the property of any person through 
the negligence, act or omission in the course of construction of the Contractor or of any 
sub-contractor or other person employed on the works. 

Money Due the Contractor May Be Retained to Meet Claims. 
In case any claim shall be made by any person or corporation against the Con-

tractor or the City for loss or damage to person or property caused by, or arising 
from, or alleged to have been caused by, or to have arisen from, any negligence, act 
or omission of the Contractor or of any sub-contractor or other person employed on 
the work, the amount of such claim or so much thereof as the Commission shall deem 
reasonable, shall, upon the requirement and in the discretion of the Commission, be 
retained by the Comptroller out of any moneys thereafter growing due to the Con-
tractor hereunder (in addition to the other sums hereinbefore authorized to be so 
retained), as security for the payment of such claim or claims. If and when the 
liability of the City or the Contractor on such claim or claims shall have been estab- 
lished by a judgment of a court of competent jurisdiction, or shall have been admitted 
by the Contractor to be valid, the said claim or claims shall be paid from the amount 
so retained and the balance, if any, paid to the Contractor. 

Protection of Abutting Property Owners and Others. 
It is the intent of this agreement that in addition to indemnifying the City against 

all claims for damages, the Contractor shall also be liable to the owners of adjacent 
or abutting property, or of buildings or structures thereon and to all tenants of or 
persons in such buildings or structures, for all physical injuries to property or per-
son which may be occasioned by the work of construction, even in cases where such 
owners, tenants or other persons have no legal claim against the City for such in-
juries. It is therefore further expressly agreed, and is one of the terms and condi-
tions upon which this contract is awarded to the Contractor, that in addition to all 
other liability for injuries to adjacent or abutting property, or to buildings or struc-
tures thereon, or for injuries to persons, the Contractor shall fully meet and duly 
pay the amount of any direct damage that any abutting or other owners or other 
persons may suffer by reason of any physical injury to property or person occasioned 
by any act or Omission of the Contractor or of any sub-contractor or other person 
employed on the work; this clause of the contract being a separate and independent 
provision, dissociated from any duty resting upon the City, and having for its sole 
purpose the complete indemnification by the Contractor of all owners of adjacent or 
abutting property or of buildings or structures thereon, and of all tenants of and 
persons in such buildings or structures for any direct physical injury which may be 
done to their property or persons through any act or omission of the Contractor or 
of any sub-contractor or of any other person in the course of any employment under 
the Contractor or any sub-contractor in or upon the construction of the works or 
any part thereof. 

It is understood that the injuries to property here contemplated are direct physical 
injuries only and not injuries to fee or rental value, and do not include loss of rents, of 
business, or of business profits, and that the measure of compensation shall be a sum 
sufficient to repair the injuries and place the property in the same or as good condition 
as it was before the injuries were occasioned. 

In order to safeguard the owners or tenants of abutting property and at the same 
time prevent unjust or fraudulent claims against the Contractor in respect thereto the 
Engineer shall cause a detailed examination of all adjacent or abutting property to be 
made before construction is begun. The owner or tenant of each parcel or his or their 
duly authorized representative, shall be invited by a notice in writing delivered to a pet-
son apparently in charge of the premises, to he present, and the Contractor, or his 
duly authorized representative, shall attend and with the Engineer shall make such 
detailed examination. A complete record of the existing conditions of each parcel shall 
be made in triplicate, signed by the Engineer and the Contractor, and one copy shall be 
delivered to the owner, one to the Contractor, and one shall be retained by the Commis-
sion. At such times as the Engineer may direct, and upon the completion of the work, 
or upon notice to the Engineer by the owner or tenant that physical injury has oc-
curred, further examination shall be made and the findings recorded and filed as above. 
Such certificate, filed with the Commission as above provided, shall be prima facie evi-
dence of the condition of such building or buildings, and of the damage;  if any, done 
thereto, in any action or proceeding brought under the provisions of this contract by 
any owner, tenant or other person. The Contractor shall not be liable upon any claim 
for damages to property unless reasonable opportunity is afforded to the Commission 
and the Contractor by the owner or tenant of the property claimed to have been damaged, 
for making examinations as above provided and for ascertaining the facts relative to 
the physical injuries alleged to have been sustained; or upon any claim for damages 
to property the owner or lessee of which refuses, upon reasonable demand being made 
upon the premises by the Engineer. to permit the Engineer and Contractor to enter 
thereon for the purpose of shoring up, protecting or underpinning the same or any 
adjoining building. 

Damage to Work During Construction. 
All risk of loss or damage to the works or to the materials therefor, prior to final 

completion, unless caused by the fault of the City, is assumed and shall be borne by  

the Contractor, and any such loss or damage shall be made good by the Contractor at 
his owai cost, and the construction shall he carried forward by him in accordance with 
this contract, without additional cost to the City by reason of such loss or damage. 

VI 1 I.—CITY TO SECURE CONTRACTOR AGAINST INTERFERENCE BY INJUNCTIONS, TO ACQUIRE 
REAL. ESTATE, ETC. 

City's Assurances to Contractor of Right to Construct. 
The City hereby stipulates and covenants to and with the Contractor that the City 

will secure and assure to the Contractor so long as the Contractor shall perform the 
stipulations of this contract, the right to construct the railroad as prescribed in this 
contract free of all right, claim or other interference, whether by injunction, suit for 
damages or otherwise, on the part of any owners, abutting owner, or other person; but 
not including any interference, legal or otherwise, by patentees or persons claiming to be 
patentees of tools, methods or appliances. Provided, however, that the Contrator shall 
enforce his rights against the City under this provision solely by claim for money, and 
shall have no right to set up any failure or default on the part of the City to perforfil 
or satisfy this stipulation or covenant in defense or by way of exculpation or any 
excuse whatsoever (otherwise than as a claim or counter-claim for money) of the Con-
tractor for any default or failure of any character whatsoever on its part. Nothing 
herein contained shall be construed to require the Contractor to do any act in violation 
of a valid injunction issued by a court of competent jurisdiction forbidding such act. 

Claims for Infringement of Patents. 
The Contractor shall hold himself responsible for any claims made against the 

City for any infringement of patents by the use of patented articles in the performance 
and completion of the work, or of any process connected with the work agreed to be 
performed under this contract, or of any materials used upon the said work; and 'shall 
save harmless and indemnify the City for all costs, expenses and damages which the 
City shall be obliged to pay by reason of any infringement of patents used in the per-
formance and completion of the work. 

Acquisition of Real Estate. 
The City will acquire all such real estate and rights of way or other rights, terms, 

franchises. easements and privileges therein as may be needed, either permanently or 
temporarily, for the purpose of constructing the railroad or pipe galleries, including 
necessary station entrances and approaches, or to provide, lay or maintain conduits, 
pipes, ways or other means for the transmission  of electricity, steam, water, air or other 
source or means of power or of signals or of messages necessary or convenient for or 
in the construction or operation of such road, or for the transportation of matetials 
necessary for such construction. or to provide a temporary or permanent way or course 
for any such conduit, pipe or other means or source of transportation; and the City 
may also acquire any and all rights, privileges, franchises and easements, whether of 
owners or abutters, or others. to interfere with the construction of the railroad or to 
recover damages therefor, which, in the opinion of the Commission, it shall be neces-
sary to acquire or extinguish for the purpose of constructing the railroad free of inter-
ference or right of interference. 

IX.—TIME FOR COMPLETION, DAMAGES FOR DELAY, ETC. 

Commencement and Completion of Work. 
Time is the essence of this contract. The Contractor shall begin actual work 

within sixty (60) days after the execution of this contract. The entire work covered 
by this contract shall be completed in all respects within twenty-four months from the 
date of the delivery of this contract. 

Price to be Reduced for Delay. 
In the event of delay in completion of the work beyond the period herein prescribed, 

and in case any such delay shall not be excusable, or the period extended, as hereinafter 
provided, the City shall be paid damages for such delay. Inasmuch as the amount of 
such damages will be extremely difficult to ascertain, especially in view of the fact that 
the railroad herein contracted for is only a part of a complete system, the remainder of 
which is to be constructed under other contracts, it is hereby expressly agreed that 
damages shall be liquidated and paid by reducing the price to he paid the Contractor as 
follows : Front the several amounts which shall become payable to the Contractor 
after the expiration of the periods above limited (but not including the retained per-
centages from amounts theretofore certified to be due), there shall be deducted and 
retained by the City as liquidated damages for such delay (and not as a penalty) 1 per 
cent. thereof for each and every month after the expiration of the said period until 
such amounts are severally certified to be due and payable. But in case the Contractor 
shall be delayed by reason of any labor strike not caused or instituted or provoked by 
the Contractor, or by any sub-contractor, agent or representative of the Contractor 
(which fact the Contractor shall prove to the satisfaction of the Commission) or in 
case the Contractor shall be delayed by any injunction or by any interference of public 
authority, and in case the Contractor cannot, notwithstanding such injunction or inter-
ference, with reasonable diligence make up for the delay so occasioned by speedier 
work when the Contractor shall not be so interfered with, then the said date for corn-
pletion 'shall be extended to a date later than the expiration of the said period by the 
amount of time of such delay. 

Commission May Intervene in Case of Injunction. 
But no injunction, strike or interference of public authority shall be ground for 

such extension except if and from the time when the Contractor shall give the Com-
mission notice of the injunction or other cause of delay, with copies of the injunction 
or other orders and of the papers upon which the same shall have been granted. The 
Commission and the City or either shall be accorded the right to intervene or become a 
party to any suit or proceeding in which any such injunction shall be obtained, and to 
move or dissolve the same or otherwise, as the Commission or City may deem proper. 
If necessary the Corporation Counsel or the Counsel to the Commission shall be author-
ized by the Contractor to appear, for that purpose, as counsel or attorneys for him. 

Suspension of Work and Additional Time for Performance. 
The Commission reserves the right of temporarily suspending the execution of the 

whole or any part of the work herein contracted to be done, if it shall deem it for the 
interest of the City so to do, without compensation to the Contractor for such suspen-
sion, other than extending the time for completing the work as much as it may have 
been delayed by such suspension. 

Time for Completion to Be Extended in Case of Delay in Acquiring Real Estate. 
In case the Contractor shall at any time give notice to the Commission that any 

real estate is necessary under this contract for any of the purposes specified above, 
which notice shall give a brief description of such real estate, the Commission shall (if 
it finds that such necessity exists) begin and conduct with diligence proceedings to ac-
quire the real estate described; and in case the Commission shall fail to put the Con-
tractor in possession of such real estate within three months from the delivery of such 
notice, then the period for completion of the works shall be extended for such a time 
as such completion is necessarily delayed by the failure of the Commission to furnish 
such real estate; but no allowance by way of damages shall be made for such delay. 
In any arbitration, suit or proceeding involving this clause of the contract the burden 
of proof shall be on the Contractor to show that the real estate which he described was 
;n fact necessary. 

Permission to Complete Contract Not a Waiver. 
The permitting of the Contractor to go on and finish the work, or any part of it, 

after the time fixed for its completion, or after the date to which the time for comple-
tion may have been extended, or the making of partial payments to the Contractor 
after any such periods, shall in nowise operate as a waiver on the part of the City of 
any of its rights under this contract. 

X.—REMEDIES IN CASE OF CONTRACTOR'S DEFAULT. 

Contractor's Default in Construction. 
In case the Contractor shall fail to complete the works within the period above 

limited, or shall at any time fail to proceed with reasonable diligence, or so that it shall 
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not be reasonably probable that the works will be completed within the period above 
limited, then and in any such case the Commission, upon notice to the Contractor of 
not less than thirty days, may---- 	 • 

City May Complete. 
(1) By resolution declare the Contractor to be in default ; and the City, by the 

Commission, in addition to every, or in substitution for any other, remedy- which it 
may have by law or hereunder, may thereupon forthwith. so  far as the City may now 
Save or may hereafter secure statutory power, procure by contract or otherwise, either 
for the Contractor, for his account and at his risk or otherwise, as the Commission 
shall determine, the completion of such construction, or, in any case where the Com-
mission shall deem it for the interest of the City, the performance of any part of such 
construction; and the City may, to the extent of the cost of such completion of the 
construction or of such performance or provision of any part thereof and interest on 
such cost, withhold and apply thereon any moneys otherwise due or to become due by 
the  City to the Contractor, and the Contractor shall he liable to the City, and shall, as 
the Commission may from time to time require, forthwith pay to the City the excess, 
if any, of the cost to the City of the completion of such construction or of such per-
formance or provision of any part thereof over the amount payable to the Contractor 
therefor under the terms of this contract, and also the amount, if any, which shall be 
due to the City by reason of any delay in completion of the construction, or in such 
performance  or provision of any part thereof ; or 

Or Make New Contract. 
(2) By resolution declare this contract at an end except as to the liability of the 

Contractor hereinafter in this paragraph provided, and make a new contract for con-
struction, upon advertisement of a new invitation to Contractors, upon such terms as 
the Commission ma - (kern proper; the same to provide, among other things, that the 
oew Contractor shall allow for so much of construction as has been already completed, 
:t reasonable amount to be prescribed in such new contract or to be ascertained as in 
such new contract to he provided; and in such case the Contractor shall pay the City 
all damage which the City shall sustain by reason of such failure, including the excess, 
if any, of the amount which the City shall pay the new Contractor over the amount it 
would have had to pay the Contractor, party hereto. for the same work or materials, 
together with the amount, if any, which shall he due to the City by reason of the delay 
in completion of the construction: or 

Or Proceed Upon Bond. 
(3) The City may also proceed as to the Commission shall seem proper upon the 

bond. or with respect to the deposits of cash or securities made as aforesaid; or 

Or May Bring Suit. 
(4) The City may also bring any suit or proceeding for specific performance or 

for injunction or to recover damages or to obtain any relief or for any purpose proper 
under this contract. 

X1.—MISCELLANEOUS PROVISIONS. 

Changes in the Contract. 
No correction or change in this contract shall be made except by written instru-

ment duly authorized by the Commission and consented to by the Contractor, and if a 
bond shall have been given as aforesaid and be then in force, then also consented to 

1_,y the sureties upon such bond; but this provision shall not limit or affect the right to 
prescribe variations of detail. whether of construction or location of route, as in this 
-ontract elsewhere provided. 

Members of Commission Not Liable. 
No claim shall be made by the Contractor against any member of the Commission 

personally by reason of this contract or of any of its articles or provisions. 

Contract, When Assignable. 
This contract shall not be assigned without the written consent of the Commission. 

Provisions in Case Commission Cease. 
In case the Commission shall cease to exist the Legislature may provide what 

public officer or officers shall exercise the powers and duties of the Commission under 
and by virtue of this contract; and in default of such provision, such powers and 
duties shall be deemed to be vested in the Mayor of the City. In case any officer or 
officers other than the Commission shall hereafter have the powers of the Commission, 
or any of them, then the provisions of this contract shall be applicable to such officer 
or officers to the extent to which the powers of the Commission shall appertain to such 
officer or officers, and any official act or determination of such officer or officers or of 
this Commission shall be sufficient hereunder, anything herein to the contrary notwith-
standing, if the same be done or had by lawful vote or resolution or in such manner as 
the Legislature may from time to time prescribe. 

Labor Law. 
The Contractor agrees to comply with the provisions of the Labor Law, including 

section 3 thereof as re-enacted by chapter 506 of the Laws of 1906. The Contractor 
further agrees and stipulates that no laborer, workman or mechanic in the employ of 
the Contractor, sub-contractor or other person doing or contracting to do the whole 
or a part of the work contemplated by this contract, shall be permitted or required to 
work more than eight hours in any one calendar day, except in cases of extraordinary 
emergency caused by fire, flood or danger to life or property; and, further, that the 
wages to be paid for a legal day's work as hereinbefore defined to all classes of such 
laborers, workmen or mechanics upon the work contemplated by this contract, or upon 
any material to be used upon or in connection therewith, shall not be less than the pre-
vailing rate for a day's work in the same trade or occupation in the Borough of 
Brooklyn, where the work hereby contemplated, about or in connection with which such 
labor is performed, is in its final or completed forth to be situated, erected or used; 
and that each such laborer, workman or mechanic employed by the Contractor or by 
any sub-contractor or other person on, about or upon the work contemplated by this 
contract, shall receive such wages herein provided for. This contract shall be void and 
of no effect unless the Contractor shall comply with the provisions of this paragraph. 
In obedience to the requirements of section 13 of the Labor Law, it is further provided 
that if the provisions of the said section 13 are not complied with this contract shall be 
void. 

All Necessary Legal Provisions Deemed Inserted Herein. 
It is the intent and understanding of the parties to this agreement that each and 

every provision of law required to be inserted in this contract should be and is inserted 
herein. Furthermore, it is hereby stipulated that every such provision is to be deemed 
to be inserted herein ; and if, through mistake or otherwise, any such provision is not 
inserted in correct form, then the contract shall forthwith, upon the application of 
either party, be amended by such insertion so as to comply strictly with the law and 
without prejudice to the rights of either party hereunder. 

Provision in Case of Unlawful Provision. 
If this contract contains any unlawful provision not an essential part of the 

general structure of the contract and which shall not appear to have been a con-
trolling or very material inducement to the making thereof, the same shall be deemed 
of no effect, and shall upon the application of either party be struck from the contract 
without affecting the binding force of the contract as it shall remain after omitting 
such provision. 

In witness whereof, this contract has been executed for The City of New York 
by the Public Service Commission for the First District under and by a resolution duly 
adopted by the Commission and the seal of the Commission has been hereto affixed 
and these presents signed by the Chairman and Secretary of the Commission; and the 
Ccntractor has hereunto set his hand and seal the day and year first above written. 

PUBLIC SERVICE COMMISSION FOR THE FIRST DISTRICT, 
By 	 Chairman. 

Attest : 
	 Secretary.  

State of New York, County of New York, ss.: 

On the 	day of 	 , 1908, before me personally appeared William 
R. Wilcox and Travis H. Whitney, to me known and known to me to be the said Will-
iam R. Willcox, the Chairman, and the said Travis H. Whitney, the Secretary of the 
Public Service Commission for the First District; and the said William R. Willcox and 
Travis H. Whitney, being by me duly sworn, did depose and say, each for himself and 
not the one for the other, the said William R. Willcox, that he resides in the Borough 
of l‘lanhattan, in the City, County and State of New York, that he is the Chairman 
of the said Commission and that he subscribed his name to the foregoing contract by 
virtue of the authority thereof ; and the said Travis H. Whitney, that he resides in the 
Borough of Brooklyn, in the County of Kings, City and State of New York, that he 
is the Secretary of the said Commission and that he subscribed his name thereto by 
like authority ; and both the said William R. Willcox and Travis H. Whitney that they 
know the seal of the said Commission and that the same was affixed to the foregoing 
instrument by the authority of the said Commission and of a resolution duly adopted 
by the same. 

State of New York, County of New York, ss.: 

On this 	day of 	 , 1908, before me personally came 
to me known and known to me to be the individual described in and who executed 
the foregoing instrument, and he duly acknowledged to me that he executed the 
same. 

State of New York, County of New York, ss.: 

On this 	day of 	 , 1908, before me personally appeared 
to me known, who, being by me first duly sworn, did depose and say : That he re- 
sided in 	 , in the State of  
that he is 	 of the 	 , the corporation described 
in and which executed the foregoing instrument ; that he knew the corporate seal of 
said company ; that one of the seals affixed to said contract was such corporate seal. 
and that it was affixed thereto by order of the Board of Directors of said company, 
and that he signed his name thereto by like authority. 

CONTRACTOR'S BOND. 

(Fourth Avenue Route, Ashland Place and Fourth Avenue—Fulton Street to Sackett 
Street.) 

[11-A-1 and 11-E-1.] 
Know all men by these presents, that 	 of 

hereinafter called the Contractor and 	 and 
hereinafter called the Sureties, are held and firmly bound unto The City of New York. 
hereinafter called the City, in the penal sum of two hundred thousand dollars 
($200,000) lawful money of the United States of America, to be paid to the City, for 
which payment well and truly to be made the Contractor and the Sureties do hereby 
bind themselves and their, and each of their, executors, administrators, successors and 
assigns firmly by these presents, as follows: The Contractor to be so held and bound 
for the full amount of the said two hundred thousand dollars ($200,000) and each of 
the said:

id 
 Sureties to be so held and bound only for a portion of said penal sum as 

follows 
 

The said 
for the sum of 

dollars ($ 
for the sum of 

dollars ($ 
for the sum of 

dollars ($ 
for the sum of 

	

dollars ($ 	 ). 
In witness whereof, the Contractor and the Sureties have hereunto caused their 

respective seals to be hereto affixed and these presents to be attested by the proper 
officers of each of them which is a corporation, this 
day of 	 1908. 

Whereas, The City by the Public Service Commission for the First District (here-
inafter called the Commission) is about to enter into a contract with the Contractor 
bearing even date herewith for the construction of that portion of a rapid transit 
railroad (including pipe galleries), known as the Fourth Avenue Route, in Ashland 
place and Fourth avenue and extending from Fulton street to Sackett street, in the 
Borough of Brooklyn, in The City of New York, more particularly described in the 
said contract; and 

Whereas, The City is about to enter into such contract with the Contractor upon 
the condition, and not otherwise, that this bond shall be given to the City and upon 
the faith thereof, 

Now, therefore, the condition of the foregoing obligation is such that if the Con-
tractor shall fully perform the said contract, then this obligation shall be null and void, 
but else it shall remain in full force and virtue. 

It is expressly agreed, between the City and the Sureties (and it is upon such 
agreement that the City accepts this bond), that the Sureties will and do waive any and 
every notice of default on the part of the Contractor; that they will and do permit 
the City to extend the time of the Contractor to make any payment or do any act ; that 
no omission on the part of the City to give any notice of extension of time granted 
by or on behalf of the City shall be availed of by the Sureties or any of them as a 
defence upon this bond; that the Sureties shall not set up or have any defence upon 
this bond by reason of any alteration of the said contract unless such alteration shall 
be represented by a formal written instrument duly executed between the City and the 
Contractor which shall have been duly authorized by a vote of the Commission; and 
that in case of such alteration, however made, the same shall be a defence to the 
Sureties only to the extent of the actual injury or damage caused to the Sureties by 
said alteration.* 

The execution of the bond must be duly proved before delivery in the form essential to proof 
to entitle a deed to record in the State of New York. Full affidavits of justification of Sureties must 
be added. 

CONTRACTOR'S PROPOSAL. 

[11-A-1 and 11-E-1.] 

(Fourth Avenue Route—Fourth Avenue and Ashland Place—Fulton. Street to Sackett 
Street.) 

Notice—Sums of money must be written in words and also in figures, except in the 
schedules. There must remain annexed hereto: 

Copy of Invitation to Contractors. 
Copy of Form of Contract. 
Copy of Form of Bond. 
Schedule of Securities, filled up only if the bidder desires to deposit securities in 

lieu of cash. 

To the Public Service Commission. for the First District: 

1. The undersigned* 

* If the bid is submitted by a corporation, the full legal title must be given here and a certified 
copy of the certificate of incorporation must be submitted. together with an affidavit showing the 
amount of stock paid in in cash and the names and addresses of the directors and principal officers. 
If the hid is submitted by a firm, the above blank must be filled up in the following form, "the firm 
of A. B. & Co., composed of A. B., C. D., etc." (giving the names of all the partners). 

do 	hereby, in pursuance of the Invitation to Contractors, a copy of which is at- 
tached hereto, propose according to the terms thereof to enter into a contract with The 
City of New York in the form therein referred to and to perform all the work men-
tioned in the said contract and hereby agree to accept in full payment therefor the 
following sums, to wit : 

For construction of the railroad (as these words are defined in the form of con-
tract), including the furnishing of all labor, materials and appliances required to do 
the work, the sum of 

dollars ($ 	 ). 

) ; the said 

) ; the said 

) ; the said 



'Sewers. 
Along Line. 	 Off Line. 
	_n_ 	  e— 

Lin. Ft. 	Price. 	Amount. 	Lin. Ft. 	Price. 	Amount. 

5 feet 3 inches 	  
5 feet 6 inches 	  

6 feet 	  
6 feel 3 inches 
7 feet 3 inches 	  
7 feet 6 inches 	  
8 feet 	  
) fret 	  
9 feet 3 inches 	  
9 feet 6 inches 	  

l•Special Forms- 
6 feet by 8 feet 6 inches 	 
7 feet by 13 feet 8 inches 	 
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For construction of the pipe galleries, including the furnishing of all labor, ma-
erials and appliances required to do the work, the sum of 

dollars ($ 	 ). 
It is understood that the acceptance of the foregoing bid for pipe galleries is 

onditional on the acceptance of the above bid for construction of the railroad ; but 
hat the Commission may accept the bid for construction of the railroad and reject the 
, id for construction of pipe galleries, 

2. It is understood liv the undersigned that all of the above sums are subject to 
nodMcation as provided in the above mentioned form of contract, and that payments 
rr to he made when and as therein provided. 

3. The foregoing bids are based upon the following estimate or schedule of 
luantities and unit values thereof, and are submitted in accordance with the invitation 

contractors. In submitting this estimate, it is understood that the acceptance of this 
, roposal by the Commission imposes upon it no obligations to make payments in accord-
lice with such estimate of quantities and unit values or to value work done in accord-
lice therewith. 

RAILROAD CONSTRUCTION. 

Es/iDiate or Schedule of Quantities and Unit Prices Therefor.* 
	 Total 

	
$ 

Includes all chambers, manholes, receiving basins. flush tanks and all appurtenances belonging 
thereto.  

t Reinforced concrete. 
Classified Items. 	 Quantity. 	Price. 	Amount. 

:xcavation- 
Earth above mean high water, per cubic yard 	 
Earth below mean high water, per cubic yard 	 
Rock above mean high water, per cubic yard 	 
Rock below mean high water, per cubic yard 	 

'ding and Timbering— 
Timber piles, per linear foot 	  
Concrete piles, per linear foot 	  
Grillage or foundation timber. per thousand (B. M.) 	 

',increte, per cubic yard 

trick Masonry— 
Common brick, per cubic yard 	  
Hollow terra-cotta brick, per cubic yard 	  

tone Masonry— 
Cut stone, per cubic yard 
Footing stone. per cubic yard 	  

Vaterproofing- 
With treated fabric. 2-ply, per square yard 	 
With treated fabric. 3-ply, per square yard 	 
With treated fabric. 4 -ply, per square yard 	 
With treated fabric. .5-ply, per square yard 	 
With treated fabric, 6-ply. per square yard 	 

:rick laid in asphalt mastic, per cubic yard 	  

Drains- 
5-inch vitrified pipe. per linear foot 	  

12-inch vitrified pipe, per linear foot 	  
10-inch vitrified pipe, per linear foot 	  
8 inch vitrified pipe. per linear foot 	  
6-inch vitrified pipe, per linear foot 	  
4- inch or 3-inch vitrified pipe, per linear foot 	 

16 -inch cast iron pipe, per linear foot 	  

12-inch cast iron pipe. per linear foot 	  
10-inch cast iron pipe, per linear foot 	  
8-inch cast iron pipe, per linear foot 	  
6-inch cast iron pipe. per linear foot 	  
4-inch cast iron pipe. per linear foot 	  

teel and Iron— 
Riveted steel. per ton of 2,000 pounds 	  
Steel beams, per ton of 2,000 pounds 	  
Cast steel, per ton of 2,000 pounds 	  
Cast iron. per ton of 2,000 pounds 	  

unnel ducts. 	  
ault lights, per square yard 	  
ratings, per square yard 	  
dire mesh (expanded metal), per square yard 	 
as pipe handrail, per linear foot 	  

Total 
	

$ 

• The bidder shall fill out only the items that will be embraced within his work and which he 
as taken into consideration as a part of his hid. 

t Includes all specials and fittings. 

Sewers .11ong Line' and Off Line. 

Along Line. 	 Off Line. 
..ewers. 	 r— 	_A__ 	 

Lin. Ft. 	Price. 	Amount. 	Lin. Ft. 	Price. 	Amount. 

-inch cast-iron pipe 	  
-inch cast-iron pip- 
inch cast-iron pipe 	  

'inch cast-iron pipe 	  

inch cast- iron pip.: 	  
inch cast-iron pipe 	  

-inch cast-iron pipe 	  
-inch cast-iron pipe 	  

inch cast-iron pip,. 	  
-inch cast-in n pipe 	  

-inch cast•iron pipe 	  
-inch cast-iron pip^ 

- inch cast -iron pipe 	  
-inch cast-iron pipe 	  

-inch vitrified pipe 	  
-inch vitrified pipe 	  
-inch vitrified pipe 	  
-inch vitrified pipe 	  

inch vitrified pipe 	  
-inch vitrified pipe 	  

'g-shaped Prick or Concrete- 
3 feet by 2 feet 	  
3 feat 6 inches by 2 feet 4 inches.  
4 feet by 2 feet 8 inches 
4 feet by 3 feet 	  

4 feet 3 inches by 2 feet 10 ;oche: 

4 feet 6 inches by 3 feet 	 
.4 feet 9 inches by 3 feet 2 inches 

eular- - 
3 	feet 0 iii,- ht.,. 	  

4 feet 	  
4 feet 3 inches 

4 feet 6 inches 
4 feet 9 inches 
5 feet 	  

_Maintenance of Water Pipe, Gas Pipe and Other Subsurface and Surface Structures- 
( Includes Furnishing of New Material Wherever Necessary.) 

Water Pipe. 	 Gas Pipe. 
-A 	

 Lin. Ft. 	Price. 	Amount. 	Lin. Ft. 	Price. 	Amount. 

3-inch water or gas 
	

$ 
	

$ 
	

$ 
4-inch water or gas 	  
6-inch water or gas 	  
8-inch water or gas 	  

10 inch water or gas 	  
12-inch high-pressure water 	 
16-inch water or gas 	  
16-inch high-pressure water. 	 
18-inch water or gas 	  
20-inch water or gas 	  
20 inch high-pressure water. 	 
24 inch water or gas 	  
30 inch water or gas 	  
36-inch water or gas 	  
48-inch water 	  

Total 
	

S 

Quantity. 	Price. 	Amount. 

Ducts, other than tunnel ducts, per duct foot 
	

S 
Street railway track (single track), per linear foot 	 
Elevated railway columns, each 	  

Total 
	

S 

Stations. 

Classified Items. 	 Quantity. 	Price. 	Amount. 

Tile— 
Straight tile, per square foot 	  
Curved tile, per square foot 	  
Ceramic tile, per square foot 	  
Ceramic tile (special pieces), each 	  

(Scratch coat to be included in the above items.) 

Marble— 
Platform wainscot, per square foot 	  
Lintels, Type " A," each 	  
Lintels, Type " B," each 	  
Lintels, toilet, each 	  
Lintels, special, each 	  

Plumbing— 
Rough plumbing, complete, including sewer arid water 

	

connections, traps, meters, tanks, valves, etc 	, 
per station 	  

Back pressure valves, check and gate, each 	 
Toilet fixtures, complete, each 	  
Marble or glass in toilets, including wainscot, parti-

tions, shelves, floor slabs and trim, per square foot 
Toilet fittings, complete, including doors, hardware, 

supports for partitions, etc., per station 	 
Catch basins, including traps, pipes and sewer con- 

nections for same, each 	  
Fire service connections, including necessary pipe and 

valves, each 	  
Wall drains, complete, each 	  

Plastering— 
Flat suspended ceiling, complete, per square yard 	 
Arched suspended ceiling, complete, per square yard 	 
First, second and finish coats on brick or tile, per 

square yard ..... 	  
Second and finish coats on concrete, per square yard 	 

	

Portland cement finish on concrete, per square yard 	 
Wire lath and steel furring, exclusive of plaster, per 

square yard 	  

W oo dwork- 
Ticket booths, Type "A," each 	  
Ticket booths, Type "B," each 	  
Ticket booths, Type "C," each 	  
Ticket broths. Type "D," each 	  
Ticket booths, Type "F," each 	  
Ticket booths, special, each 	  

News stands, each 	  
Fixtures for masonry booths, each 	  
Fixtures for news stands, each 	  
(The above items to include all shelves, grilles, hardware, 

glass, etc., necessary to complete the booths.) 
Doors, Type "A," including hardware, each 	  
Doors, Type "B," including hardware, each 	  



Drains- 
12-inch vitrified pipe, 
10-inch vitrified pipe, 
8-inch vitrified ppe, 
6-inch vitrified Pipe, 
4-inch vitrified pipe, 

per linear. foot 	  
per 'inear foot 	  
per linear foot 	  
per lineal foot 	  
per linear foot 	  

DAMAGED PAGE(S) 

18626 	 THE CITY RECORD. 	 FRIDAY, DECEMBER 3, 1909. 

Classified Items. 

Doors, Type "C." including hardware, each 	  
Doors, Type "D," including hardware, each 	  
Doors, Type "E," including hardware, each 	  
Doors, special, including hardware, each 	  
Trim and doors for panel and switchboards, each 	 

Concrete Stairs— 
Self-supporting stairways, including safety treads, per 

linear foot tread 	  
Supported stairways, including safety treads, per linear 

foot tread 	  
Self-supporting landings, including safety treads, per 

square foot 	  
Supported landings, including safety treads, per 

square foot 	  
Reinfirced concrete columns, per linear foot 	 
Reinforced concrete street landings, per cubic foot 	 
Cement finish on street landings, including safety 

treads. per square foot 	  
Cement stairway strings, per linear foot 	  
Reinforced concrete curbs, including cement finish, 

per cubic yard 	  
Cement face on sides of stairways, per linear foot 	 

Floors— 
Concrete floor finish, per square foot 	  
Concrete floor foundation, per cubic yard 	 
Sanitary cove, per linear foot 	  
Cement base, including sanitary cove, per iinear foot 	 
Pipe troughs, including covers and frame, per linear 

foot 	  
Clean cut manholes, including covers and frames, 

each 	  

Water Pipe. 	 Gas Pipe. 
	 A 	  

Lin. Ft. 	Price. 	Amount. 	Lin. Ft. 	Price. 	Amount 

6-inch water or gas 	  
8-inch water or gas 	  

10-inch water or gas 	  
12-inch high-pressure water. 	 
16 inch water or gas 	  
16-inch high-pressure water 	 
18-inch water or gas 	  
20-inch water or gas 	  
20-inch high-pressure water 	 
24-inch water or gas 	  
30-inch water or gas 	  
36-inch water or gas 	  
48-inch water 	  

Total 	  

SUMMARY. 
Total for excavation, etc 	  
Total for water pipe, gas pipe and other surface and subsurface structures 	 

Amount of bid 

4. If this proposal is accepted, the undersigned will within ten days after de-
livery of notice, execute and deliver the contract with the City in the form aforesaid 
and at the same time will deliver to the Comptroller of The City of New York 
pursuant to the terms of the said contract a bond in the penalty of two hundred 
thousand do'lars ($200,000) in the form hereto annexed with the following named 
sureties, viz.:* 

Quantity. 	Price. 	Amount. 

Mason Work— 
Face brick. per square foot 	  
Common brick and hollow tile, per cubic foot 	 
Vent flues. per linear foot 	  
Fireproof ceiling, per square foot 	  

Railings— 
Straight level railing, including posts, per linear foot. 
Curved level railing, including posts, per linear foot. 
Bevel railing or grille, including posts, per square foot 
IIigh sliding gates, complete, each 	  
T.ow sliding gates, complete, each 	  
Bostwick gates, complete, each 	  
Wood hand rail. including brackets, per linear foot. 
Street railings r.t stairwells, each 	  
Street railings, including hoods at stairwells, each. 

Escalators— 
Escalators, complete, each 	  

Electric Work— 
Light outlet and pull boxes, each 	  
Treater boxes, e-e-h 
Switchboard boxes, each 	  
Panel board boxes, each 	  

(Above items to include all necessary conduit work.) 

Painting— 
Station painting, complete, per station 	  

Total 	  

SUMMARY. 
Total for excavation, etc 	  
Total for sewers along line and off line 	  
Total for water pipe, gas pipe and other subsurface and surface structures 
Total for ducts, street railway track and elevated railway columns 	 
Total for station 	  

Amount of bid 	  

PIPE GALLERY CONSTRUCTION. 

Estimate or Schedule of Quantities and Unit Prices for Pipe Galleries.* 

Classified Items. 	 Quantity. 	Price. 	Amount. 

Eart:t excavation, per cubic yard 	  
Rock excavation, per cubic yard 	  
Concrete excavation, per cubic yard 	  

Waterproofing--- 
With treated fabric, 2-ply, per cubic yard 	 
With treated fabric, 3-ply, per cubic yard 	 
With treated fabric, 4-ply, per cubic yard 	 

Steel— 
Beams, per ton 	  
Rods, per ton 	  
Cast steel, per ton 	  
Cast iron, per ton 	  

Ducts, per linear duct foot 	  
Street surface restored, per square yard 	  
Park surface restored, per square yard 	  
4  ;ratings, per square yard 	  
Trolley rail or track. per square yard 	  

The bidder shall fill out only the items that will he embraced within his work and which he 
bas taken into consideration as a part of his hid. 

PIPE GALLERIES. 

Maintenance of Water Pipe, Gas Pipe and Other Subsurface and Surface Structures. 
(Includes Furnishing of New Material Wherever Necessary.) 

Water Pipe. 	 Gas Pipe. 

Lin. Ft. 	Price. 	Amount. 	Lin. Ft. 	Price. 	Amount. 

3-inch water or gas 	  
4-inch water or gas 	  

* The bidder may, under section 34-c of the Rapid Transit Act, deposit cash or securities, with 
the approval of the Commission, in lieu of a bond; and the bidder, if desirous of so doing, may so 
state here, and strike out the words in italics. 

5. The Commission may cause any notice intended for the undersigned to b. 
delivered at room No. 	on the 	floor of the building No. 	 in 
the Borough of 	in The City of New York. Such delivery shall be sufficient 
notice to the undersigned. 

6. At the time of delivering this proposal to the Commission the undersigned will 
separately deliver a certified check payable to the order of the Comptroller of The 
City of New York for the sum of fifteen thousand dollars ($15,000). If the Com-
mission shall notify the undersigned that this Contractor's proposal is accepted and 
that the proposed contract is approved by the Board of Estimate and Apportionment, 
then if the undersigned shall fail within ten days thereafter or within such longer 
period as may be prescribed by the Commission to make the deposit in cash or 
securities as aforesaid; or to procure the above described bond to be duly executed 
and delivered; or if the undersigned shall fail to procure the contract to be duly 
executed and delivered as aforesaid, then the invitation to contractors and this Con-
tractor's proposal shall constitute a contract binding the undersigned to pay to the 
City the damages by it sustained by reason of such failure of the undersigned, as pro-
vided in said invitation to contractors. And the undersigned hereby assigns to the 
City the said sum so specially deposited by the delivery of such certified check, subject 
only to the condition that if this proposal shall not be accepted, or, if it shall be 
accepted and the undersigned shall within ten days after notice as aforesaid or any 
longer period prescribed by the Commission, execute the said contract and make the 
said deposit in cash or securities or procure the said bond to he duly executed and de-
livered, then the amount of the said check so specially deposited shall be returned to the 
undersigned. 

7. A notice of acceptance of this proposal by the Commission addressed to the 
undersigned as aforesaid shall forthwith, at the option of the Commission, operate as 
against the undersigned as a complete making of a contract according to the form 
thereof as aforesaid, with the blanks therein contained filled in according to this 
proposal. 

8. There are no persons interested with the undersigned in this proposal, except* 

*Here insert the names and addresses of all persons interested with the bidder. If there are no 
such persons strike out the word "except!' 

9. This proposal is made without any connection with any other person making 
f' proposal or bid for the same purpose, and is in all respects fair and without collusion 
or fraud. No member of the Board of Aldermen, head of department, chief of bureau, 
deputy thereof or clerk therein, or other officer of The City of New York, or any 
member or employee of the Public Service Commission for the First District is in-
terested directly or indirectly. as contracting party. partner, stockholder. or otherwise 
in, or in the performance of, the contract, or in the supplies, work or business to 
which it relates, or in any portion of the profits thereof. 

Dated the 	 , 1908. 

Affidavit of Verification. 

State of New York, City and County of New York, ss.: 

being duly sworn, says : I am* 

* If the bidder is an individual, do not fill this blank; if the bidder is a firm, here say, 
member of the firm of 	 "; if a corporation. say "the (President or other 
officer duly authorized) of the 

the proposing Contractor above named. I haNC-eonirl ancl .y"the foregoing proposal. The 
same is m all respects true. 

Sworn to before me thisday of 	 , 1908. 

Schedule of Securities. 
Note—If the bidder desires not to give a bond, but to deposit securities in lieu 

thereof, a description of the securities to be deposited for that purpose must be in-
serted below. 

All securities when delivered must be payable to, or run in favor of. or be trans-
ferred to, the Comptroller of The City of New York. 

The following resolution was offered: 
Resolved, That, pursuant to the provisions of section -37 of the Rapid Transit Act 

(chapter 4 of the Laws of 1891, as amended), the provisions of section 45 of the 
Greater New York Charter, and the requisition of the Public Service Comntission for 
the First District, duly made by said Commission on May 26, 1908, the Board of 
Estimate and Apportionment hereby consents to the proposed contract to he entered 
into between William Bradley and The City of New York, acting by the Public Service 
Commission for the First District, for the following purposes: 
For the construction in the Borough of Brooklyn of a four-track under- 

ground railroad or subway, the centre line of which shall begin at a 
point on Ashland place about five (5) feet east of the west line 
thereof and about forty (40) feet south of the south line of Fulton 
street; thence curving southeasterly tinder Ashland place to a point 
about six and one-half (6%) feet west of the centre line thereof and 
about one hundred and sixty-five (165) feet north of the north line 
of Lafayette avenue ; thence southerly under Ashland place and par-
allel with the centre line thereof to a point about forty (40) feet 
south of the north line of Hanson place thence curving southwest-
erly under Flatbush avenue, passing under the present rapid tran-
sit railroad in Flatbush avenue, and tinder Fourth avenue to a point 
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about twenty-two (22) feet east of the centre line of Fourth avenue, 
and about ninety (90) feet north of the centre line of Pacific street : 
thence continuing under Fourth avenue to a point about twelve 
(12) feet west of the centre line thereof and about one hundred 
and eleven (111 1 fk.ct north of the centre line of Bergen strtet 
thence eurvi ng southerly under Fourth avenue to a point on the 
centre line thereof at the north line of St. Marks place ; thence south-
erly along the centre line of Fourth avenue to a point about sixty 
(60) feet north of the north building line of Sackett street 	 $3,392,091 50 

'or the construction of pipe galleries in connection with the said rail- 
road, for the sum of 	208,135 00 

Total 	  $3,600,22(1 50 

--and be it further 
Resolved, That the Board of Estimate and Apportionment prescribes that the 

imit to the :inlount of Corporate Stock available for the said purposes shall he three 
rillion three hundred and ninety-two thousand and ninety-one dollars and fifty cents 
$3,392,091.50) for railroad construction, and two hundred and eight thousand one 
undred and thirty-tire dollars ($208,135) for pipe gallery construction; and be it 
orther 

Resolved, That the Comptroller be and lie is hereby authorized and directed to 
stte. Corporate Stock of The City of New York to the amount of five hundred thou-
and dollars t$500.000 for railroad construction. ana thirty thousand dollars ($30,000) 
nr pipe gallery construction, at such rate of interest as the Board of Commissioners 

the Sinking Fund shall prescribe for the purposes mentioned in the communication 
f the Public Service Commission for the First District to this Board under date of 
lay 26, 1908. 

Which was adopted by the following vote: 
Affirmative—The Mayor, the Comptroller. the President of the Board of Alder-

kit, the Presidents of the Boroughs of Brooklyn, The Bronx, Queens and Richmond 
nd the Acting President of the Borough of Manhattan-16. 

Contract Awarded. 	Corporate Stock Requested. 
,.._.__ A._.__, 

For 	For Pipe 	For 	For Pipe 
Railroad 	Gallery 	Railroad 	Gallery 

Construction. Construction. Construction. Construction. 

. 4—Section 1I-A-2—Under Fourth 
venue, from Sackett street to Tenth 

-treet—E. E. Smith Contracting Corn- 
pany, cont ractor 

	
$2.283,553 30 	$206,672 00 	$500,000 00 	$30,000 00 

PUBLIC SERVICE COM M IS SloN FOR THE FIRST DISTRICE,1 
TRIBUNE BUILDING. No. 154 NASSAU STREET. 

NEW YORK, May 26, 1908. ) 

*o the Board ‘)]. Estimate and Apportionment of The City of New York: 

Sills—The Public Service Commission for the First District now transmits to you 
r your consent as required by law a proposed contract for the construe-

, in of Section 11-A-2 of the proposed Fourth Avenue Rapid Transit Rail-
,ad in the Borough of Brooklyn, which section extends under Fourth Avenue from 
ackett street to Tenth street, and also for the construction of the pipe galleries 
nhraced within such section. The form of the proposed contract is for construction 
one, in accordance with the resolution adopted by your Board on the 4th day of 
Inc. 19(17. 

The route, of which the portion of the railroad to be constructed under this con-
act form a part, was adopted by the former Rapid Transit Board on the 1st day of 
Inc. 1905, and was thereafter consented to by the local authorities and by the 
ppellate Division of the Supreme Court in the Second Judicial Department. The 
ublic Service Commission for the First District pursuant to law prepared detailed 
ails and specifications for the construction of such Rapid Transit Railways and 
eluded in said plans provisions for galleries, ways, subways or tunnels, for gas or 
ziter pipes, electric wires and other subsurface structures and conductors proper to 

placed underground ( hereinafter in this communication referred to as pipe galleries) 
xi determined to make a separate contract for the construction of a part of the said 
one under Fourth avenue from Sackett street to Tenth street. The form of the 
id contract as duly adopted by the Commission was submitted to the Corporation 
ainsel, and the Commission was advised by hint in a communication dated March 
I, 1908, that it is correct in form, and such contract was approved by your Honorable 
(lard on the 27th day of March, 1908. 

Thereafter the Commission duly advertised for proposals by notices printed twice 
week for three successive weeks in four of the daily newspapers published in the 
ty of New York and also continuously from day to day in the City Record, which 
,tires stated that said proposals would be opened at the office of the Commission 

Friday, the 8th day of May, 1908, at 12:00 o'clock noon. At the said time and 
ace the proposals were publicly opened, and those received were as follows: 

Railroad 
For 

Gallery Con-
For Pipe 

struction. Construction. 

E. Smith Contracting Company 
	

$2,283,553 30 	$206,672 00 	$2,490,225 30 

i:lard Construction Company 
	

2,456,155 02 	280,383 00 	2,736,538 02 
Pearson & Son (Inc.)  

	
2,659,631 00 	258,790 00 	2,918,421 00 

.re Engineering and Contracting Company .. 	2,828,195 50 	308,877 50 	3,137,073 00 
illiam Bradley 

	
2,851,620 60 	325,805 00 	3,177,425 60 

ashington Contracting Company 
	

3,090,000 00 	215,000 00 	3,305,000 00 

An informal proposal was also received from Westinghouse, Church, Kerr & 
,mpany, which was based upon what is known as the master and servant type of 
ntract, and which differed so radically from the proposals requested by the invita-
in to contractors that the Commission was advised by its Counsel that such pro-
'al could not be considered. 

The Commission having duly considered the said proposals did, on the 22d day 
May, 1908, accept the proposal of the lowest bidder, the E. E. Smith Contracting 

,mpany, both for the railroad construction and the pipe galleries, and accordingly 
iarded the contract for the construction of the same to the said E. E. Smith Con-
icting Company, subject to your consent, as required by law. A copy of said con-
ict as so adopted and awarded is herewith transmitted. 

The Commission is advised that the E. E. Smith Contracting Company has been 
gaged in important subway work in the City of Philadelphia and believes it corn-
tent to perform this work. 

The Commission therefore, pursuant to the provisions of Section 37 of the Rapid 
-ansit Act, being chapter 4 of the Laws of 1891, as amended, and pursuant also to 
e provisions of Section 45 of the Greater New York Charter, requests you to consent 
the said contract and to prescribe a limit to the amount of bonds available for the 
rposes of the said contract, and requests you to direct the comptroller to issue bonds 
the City of New York for the purpose of providing the necessary means for the 

nstruction of the railroad and the pipe galleries, and the Commission does hereby 
Ike request for the authorization of corporate stock to the amount of five hundred 

thousand dollars ($500,000) for railroad construction and thirty thousand ($30,000) 
for pipe gallery construction, those being the amounts which the Commission deems 

present 
i now necessary ectne  eisisary for the said contract and the progress of the work to require at the 

In witness whereof, the Public Service Commission for the First District has 
caused these presents to be signed by its Chairman and its official seal to be hereunto 
affixed and attested by its Secretary, this 26th day of May, 1908. 

PUBLIC SERVICE COMMISSION FOR THE FIRST DISTRICT, 
[ SEAL.] 	 By W. R. WILLCOX, Chairman. 

Attest: 
TRAVIS H. WHITNEY, Secretary. 

Whereas, The Commission did, on the 22nd day of May, 1908, subject to the con-
sent of the Board of Estimate and Apportionment of The City of New York being 
obtained, accept the proposal of E. E. Smith Constructing Company for the construc-
tion of that portion of the proposed rapid transit railroad in Fourth avenue and other 
streets in the Borough of Brooklyn, known as Section 11-A-2, which extends under 
Fourth avenue from Sackett street to Tenth street, for the sum of two million two 
hundred eighty-three thousand five hundred fifty-three dollars and thirty cents ($2,283,-
553.30) and did also accept the proposal of the said E. E. Smith Contracting Com-
pany for the construction of pipe galleries embraced within the said section, for the 
sum of two hundred six thousand six hundred seventy-two dollars ($206,672) ; now 
therefore be it 

Resolved, That the Chairman and Secretary be and they are hereby authorized 
and directed to request the Board of Estimate and Apportionment of the City of 
New York to consent to the said contract and to prescribe a limit to the amount of 
bonds available for the purposes of the said contract, and to request said Board of 
Estimate and Apportionment of The City of New York to direct the Comptroller to 
issue bonds of -The City of New York for the purpose of providing the necessary 
means for the construction of the railroad and the pipe galleries, and to make request 
on the Board of Estimate and Apportionment of The City of New York for the 
authorization of corporate stock to the amount of five hundred thousand dollars 
($500,000) for railroad construction and thirty thousand dollars ($30,000) for pipe 
gallery construction, those being the amounts which the Commission deems now neces-
sary for the said contract and the progress of the work to require at the present time. 
State of New York, County of New York, ss.: 

I, Travis H. Whitney, Secretary of the Public Service Commission for the First 
District, do hereby certify that 1 have compared the above with the original adopted 
by said Commission on 	 1909, and that it is a correct transcript there- 
from and of the whole of the original. 

In testimony whereof, I have hereunto subscribed my hand and affixed the seal 
of the Commission this 26th day of May, 1908. 

	

[sEAL.] 	 TRAVIS H. WHITNEY, Secretary. 

PUBLIC SERVICE COM MISSION FOR THE FIRST DISTRICT. 

Invitation to Contractors, Form of Contract, Bond, Schedule and Contractor's Proposal 
for Construction of a Part of the Proposed Fourth Avenue Route, Broo/elyn 
(Sackett Street to Tenth Street). 

INVI1 ATION TO CONTRACTORS. 

(Fourth Avenue, Sackett Street to Tenth Street.) 
The City of New York, acting by the Public Service Commission for the First Dis 

trict, by this advertisement invites proposals to construct that part of the proposed 
Fourth Avenue Subway between points on Fourth avenue 60 feet north of the north 
line of Sackett street and 10 feet north of the north line of Tenth street. 

The general plan of construction calls for a four-track subsurface railroad, but the 
Contractor will not be required under the contract proposed to provide or lay tracks, 
ies or ballast. Two stations, one between Union street and President street, and one 
between Eighth street and Ninth street. will be constructed, and suitable crossovers, 
turnouts and sidings are also to be provided, all as indicated on the detailed plans of con-
struction. The tunnels are to have a height of not less than thirteen (13) feet in the 
clear, and a maximum width of fifteen (15) feet for each track, except at curves, etc., 
where the width. may be increased. The roof of the tunnels is generally to be as near 
the surface of the street as street conditions and grades will permit. The roof and sides 
of the tunnels will be of iron or steel and masonry. Entrances to the stations are in-
tended to be placed within private property, rights in which will be acquired for the 
purpose, or on the streets, or on the sidewalks adjacent to private property, as indicated 
on the plans. 

The manner of construction shall be by excavation under cover, unless otherwise 
provided in the contract or directed by the Commission. 

In the detailed plans for construction, provisions for pipe galleries along the line 
of the tunnel are included. Bids for the construction of the railroad must be accom-
panied by a separate bid for the construction of the pipe galleries above referred to, as 
It is essential for the City to separate the cost of the railroad from the cost of the pipe 
galleries. The Commission reserves the right to accept a bid for construction of the 
railroad and at the same time to reject the accompanying bid for pipe galleries. 

Bidders must visit the location of the  railroad and stations to be built under this 
contract and note the present conditions along the line of the proposed railroad. 

A fuller description of the work to be done is set forth, and other requirements, 
provisions, details and specifications are stated in the printed form of contract now on 
file in the office of the Commission. No. 154 Nassau street, in the Borough of Manhat-
tan, and in the detailed drawings therein referred to, at which office copies of the con-
tract and of the form of bond and contractor's proposal may be had on application. 
The contract drawings may be inspected at the same office. The printed form of con-
tract and the detailed drawings are to be deemed a part of this invitation. 

Partial payments to the Contractor will be made monthly as the work proceeds, as 
provided in the form of contract. 

The work of construction (including pipe galleries) is to be completed as soon as 
practicable, and within twenty-four months from the date of delivery of the contract. 

Sealed bids of proposals will be received at the said office of the Commission, at 
No. 154 Nassau street, in the Borough of Manhattan, The City of New York, until 

	

day, the 	day of 	, 1908, at 12 o'clock noon, at which time or at a later date 
to be fixed by the Commission the proposals will be publicly opened. 

Proposals must be in the form prescribed by the Commission, copies of which may 
be obtained at the office of the Commission. 

The proposal must contain a statement, in the form prescribed, of the quantities 
and unit values upon which the bid is based. Such statement shall be merely for the 
information of the Commission to enable it to determine upon what basis the pro-
posal is made and for no other purpose whatsoever, and the Commission shall not be 
bound in any way to make payments or value work done, upon the basis of such quan-
tities and unit value contained in such statement. 

No proposal will be allowed to be withdrawn for any reason whatever after it shall 
have been deposited with the Commission. 

The award of the contract or contracts (if awarded) will be made by the Com- 
mission within twenty days after the opening of the proposals. The bidder whose pro-
posal shall be accepted shall in person or by duly authorized representative attend at 
the said office of the Commission within ten days after the delivery of a notice by the 
Commission that his proposal is accepted and that the contract is approved by the 
Board of Estimate and Apportionment ; and such bidder shall then deliver a contract 
in the form referred to, duly executed and with its execution duly proved. 

At the time of the delivery of the contract. the Contractor will be required to fur- 
nish security to the City by giving a bond in the penalty of one hundred and fifty thou-
sand dollars. At the option of the successful bidder cash or approved securities may be 
deposited instead of giving a bond. If securities are deposited in place of a bond 
under this contract, they must be of the character of securities in which savings banks 
may invest their functs and must be approved by the Commission. The Contractor's 
bond must be in the form annexed to the form of contract. 

In addition:  and as further security to the City, ten per cent. of each amount 
certified from time to time to be due to the contractor will be retained until the work 
is fully completed. 

Bidders whose proposals are otherwise satisfactory to the Commission may, in 
case the sureties or securities named by them are not approved by the Commission, sub- 

Contract. 

of Bidder. Total. 
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stitute in their proposals the names of new sureties or a different schedule of securities 
approved by the Commission ; but such substitution must be made within five days after 
notice of disapproval by the Commission, unless this period is extended by the Com-
mission. 

In case of failure or neglect to execute and deliver the contract or to make the 
required deposit or to execute and deliver the required bond, such bidder will, at the 
option of the Commission, be deemed either to have made the contract or to have 
abandoned the contract. In the latter case the Commission will give notice thereof to 
the defaulting bidder. And the Commission may thereupon proceed to make another 
contract with such, if any, of the original bidders, as, in the opinion of the Commis-
sion, it will be to the best interest of the City to contract with, or may by new ad-
vertisement invite further proposals. The defaulting bidder shall thereupon be liable 
to the City for all loss and damage by it sustained, including the excess, if any, of 
the amount it shall pay any other contractor over the amount of the bid of such de-
faulting bidder. 

Every proposal must, when submitted, be enclosed in a sealed envelope endorsed 
"Proposal for Constructing Rapid Transit Railroad (Fourth Avenue, Sackett Street to 
Tenth Street 1" and must be delivered to the Commission or to its Secretary ; and in the 
presence of the person offering the proposal it will be deposited in a sealed box in 
which all proposals will be deposited. No proposal will be sealed or deposited unless 
accompanied by a certified check drawn upon a National or State bank or trust com-
pany within The City of New York and satisfactory to the Commission, payable to the 
order of the Comptroller of The City of New York, for the sum of twelve thousand 
live hundred dollars. 

If the Commission shall give notice to any bidder that his or its proposal is ac-
cepted and that the contract is approved by the Board of Estimate and Apportionment, 
and if the bidder shall fail within ten days thereafter or within such further period, if 
ally, as may he prescribed by the Commission, to execute and deliver the contract and 
to execute and deliver the bond with sureties, or make a deposit in cash or securities, 
then this invitation to Contractors and proposal accepted as aforesaid shall be a con-
tract binding the bidder to pay to the City the damages by it sustained by reason of 
such failure ; and in such case the bidder shall, by the terms of the proposal, absolutely 
assign to the City the ownership of the check accompanying his or its proposal as a 
payment on account of such damages. 

All such deposits made by bidders whose proposals shall not be accepted by the 
Commission will be returned to the person or persons making the same within five 
days after the contract shall he executed and delivered. The deposit of the successful 
bidder will be returned when the contract is executed and its provisions as to security 
are complied with. 

New York. 	 . 1908. 

THE PUBLIC SERVICE COMMISSION FOR THE FIRST DISTRICT, 
By WILLIAM R. Wn.t.cox, Chairman. 

TRAVIS H. WHITNEY, Secretary. 

PUBLIC SERVICE COMMISSION FOR THE FIRST DISTRICT. 

CONTRACT NO. 11-A-2. 

For the Construction of a Part of the Proposed Rapid Transit Railroad, Fourth Ave-
nue. Brooklyn (Sackett Street to Tenth Street). 

Approved as to form this day of 	, 1908. 
	 Corporation Counsel, City of New York. 

FOURTH AVENUE ROUTE. 

CONTRACT NO. 11-A-2. 

Agreement. made this 	day of 	 , 190 . between The City of New 
York, hereinafter called the City, acting by the Public Service Commission for the 
First District, hereinafter called the Commission, party of the first part, and E. E. 
Smith Contracting Company of 	 hereinafter called the Con- 
tractor, party of the second part. 

Whereas, The Commission in behalf of the City by due advertisement, pursuant 
to law, has invited contractors to submit to the Commission proposals for making this 
contract ; and 

Whereas, The Contractor has thereupon duly submitted to the Commission a pro-
posal which has been accepted ; and 

Whereas, The Board of Estimate and Apportionment of The City of New York 
has consented to this contract ; 

Now, therefore, in consideration of the mutual stipulations and covenants herein-
after contained, and under the authority of chapter 4 of the Laws of 1891, entitled 
"An Act to provide for Rapid Transit Railroads in Cities of Over One Million In- 
habitants," and of the various acts amending the same, and of chapter 429 of the 
Laws of 1907, abolishing the Board of Rapid Transit Railroad Commissioners for 
The City of New York and devolving the powers and duties of the said Board upon 
the Commission, the parties hereby do, the City for itself and its successors and the 
Contractor for itself, his successors and assigns, agree each with the other as fol-
lows: 

1.—GENERAL PROVISIONS AND DEFINITIONS. 

Outline of Contract. 
The Contractor agrees to construct the part, hereinafter described, of a rapid 

transit railway. with its appurtenances (including pipe galleries). The City agrees 
to pay to the Contractor the sums of money hereinafter mentioned at the times and 
in the manner and upon the terms and conditions hereinafter set forth. 

Brief Description of Works. 
The railroad to be constructed under this contract forms a part of a certain route 

adopted by the Board of Rapid Transit Railroad Commissioners for The City of 
New York on June 1, 19}5, and approved by the Board of Estimate and Apportionment 
of The City of New York on July 14, 1905, by the Mayor on July 28, 1905, and con-
sented to by the Appellate Division of the Supreme Court in the Second Judicial 
Department by an order entered on the 18th day of June, 1906. 

The part to be constructed under this contract is described as follows, vz.: 
A four track underground railroad or subway ,the centre line of which will begin 

at a point on the centre line of Fourth avenue 60 feet north of the north line of 
Sackett street, and running thence southerly along and under the centre line of Fourth 
avenue to a point 10 feet north of the north line of Tenth street. 

The precise location of the tracks and the d'mensions and other characteristics of 
the railroad are more fully stated in the specifications forming a part of this con-
tract and in the detailed drawings and plans hereinafter mentioned. Two stations 
are to be constructed under this contract as a part of the railroad, one between Union 
street and President street and one between Eighth street and Ninth street. The pipe gal-
leries which are to be constructed as an independent item of the work, are also de-
scribed in the said specifications, drawings and plans. 

Statutes Incorporated Herein. 
This contract is made pursuant to the Rapid Transit Act, which is to be deemed 

a part hereof as if it were incorporated herein. 

Marginal Notes, etc. 
Titles, headings and marginal notes are printed hereon merely for convenience 

and shall not be deemed to be any part of this contract for any purpose whatever. 

Definitions of Words. 
The following words and. expressions used in this contract shall, except where 

by the context it is clear that another meaning is intended, be construed as follows : 

"City." 
1. The word "City" to mean The City of New York, and any other corporation or 

division of government to which the ownership, rights, powers and privileges of The 
City of New York under the Rapid Transit Act shall hereafter come, belong or 
appertain.  

"Commission." 
2. The word "Commission" to mean the Public Service Commission for the Firs 

District. and any other board, body, commission, official or officials to which or 
whom the powers now belonging to the said Commission in respect to the ]scat on 
construction, equipment and operation of rapid transit railroads under the provision• 
of the Rapid Transit Act shall. by virtue of any act or acts, hereafter pass or bc Itch 
to appertain. 

"Contractor." 
3. The word "Contractor" to mean the party of the second part to this contract 

and its successors and assigns and any and every person or corporation who or wind 
shall at any time be liable in the place or for the party of the second part to perforn 
any obligations under this contract assumed by the said party of the second part. Fo 
convenience the Contractor is hereinafter referred to as if the Contractor were al 
individual. The word "he" shall, as the sense may require, include "it," "she" an( 
"they"; the word "him" shall include "her," "it" and "them," and the word "his" sled 
include "its." "her" and "their." 

"Comptroller." 
4. The word "Comptroller" to mean the Comptroller of The City of New York 

and the officer or hoard to whom or to which his powers now existing mule:-  the 
Rapid Transit Act shall come to appertain. 

"Engineer." 
5. The word "Engineer" to mean the present Chief Engineer of the Commissiot 

or his duly authorized representative and any successor or successors duly appo'nte( 
or any deputy or substitute for him who shall he appointed by the Commission 4>• 

by its authority. 
"Rapid Transit Act." 

6. The words "Rapid Transit Act" to mean chapter 4 of the Laws of 1891 a! 
amended by chapters 102 and 556 of the Laws of 1892, chapters 528 and 752 of the 
Laws of 1894, chapter 519 of the Laws of 1895, chapter 729 of the Laws of 1896. chap 
ter 616 of the Laws of 1900, chapter 587 of the Laws of 1901, chapters 533, 542, 544 an 
.784 of the Laws of 1902, chapters 562 and 564 of the Laws of 1904, chapters 599 am 
631 of the Laws of 1905, chapters 472, 606 and 607 of the Laws of 1906 and chaptel 
429 of the Laws of 1907, or as heretofore otherwise amended. 

"Railroad." 
7. The word "railroad" to mean the part which the Contractor agrees by thi, 

contract to build, together with the station belonging to or to be used in conjunction 
therewith, and all appurtenances thereto which are to he constructed or provided It\ 
the Contractor. 

"Pipe Galleries." 
8. The words "pipe galleries" to mean all galleries, ways, subways or tunnel. 

for gas or water pipes, electric wires and other subsurface structures and conductor 
which the Contractor agrees by this contract to build as a separate undertaking iron 
the railroad. 

"The Works." 
9. The words "the works" to mean all of the matters and things herein agree( 

to he furnished or done by or on the part of the Contractor. 

"New York." 
10. The words "New York" to mean The City of New York acording to its 

boundaries at the date of this contract 

"Daily Newspaper." 
11. The words "daily newspaper" to mean any paper regularly published in The 

City of New York on every day or every day except Sundays and holidays. 

"Notice." 
12. The word "notice" to mean a written notice. The word "direction" to mewl 

a written direction. 

Legal Address of Contractor. Address May Be Changed. Service Upon Contractor 
Personally. 

The address given in the bid or proposal upon which this contract is founded, i5 
hereby designated as the place where all notices, directions and other communications 
to the Contractor shall be certified, mailed or delivered. The delivering at the above-
named place or depositing in a postpaid wrapper directed to the above place, in atn 
post office box regularly maintained by the Post Office Department, of any notice 
letter or other communication to the Contractor, shall be deemed sufficient servict 
thereof upon the Contractor. Such address may be changed at any time by an instru-
ment in writing executed and acknowledged by the Contractor and delivered to the 
Commission. Nothing herein contained shall be deemed to preclude or render inop-
erative the service of any notice, direction or other communication upon the Con-
tractor personally. 

Contractor Responsible for Acts of Subcontractor's Employees. 
If the Contractor shall cause any part of this contract to be performed by a sub-

contractor, the provisions of this contract shall 'apply to such subcontractor and hip 
officers, agents and employees in all respects, as if he and they were employees of 
the Contractor, and the Contractor shall not be in any manner thereby discharge(' 
from his obligations and liabilities hereunder, but shall be liable hereunder for al: 
acts and negligence of the subcontractor, his officers, agents and employees, as it 
they were employees of the Contractor. The employees of the subcontractor shal.  
be  subject to the same provisions hereof as employees of the Contractor, and the 
work or materials furnished by the subcontractor shall be subject to the provisions 
hereof, as if furnished directly by the Contractor. 

Commission May Disapprove Subcontractors. 
The Contractor, before making any subcontract of the work, shall state in writing 

to the Commission the name of such subcontractor, the portion of the work which 
such subcontractor is to do or the materials which such subcontractor is to furnish 
the place of business of such subcontractor and such other information as the Com-
mission may require. The Commission shall have the right to require the Con-
tractor not to award any subdontract to a person, firm or corporation disapproved of 
by the Commission. 

11.—WORK To BE DONE, PRICE, ETC. 

Work To Be Done. 
The Contractor shall at his own cost and expense, and in strict conformity with 

the specifications, hereinafter contained and called the specifications, and also in strict 
conformity with the plans which are made a part hereof and with all the provisions 
of this contract, whether included in the specifications or not, furnish all the materials 
and labor necessary and proper for the purpose, and, in a good, substantial and work-
manlike manner, construct and provide the railroad, including therein the stations, side-
tracks, switches, crossovers, and all other appurtenances as hereinafter specified, but 
this contract does not require the Contractor to provide or lay tracks, ties or ballast. 

Construction Includes Sewer and Other Incidentals. 
In order to construct the railroad it will be necessary to take up and relay the 

pavement or other surface material, to protect and support during construction all 
buildings and other structures, including their foundations, and all elevated and surface 
railroads, watermains, gas pipes, electric subways, poles and wires, pneumatic tubes. 
steam pipes, vaults and other surface, subsurface and overhead structures, together 
with their necessary connections, as the same may be met with along the route ; to 
build sewers both along the route and other streets to make or remake the necessary 
manholes, catch basins and other sewer connections therewith ; to move, alter, read-
just or rebuild watermains, gas pipes, electric subways, pneumatic tubes, steam pipes, 
vaults and other subsurface structures, together with their necessary connections ; and 
to do all such additional and incidental work as may be necessary for the completion 
of the railroad and the reconstruction and restoration of the street pavements or other 
surfaces adjacent to the route of the railroad and which may have been directly or 
indirectly disturbed or injured by the Contractor in the progress of the work of con- 
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struction, to as useful and good a condition as existed before construction shall have 
been begun. All such work of 
necessary, of all buildings of w hatsoever nature, monuments, elevated railroads and 

every description including under-pinning wherever 

surface railroads affected by or interfered with (hiring the construction of the rail-
road, is part of the work which is included in this contracl and which the Contractor 
agrees to perform, 

Price for Railroad Construction. 
The City shall pap, and the Contractor shall receive for the construction of the 

railroad. including the incidental work above mentioned, the sum of two million two 
hundred and eighty-three thousand five hundred and fifty-three dollars and thirty 
cents ($2.283.553.30) subject to modification as hereinafter provided and to the con-
ditions in this contract prescribed. 

Pipe Galleries To Be Constructed, 
The Commi sion has included in the detailed plans and specifications hereinafter 

mentioned, provisions for pipe galleries. The Contractor in addition to the work of 
construction of the railroad, shall also, at iris own cost and expense, and in strict con-
formity with the said plans and specifications, and with all the provisions of this con-
tract, whether included in the specifications or not, furnish all the material and labor 
necessary and proper for the purpose, and in a good, substantial and yvorkmanlike 
manner construct and provide the pipe galleries with all appurtenances thereof along 
such of the above sections as is or are included in this contract. 

Price for Piffle Galleries. 
The City shall pay and the Contractor shall receive for the construction of the 

pipe galleries (in addition to the above payment for the construction of the railroad) 
the sum of two hundred and six thousand six hundred and seventy-two dollars 
($206,672 ) subject to modificatio.i as hereinafter provided and to the conditions in 
this contract prescribed. 

What is included in Pipe Gallery Construction. 
The construction Of the pipe galleries as herein specified shall include (1) the 

furnishing-  of all labor and materials necessary for and included in the construction of 
said pipe galleries and appurtenances ; 1 2> all excavation of earth and rock determined 
by the Engineer as necessary for the construction of the pipe galleries, outside of the 
side lines of excavation for the railroad. that would not otherwise he excavated; (3) 
the removal and relaying of all electric ducts or ways in existence at the time of 
executing this contract ( excepting the ducts of street railroads) that it may be neces-
sary to remove and relay. and the furnishing and laying of such additional ducts as 
are indicated on the plan:: and (4) the construction of such chambers and manholes 
as are necessary for the proper and convenient operation of the pipe galleries. 

The removal, reconstruction and replacement of all other pipes or subsurface 
structures shall he included in the construction of the railroad. 

Provisions of This Contract Appiy to Pipe Galleries. 
All the following provisions of this contract, except where by the context it is 

clear that another meaning is intended, shall be construed to apply to and include 
both the construction of the railroad and the construction of pipe galleries. 

Right of Commission to .-Implify Plans„ to Require Extra Work, etc. 
The Commission shall have the right, during the progress of the work, to amplify 

the plans, to add explanatory specifications and to furnish additional specifications and 
drawings. The Commission shall also have the right by notice to the Contractor to 
require additional work to be done or additional materials to be furnished, or both, 
or to require work or materials herein specified or provided for to be omitted ; pro-
vided, however, that the amount of work and materials called for by this contract 
shall not be so increased or diminished as substantially to alter the general character 
or extent of the work proposed. 

Payment for Extra Work, etc. 
If additional work or materials shall he so required, then the reasonable value 

thereof shall be additionally paid to the Contractor. If work or materials. herein 
specified or provided for shall be so required to be omitted, then a reasonable deduc-
tion shall be made in the manner hereinafter provided from the amount to he paid 
to the Contractor for construction. 

The location of the stations and the ventilating shafts or chambers, as stated in 
the specifications, or as indicated on the detailed plans, may in like manner be changed, 
or ventilating shafts or chambers may be added or omitted at any time during the 
progre S of the work, the Contractor receiving additional payments as above provided 
in case additional work is thereby made necessary. or a deduction Being made in case 
diminution of work is caused thereby. 

Beauty of Mater al as Well as Efficiency. 
The railroad system, of which the railroad constructed under this contract forms 

a part, will constitute a great public work. All parts of the structure where exposed 
to public sight are, therefore, designated, and shall be constructed, with a view to the 
beauty of their appearance, as well as to their efficiency. 

Contractor Bound to Complete in Best Manner. 
The Contractor shall complete the entire work in accordance with the specifications 

and contract drawings and according to the other provisions of this contract and 
within the times specified in this contract, in the most workmanlike manner and with 
the highest regard to the safety of life and property and according to the lines, levels 
and directions given by the Engineer, for the prices hereinbefore agreed upon; except 
that for extra work, if any, ordered by the Commission there shall be additional pay-
ment, and except that for part or parts of the works, if any, omitted, there shall be 
a deduction from the contract prices, all as hereinbefore provided. 

Best Materials, Machinery, Tools, etc., To-Be Used. 
The Contractor is to furnish of the best description all materials, machinery, im-

plements, tools and labor necessary to construct and put in complete working order all 
work covered by the specifications, contract drawings and provisions of this contract, 
including all additional specifications, drawings and details issued or required as here-
inbefore provided. 

Contractor Has Examined Locution Plans, etc. 
The Contractor hereby represents that prior to the execution of this contract he 

has examined on the ground the location mentioned herein and shown on the plans, 
that he has examined the plans and has read this contract and has had full oppor-
tunity to consider the same and make investigations relating thereto; and lie agrees 
that he will not make any claim for, or have any right to damages or extension of 
time for completion of the works, or other remedy or concession, because of any mis-
interpretation or misunderstanding of this contract or of the plans, or because of any 
lack of information. 

No Acceptance to Obviate the Necessity for Sound Work, etc. 
No acceptance of any part of the works or of materials therefor shall relieve the 

Contractor of his obligation to furnish sound material and perform sound work, whether 
with respect to such part or to any other part of the works. 

Inspection. 
The Commission contemplates. and the Contractor hereby approves, the most thor-

ough and minute inspection by the Commission and its Engineer, and by their repre-
sentatives or subordinates, of all work and materials and of the manufacture or prep-
aration of such materials from the beginning of construction to the final completion of 
the works. It is the intention of the Commission that its Engineer shall draw the at-
tention of the Contractor to all errors or variations from the requirements of this con-
tract or other defects in workmanship or materials. But it is expressly agreed that no 
omission on the part of the Commission or its Engineer, or any officer, member or 
subordinate of the Commission, to point out such errors, variations or defects shall give 
the Contractor any right or claim against the City or shall in any way relieve the Con-
tractor from his obligations according to the terms of this contract. 

Contractor to Afford Facilities for Inspection. 
The  Contractor shall at all times give to the Commission and its members, to the 

l'aigineer and the assistants and superintendents tinder the Engineer, and any person 
tiesignated by the Commission or its Chairman, all facilities, whether necessary or con-
venient, for inspecting the materials to be furnished and the work to be done under 
this contract. The members of the Commission, the Engineer and any superintendent, 
assistant or other person bearing his authorization or the authorization of the Commis-
sion or its Chairman, shall be admitted at any time summarily and without delay to any 
part of the works or to inspection of materials at any place or stage of their manu-
facture, preparation, shipment or delivery. 

Substitute for Chief Engineer. 
Any engineer substituted by the Commission in place of the Chief Engineer during 

his absence, illness or inability, or when the Commission shall so determine, shall, during 
his official connection, have all the power and authority of the Chief Engineer, and in 
all respects be recognized as such Chief Engineer. 

Work to Be Subject to Approval of Engineer. 
The work is to be done and the materials are to be furnished subject to the direc-

tion and approval of the Engineer. The Contractor shall promptly obey and follow 
every direction which shall be given by the Engineer, including any direction which he 
shall give by way of withdrawal, modification or reversal of any previous direction 
given by him. if any additional specification be prescribed or additional drawing be 
required to be followed, or additional detail required, or if any question shall arise as 
to the quality, character or amount of materials or work, or as to the general character 
or extent of the work proposed, or as to the obligation of the Contractor to do any 
particular work or furnish any particular materials, or as to the value of any additional 
work or materials required by the Commission, or as to the deduction to be made from 
the contract price by reason of any materials or work directed by the Commission to be 
omitted; or if any other dispute, question or doubt as to what is the obligation of the 
Contractor shall arise prior to the time of the complete construction of the works and 
the declaration thereof by the Commission, the determination of the Engineer shall be 
binding upon the Contractor and the City, so far that the Contractor shall proceed or 
refrain from proceeding, as the case may be, and without any delay obey the require-
ment of the Engineer. 

Ill.—ARBITRATION BETWEEN CITY AND CONTRACTOR. 

Appeal from Engineer's Determination. Mode of Review. Arbitration. 
"the decision of the Engineer shall be binding and conclusive unless either the Con-

tractor or the City shall appeal as hereinafter provided from his determination as to 
the reasonable value of any work or materials additionally required by the Commission 
as aforesaid, or omitted as aforesaid, or as to the question whether the Contractor is 
entitled to additional payment for anything additionally required by the Engineer, 
whether upon additional specifications or drawings or in the way of additional details 
as aforesaid, or otherwise as herein provided, or as to the question whether the City 
is entitled to a deduction from the amount payable to the Contractor according to the 
terms hereof. In every such case the Engineer shall make his determination in writing 
and in duplicate, one duplicate to be filed with the Commission and the other duplicate 
to be delivered to the Contractor. Such determination as to work done or materials 
supplied shall be binding upon the City, unless the Commission shall appeal within 
twenty days after its first meeting next after such determination shall be filed with it 
and written notice of such filing addressed to the Commission shall be personally de-
livered to its Chairman or to some other member thereof ; and shall be binding upon 
the Contractor, unless the Contractor shall appeal within twenty days after the same 
shall be delivered to him. The appeal shall be taken by a written notice addressed, if 
the Commission be the appellant, to the Contractor, or if the Contractor be the appel-
lant, then to the Secretary of the Commission. The notice of appeal shall state the 
aetermination appealed from, the grounds of appeal, and the precise award or redress 
desired, and shall include the appointment of an arbitrator on the part of the appellant, 
with a written acceptance by the arbitrator of the appointment. Within ten (10) days 
after the receipt of a notice of appeal the party receiving the same shall appoint an 
arbitrator, and give written notice of such nomination to the party appealing, the notice 
to be accompanied by a written acceptance by the arbitrator of the appointment. If the 
party against whom the appeal is taken shall not so nominate an arbitrator, who shall 
so accept, then the arbitrator named by the party appealing shall be the sole arbitrator. 
Either party may, by a general notice to the other, appoint a standing arbitrator for 
such party. In case of such standing appointment such arbitrator shall be deemed to 
be appointed upon each appeal without specification of his appointment upon the appeal. 
Any vacancy in the office of the two arbitrators, hereinafter provided for, shall be filled 
by the party which shall have appointed the last incumbent of such vacant position 
Within five (5) days after notice of the vacancy, during which five (5) days the run-
ning of other periods of time prescribed for, or in course of, the arbitration shall be 
suspended. If not so filled, or if notice of the appointment be not given within such 
five days, the remaining arbitrator shall be the only arbitrator. In case both the Com-
mission and the Contractor shall appeal from any such determination of the Engineer 
the arbitrators appointed by each in their notices of appeal, as hereinbefore provided, shall 
lie deemed to be, with the third arbitrator hereinafter provided for, the arbitrators for 
both such appeals, and both such appeals shall be heard together as one arbitration. If 
the party against whom an appeal has been taken shall appoint an arbitrator, then with ip 
ten (10) days after the appointment of such arbitrator, or if there be a standing arbi-
trator for such party, then within ten (10) days after the last notice of appeal shall 
have been served, the Commission and the Contractor shall select a disinterested person 
to act as a third arbitrator, whose appointment shall be evidenced by such written ap-
pointment and acceptance thereof as is required in the case of the other arbitrators. 
Such third arbitrator shall be the Chairman of the Board of Arbitrators, and shall 
preside at all its meetings. In case the Commission and the Contractor are unable 
within ten (10) days to agree upon such third arbitrator, such third arbitrator shall be 
appointed by the Executive Committee for the time being of the Chamber of Commerce 
of the State of New York, or if, within ten (10) days after being notified by either the 
Commission or the Contractor of their failure to agree, the said Committee shall not 
make an appointment, then such third arbitrator shall be named by the Executive'Com-
mittee for the time being of the Association of the Bar of The City of New York. In 
case of any vacancy in the position of such third arbitrator his place shall be filled in 
the same manner as that hereinbefore provided in the case of an original appointment 
of such third arbitrator. At any time after the appointment of such third arbitrator 
either party may bring the matter on for a hearing upon five days' written notice to 
he other party, at which time the Board of Arbitration, constituted as aforesaid, shall 

proceed to hear such evidence or statements. oral or written. as may be produced. Such 
hearing shall be finished within thirty (30) days after such hearing shall begin; and 
within ten (10) days after finishing such hearing the determination of the arbitrators 
shall be made ; provided, however, that a majority of the arbitrators may extend both 
these periods last above mentioned to such further time as may be necessary. The 
award of the arbitrators shall be in writing, in duplicate, one duplicate to be delivered 
to the Commission and the other duplicate to be delivered to the Contractor, and the de-
termination of any two of the three arbitrators upon any matter presented to them shall 
be the determination of the Board of Arbitrators, and shall be binding and conclusive 
between the parties. The days for notices and other proceedings shall be exclusive of 
Saturdays, Sundays and holidays. All fees and expenses of the arbitrators shall be 
uorne and paid equally by the City and the Contractor, by both of whom every such 
arbitrator shall be deemed to be employed. Every such arbitrator shall. before pro-
ceeding to hear the testimony or to consider the matter, be sworn. as nearly as may be, 
in the same manner as referees in actions at law are required to be sworn. Either 
party may, upon any such appeal, by a written notice of appearance, appoint counsel to 
represent it or him, and to conduct all proceedings before such Board of Arbitration, 
and service of any notice or paper on such counsel during the progress of the arbitra-
tion shall be equivalent to service on the party whom he represents. In case a vacancy 
in the Board of Arbitrators shall occur after final submission and before decision the -
Board of Arbitrators may, in its discretion. after such vacancy is filled, require further 
argument of counsel or introduction of evidence, or both. 

No Estoppel. 
Neither the City nor the Commission shall be precluded or estopped by any return 

or certificate made or given by the Engineer (if unappealed from) or by the Commis-
sion or by any other officer from showing at any time (either before or after the corn- 



(48) 1. 
(55) 2. 
(61) 3. 
(66) 4. 
(67) 5. 
(69) 6. 
(70) 7. 
(73) 8. 
(74) 9. 
(79) 10. 
(81) 11. 
(82) 12. 
(86) 13. 
(87) 14. 
(95) 15. 
(98) 16. 

(101) 17. 
(122) 18. 
(129) 19. 
(131) 20.  

(133) 21. 
(149) 22. 

Description of the Work. 
Manner of Prosecution. 
Excavation. 
Backfilling. 
Piling and Timbering. 
Masonry. 
Cement. 
Mortar. 
Concrete. 
Brick Masonry. 
Stone Masonry. 
Waterproofing. 
Drains and Pumps. 
Steel and Iron. 
Painting. 
Ducts. 
Sewers. 
Water Mains. 
Paving. 
Maintenance of Street Railroad 

Subsurface Structures. 
Stations. 
General Clauses. 

Tracks, Mains and other Surface or 
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pletion of the works and payment therefor pursuant to any such return or certificate) 
the true and correct amount, quality and character of the work done and materials fur-
nished by the Contractor or any other person under this agreement, or from showing 
at any time that any such return or certificate k untrue and incorrect, or improperly 
-made iu any particular, or that the work and materials, or any part thereof, do not in 
fact conform to the specifications: and the City shall not be precluded or estopped, not-
withstanding any such return or cc rtitcate and payment in accordance therewith, from 
demanding and recovering from the Contractor such damages or other legal remedy as 
it may he entitled to 1w reason of the Contractor's failure to comply with this contract 
mid the specifications forming,  a part thereof. 

Vouchers for Extra 1Vork. 
The Contractor shall become entitled to additional payment for extra work only 

upon the production of the certificate and determination of the Engineer, if unap-
pealed from. or. if so appealed from. then only upon and according to the final award 
of an arbitrator or the Board of Arbitrators, as aforesaid; it being expressly agreed 
that ihe City shall make no additional payment to the Contractor except upon vouchers 
which include such certificate and determination unappealed from, or, if appealed from. 
then such certificate and determination with such final award as a condition precedent 
to payment, and that no payment shall be made in any such case inconsistently with 
such final award. 

Then City Entitled to Abatement of Price. 
The City shall not be entitled to claim any abatement from the contract price by 

reason of diminution in the amount of work required, delay in completion or other-
wise except upon the certificate or determination of the Engineer unappealed from as 
aforesaid. or. if so appealed from. then upon the certificate and award of an arbitrator, 
or the Board of Arbitrators, as aforesaid. 

In Case Arbitration Cannot Validly Be Had. 
It is expressly agreed that if any case or for any reason an arbitration cannot 

validly he hail as hereinbefore provided. then the City or the Contractor, after having 
appealed from such determination and being in no way responsible for failure of the 
arbitration. may prosecute such appeal or review such determination in or by any 
proper suit or proceeding. 

INT.—SPECIFICATIONS. 

Specifications and Drawings Subject to Requirement ,of Railroad of Highest Class. 
The specifications and contract drawings hereinafter mentioned and taken in 

connection with the other provisions of this contract, are intended by the Commission 
to be full and comprehensive. and to show all the work required to be done. But in 
a work of this magnitude it is impossible either to show in advance all details, or to 
precisely forecast all exigencies. The specifications and contract drawings are to 
he taken. therefore, as indicating the amount of work. its nature and the method of 
construction so far as the same are now distinctly apprehended. The railroad is in-
tended to he constructed for actual use and operation as an interurban railroad of the 
highest class. adapted to the necessities of the people of The City of New York. The 
Contractor shall construct and complete the railroad in the best manner, according 
to the best rules and usages of railroad construction, and if in the specifications or 
contract drawings nr in the provisions of this contract. any detail requisite for such 
construction be not mentioned, nevertheless the same is deemed to be included, and 
the Contractor hereby undertakes to do the same as part of his work hereunder. And 
it is expressly agreed that the price to he paid the Contractor as herein prescribed 
includes full compensation for every such detail. 

Where Text of Contract Doubtful. Best Materials and Workmanship Required. 
In the event of any doubt as to the meaning of any portion or portions of the 

specifications or contract drawings, or of the text of the contract, the same shall be 
interpreted as calling for the best construction, both as to materials and workman-
ship. capable of being supplied or applied under the then. existing local conditions. 
This provision, by way of illustration (but of illustration only), implies the require-
ment that the interior surface of every part of the tunnel containing the railroad shall 
be entirely free from percolation of ground or other water from without; the require-
ment throughout of a structure whose component parts shall be of as permanent and 
durable a character as practicable : the requirement that the steel and such other parts 
of the -structure as are liable to rust and decay shall be fully protected from such 
action ; and the requirement that there shall be adequate and comfortable stations. 
All the clauses of the specifications, and all the parts of the contract drawings, are, 
therefore, to be understood, construed and interpreted as intending to produce the 
results hereinbefore stated. 

The plans referred to in the specifications hereinafter contained are twenty-four 
(24) in number, bear date the 14th day of February, 1908, are each countersigned by 
the Engineer, are stamped with the seal of the Commission, and are designated as 
follows 

Two (2) drawings marked Route No. 11-A-2, Contract Drawings Nos. A-6 and 
A-7; three (3) drawings marked Contract Drawing Nos. B-101, B-104 and B-105; 
three (3) drawings marked Route No. 11-A-2, Contract Drawings Nos. B-11. B-12 
and B-13; eight (8) drawings marked Contract Drawings Nos. C-116, C-117 and 
C-120 to C-125, both inclusive; and eight (8) drawings marked Contract Drawings 
Nos. C-200 to C-204, both inclusive, and C-206, C-213 and C-214. 

Plaits and Contract Drawings. 
The sections and dimensions of all parts shown on the contract drawings are 

typical sections and dimensions applicable to the greater part of the work, and where 
no extraordinary conditions exist. Where such conditions do exist, or where un-
foreseen contingencies arise, such as the encountering of quicksand or other bad 
material, or when there are buildings, monuments or other structures whose founda-
tions are of such a character as to bring an undue thrust upon the tunnel, or ether 
similar circumstances exist, then and in every such case the Commission may issue 
such special plans, duly countersigned by the Engineer, and accompanied by speci-
fications explanatory thereof, or describing the method of construction, changing 
the sections or the dimensions of the parts or the materials of the structure; and 
such special plans and specifications when so issued shall be binding on the Con-
tractor as though originally contained in this contract, and shall not be made the 
basis of any claim for additional payments for extra work. 

Supplementary Drawings. 
In addition to the contract drawings already mentioned, the Commission has had 

prepared a set of maps and plans, bearing the same seal as the contract drawings, but 
designated as supplementary drawings which are signed by the Engineer and marked 
as follows: 

One (1) drawing marked Route Nos. 11-E-1, 11-A-1 and 2,•Supplementary Draw-
ing No. D-10. 

Also four (4) drawings marked Route No. 11-A-2, Supplementary Drawing Nos. 
1)-11 to D-14, both inclusive; one (1) drawing marked Route Nos. 11-A-2 and 3, 
Supplementary Drawing No. D-15; one (1) drawing marked Route Nos. 11-E-1, 
11-A-1 and 2; Supplementary Drawing No. D-100; one (1) drawing marked Route 
Nos. 11-A-2, 3 and 4, Supplementary Drawing No. D-101. 

These supplementary drawings exhibit certain information which the Commission 
has received from its Engineer of the nature of the soil underlying portions of the 
route, the nature and position of elevated and surface railroads, water mains, gas and 
other pipes, sewers, electric subways, manholes, hydrants, catch basins, and other sur-
face and subsurface structures. The supplementary drawings have been exhibited 
to the Contractor without any guaranty on the part of the Commission as to their 
completeness or correctness ; and the Contractor may, at his option and at the ex-
pense of the Commission, have copies thereof for such aid, if any, as the Contractor 
may derive from them. 	If, upon opening the streets by tunneling or otherwise, 
difficulties of any nature be encountered which are not indicated or suggested by the 
supplementary drawings, or if additional surface or subsurface structures or ob-
structions he discovered or found of different size or in different positions or of 
different nature from those shown on the supplementary drawings, or if in any way 
such supplementary drawings be found erroneous, the Contractor shall have no claim 
whatever for any such failure, discrepancy, or error, but is to take every necessary or 
proper precaution to overcome the unforeseen difficulty, and is to take care of, protect, , 

remove, adjust or readjust, as the case may be, the additional or different surface 
or subsurface structures according to the direction of the Engineer. 

Specifications Not Exclusive. 
it is expressly understood that the specifications do not include all requirements. 

but are requirements in additions to those heretofore or elsewhere given or provided 
in this contract. The specifications and other provisions of this contract, and the 

i contract drawings, arc intended to be explanatory of each-other. Should, however, any 
discrepancy appear or any misunderstanding arise as to the import of anything con-
tained in either, the explanation of the Engineer shall be final and conclusive, except 
that, upon any claim by the Contractor that he has been called upon to do work or 
furnish materials in excess in quantity or value of those called for by the terms of 
this contract, he shall be entitled to appeal and to a determination by an arbitrator, 
or the Board of Arbitrators. as hereinbefore provided, and to a correction by way of 
money allowance to it of any error of the Engineer. 

These specifications are grouped in subdivisions as follows: 

DESCRIPTION OF THE WORK. 
The work to be clone tinder and in accordance with the contract and these speci-

fications is the construction of a part of the rapid transit railroad known as Route 
No. 11, or the Fourth Avenue Route (Brooklyn), which is described in the routes 
and general plan adopted by the Board of Rapid Transit Railroad Commissioners 
on the 1st day of June, 1905. 

It is to be a four-track underground railroad or subway (but this contract does 
not require the Contractor to provide or lay tracks, ties or ballast), the centre line of 
which will begin at the southerly end of Subsection 11-A-1, at a point on the centre 
line of Fourth avenue 60 feet north of the north line of Sackett street, and running 
thence southerly along and under Fourth avenue to a point 10 feet north of the north 
line of Tenth street. 

Stations to Be Constructed. 
Two stations are to be constructed ; one between Union street and President street 

and one between Eighth street and Ninth street ; also suitable turnouts and crossovers. 
all as indicated on the plans. 

The above description of the railroad to be constructed under this contract is in 
general language, but the location of the various tracks. junctions, grades, etc., are set 
forth more particularly on the accompanying contract drawings. 

Surface and Subsurface Structures. 
In addition to the construction of the railroad itself, it will be necessary to con-

struct or reconstruct certain sewers, together with house and other sewer connections, 
and to adjust, readjust and maintain railroads, pipes, electric subways, vaults, poles 
and wires and other surface, subsurface and overhead structures, and to relay the 
street pavement, both on streets occupied by, and on streets other than those occupied 
by, the route of the railroad. 

Ventilating Chambers and Gratings. 
In order to provide for a frequent renewal of  air in the railroad, chambers for 

the installation of the necessary ventilating devices shall be built at the sides of the 
railroad and in connection therewith, or blow holes shall be constructed over the roof. 
These chambers or blow holes shall be generally of the form and dimensions as indi-
cated on the plans, varying somewhat with the requirements of local conditions.  
They will be so arranged that the air will discharge through gratings placed generally 
in the sidewalks in the roofs of the chambers, or in the park spaces over the railroad. 
lf, owing to local conditions, it becomes necessary to lead the air to gratings or other 
outlets away from these points, suitable airways, ducts or flues shall be constructed. 
Drainage shall be provided for all chambers in accordance with approved plans. 

Other openings with gratings will be built at or over the stations, for the purpose 
of admitting air to the railroad. 

The chambers shall be built between every two stations, one on each side of the 
railroad, generally about midway between the stations. In streets having parkways 
the blow holes will be required in each block. 

The devices for ventilating to be placed in the chambers and in connection there-
with, above referred to, will form a part of the equipment of the railroad and are 
not to be furnished under this contract. 

Emergency Exits. 
Where ventilating chambers and devices are not provided other than blow holes 

in the parkways, special emergency exits will be constructed at the sides of the railroad 
as indicated on the plans, one on each side of the railroad between stations with ladders 
leading to the street for us,2 as exits in cases of emergency; also at the blow holes 
ladders shall be provided. 

Pipe Galleries. 
Pipe galleries or ways will also be constructed over, or on one or both sides of, the 

railroad as provided in this contract or indicated on the plans. 

Pipes, etc., to Be Placed in Galleries. 
The Contractor shall place in the galleries, if built, all pipes and other subsurface 

contrivances that properly belong therein, at such places as are indicated on the plans 
or as otherwise provided in this contract, and shall relay where necessary all electric 
ducts or subways of every nature, and shall do all work necessary to restore all 
services of every nature that exist at the time of executing this contract. 

Drained and Ventilated. 
The galleries are to be adequately drained by pipe connections with the sewers 

wherever convenient, fitted with the necessary traps, back pressure valves and vents to 
prevent sewer gases entering the galleries; they are also to have the necessary gratings 
or other openings to obtain thorough ventilation. 

Manholes. 
At the cross streets. and at other places convenient for such construction at inter-

vals of about one hundred (100) feet, manholes for access to the galleries will be 
constructed, of form and dimensions to afford proper facilities for the convenient 
handling of pipes and other accessories. Those at the street intersections will neces-
sarily be large and commodious in order to provide for the necessary connections, etc., 
of intersecting pipes. 

Sewers Not in Galleries. 
Sewers will not be placed in the galleries; but, if necessary, sewer manholes having 

sealed covers will connect with the galleries for convenient access thereto. 
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Ducts and Duct Manholes. 
ducts, to receive electric wires or cables, will he placed generally as indicated 

on the contract drawings, and suitable manholes for drawing and splicing the wires 
or cables and for oilier work necessary in connection therewith, will be built, generally 
at the intersection of the cross streets. All manholes for ducts shall be waterproofed. 

Trolley Rails Provided. 
One or more trolley rails or tracks shall be provided, attached to the roof of the 

galleries, in accordance with detailed plans to be furnished, for the convenient handling 
and transportation of pipes and materials. 

Ends of Work Bulkheaded. 
.1t any end of the railroad, if ordered by the Engineer. substantial waterproofed 

bulkheads shall he erected to protect the work and to prevent settlement of the streets, 
etc., and the Contractor shall keep the railroad entirely free from water until its final 
acceptance by the Commission. 

Connections with Other Sections. 
Proper provision must he made as directed by the Engineer for suitable connec-

tions or junctions with other sections of the railroad of which this section is a part; 
and where other sections are finished in advance of this contract all work necessary 
for making such connections in a perfect manner must he done, and the connections 
made by the Contractor. 

Lines and Grades. 
During the progress of the work the Commission will give, through the Engineer, 

to the Contractor, suitable points, marks or benches, indicating the line and grade of 
the railroad and of the sewers : such points or bench marks to be established at such 
intervals as the Engineer deems .necessary for the Contractor to he able to perform 
his work. 

Detailed Drawings. 
The Engineer will prepare and furnish to the Contractor, from time to time as 

required, drawings and plans amplifying such details of the contract drawings as may 
he necessary, and drawings and plans necessary to show the adjustment and recon-
struction of all surface and subsurface structures wherever the reconstruction of the 
same is necessitated by the construction of the railroad. These plans must be strictly 
followed. unless local conditions shotild develop, during construction, suggesting 
changes, when, with the approval of the Engineer, such changes may he permitted. 

If/en-king and Shop Drawings. 
The Contractor shall make all working or shop drawings which may be required 

in addition to the contract drawings, or in addition to such other drawings as the 
Commission may issue in amplification of such contract drawings. as explained above. 
All working or shop drawings shall be submitted in duplicate to the Engineer for his 
approval, which approval steal he indicated by his countersigning one set of such work-
ing- or shop drawings and returning the same to the Contractor. Should the working 
or shop drawings he not approved by the Engineer, then the Engineer shall return 
one set of such working or shop drawings, with the necessary corrections and changes 
indicated thereon: and the Contractor must make such corrections and changes, and 
again submit. plans in duplicate for the approval of the Engineer: and no work shall 
he done upon said working or shop drawings until the approval of the Engineer be 
btained. which must he given or refused within ten (l01 working days after delivery 

to him at his office of such plans in duplicate. 

2—MANNER OF PROSECUTION. 

Permits. 
No work shall he begun until the Commission shall issue to the Contractor a 

permit authorizing him to proceed. Such permits are to be in such form and cover 
such sections of the work as the Commission shall prescribe. 

When to be Filed with Borough President. 
Before any !Telling-  is made in the surface of a street, a copy of the permit issued 

by the Commission must have peen filed with the Borough President not less than five 
days. unless the Engineer shall expressly direct work to begin within a less period. 

Rapidity and Safety. 
All the work shall he prosecuted in the manner according to local conditions hest 

calculated to promote rapidity in construction, to secure safety to life and property and 
to reduce to the minimum any interference with the public travel. 

Width of Excavation. 
Special care must be taken to diminish damage wherever open excavation is pet-

mitted, and the width of such excavation must not exceed the width actually necessary, 
in the (Onion of the Engineer. for the proper prosecution of the work. 

Night Work. 
Wherever, in the judgment of the Engineer. subject to review by the Commission, 

traffic or other local conditions demand, the work shall be prosecuted during the night. 
only or during both night and day; and at all points the Commission shall have power 
0) require the Contractor to so conduct his work that it shall not remain open or 
obstruct traffic an unreasonable length of time. In addition to the above general 
requirements the Contractor shall conduct his work in compliance with the following 
special requirements: 

Parks and Parkways, Trees, etc. 
In any park or parkway or where any grass plots or trees exist along the street 

occupied by the Contractor, proper precautions must be taken to protect from injury 
all such trees or grass plots. Such trees as are found along the line of the route 
and between the necessary side lines of excavation are to be properly supported in 
place, if, in the judgment of the Engineer, such trees can thereby be saved. For every 
tree removed, injured or destroyed, the Contractor shall set out a new thrifty tree 
such as the Commissioner of Parks may require, and in such a position as he shall 
indicate. All roads, cross-paths, grass plots, shrubbery and other plants removed or 
affected by the construction of the railroad, shall be restored as soon as possible to as 
good a condition as existed before the commencement of the work. 

Replanting Under Direction of Park Commissioner. 
In replanting trees and the replanting of grass plots the Contractor must be 

governed by the requirements of the Commissioner of Parks or by other authorities 
specially charged with the care of these trees or grass plots, and the nature and depth 
of the soil to be placed therein must be as approved by such authorities. 

Access to Buildings, etc. 
No building shall, without the consent of the occupant, and after notice to the 

Engineer be deprived of means of access thereto; and where streets are open suitable 
bridges must be built and maintained to permit owners and occupants to reach their 
premises. Where necessary, proper and easy means for passengers to reach or leave 
street cars shall be maintained. 

Vaults Disturbed. 
• Wherever vaults are broken through or otherwise disturbed, the Contractor shall 

erect a temporary partition on or about the building line, or as directed, that will 
afford proper protection to the owner or occupant of the adjoining premises. 

Temporary Pipes, etc. 
Temporary water and gas pipes, if laid above the street or sidewalk surfaces, must 

be neatly and substantially placed, and in a manner to cause the minimum of inconveni-
ence to the abutting property owners and to the public. 

Openings for Ventilation. 
Wherever the excavations are boarded over, suitable openings must be provided 

for proper ventilation where gas pipes are maintained in service or where gases are 
liable to accumulate under the roadway. These openings shall be placed as directed 
by the Engineer, and they must be substantially protected in order to prevent accidents. 

Close Observance of Above Conditions. 
The Commission will insist on the close observance of the requirements of the 

above conditions in reference to keeping certain portions of the streets covered during 
the prosecution of the work, and that ordinary travel be not interfered with excepting 
at such time, and in such manner, and in such places as the Engineer (subject to the 
review of the Commission) in writing may permit. 

Restoration of Street Surfaces. 
As the structural work nears completion, on the several parts of the route, it will 

be necessary to restore the street surfaces and sidewalks to their original condition. 
It will then become necessary to remove the temporary street coverings, or bridging, 
in order to complete the backfilling, and to build and readjust such appurtenances of 
subsurface structures as will necessarily come to the surface. 

Such work must be done expeditiously, and only at night if so directed by the 
Engineer and during such hours as he may designate. It must be done as directed by 
the Engineer from time to time, and in sections of such limited extent as will permit 
its proper execution, and at the same time interfere least with the general street travel 
and with the convenience of the abutting property owners. In all cases, however, at 
least one-half of the roadway where such work is being done must be kept open for 
public traffic. 

Storage on Cross Streets. 
No materials of any nature shall be stored along the roadways of Fourth avenue. 

On cross streets adjacent to the work, only such material may be stored as may be 
necessary, in case of an emergency, to sheet or to support the excavation ; or a reason-
able amount of structural material may be stored such as may be absolutely necessary 
to avoid delay in construction ; but such material must not be allowed to accumulate, 
but must be replenished from day to day. The amount to be so allowed shall be deter-
mined by the Engineer. 

In any case material may only be so stored with the approval of the Engineer, 
evocable at any time ; and if so ordered, such material shall be removed immediately 

on receipt of the order, or within a period of time to be therein stated. 

Removal of Buildings, etc. 
Whenever it shall be necessary in the progress of the work to remove buildings 

or building material, such work shall be deemed to be included within this contract, 
and the Contractor shall promptly, upon the direction of the Engineer, remove such 
buildings or building material as may be within the limits of the work. In case along 
any part of the work the City shall have acquired property and shall have failed to 
remove the buildings thereon, the Contractor shall, upon the order of the Engineer. 
proceed with the work of shoring up or otherwise adequately supporting such 
buildings. 

3—EXCAVATION. 

Access to Fire Hydrants. 
Wherever the work is being carried on, free access must he giVen to every fire 

hydrant and fire alarm box, and, when required, hydrants shall be extended by 
suitable tube or  piping to an accessible point as approved by the Engineer, and to the 
satisfaction of the Chief of the Fire Department. Materials must not be piled at 
any time or place within ten (10) feet of any fire hydrant or fire alarm box ; and 
where materials are unavoidably piled or placed in the vicinity of a fire• hydrant or 
fire alarm box, and to such height as to obscure a sight of the same, the position of 
such hydrant or fire alarm box shall be indicated by suitable signals, both day and 
night. 

Depth of Trenches. 
Trenches shall be excavated to such depth as may be necessary to permit the laying 

of such concrete bed or special foundation as may be deemed necessary by the 
Engineer. 

Material Stored. 
Excavated sand, gravel or stone that in the judgment of the Engineer is suitable 

for use in mortar, concrete or masonry, also structural and other material to be used 
in the work, may be stored within the limits of the park areas ; but the disposition 
of such material shall be at all times subject to the approval of the Engineer. 

Removed Expeditiously. 
Excavated material shall be removed expeditiously and disposed of, except as 

stated above, in any place selected by the Contractor, subject to the ordinances and 
regulations of the City authorities governing the disposal of such material, and the 
regulations of the United States Government as to the disposal or dumping of 
material in and about or near the harbor of New York. 

Material Watered. 
All material that with the permission of the Commission may be left temporarily 

in the street, shall he watered by the Contractor when so directed by the Engineer. 

Waste Material. 
Waste material of any character will under no conditions be permitted to remain 

au the streets, but must immediately on its becoming unfit for use in the work be 
carted away and disposed of by the Contractor as hereinbefore provided ; nor shall 
such material be allowed to accumulate in the trenches. 

Temporary Tramways. 
For the purpose of facilitating construction and to diminish the period of occu-

pancy of any street for the transportation of material, the Contractor may, with the 
approval of the Commission, lay, upon or over the surface of any street, temporary 

Work Begun. 
Work of excavation shall not be begun at any point until the Contractor has 

given reasonable assurrance to the Engineer in writing that the material needed for 
construction at such points has been acquired and is on hand. 

Shafts and Dumping Platforms. 
Plans showing the proposed location, and proposed methods of construction, of 

shafts, dumping platforms, etc., must he submitted to the Engineer and receive his 
approval before permits will be granted for such plant and appliances to be constructed 
and put in operation. 

Number of Shifts. 
When work has been begun the same shall be prosecuted with all possible energy, 

with at least two (2) shifts of eight (8) hours each every working day. 

Street Intersections. 
On all parts of the work, street intersections must be kept at all times open to 

traffic for at least one-half the width of the cross roadways, except that cross road-
ways in which surface railroad's are located shall be kept open to traffic for their full 
width, and such other portions of the street intersections as may be opened by the 
permission of the Commission must be kept substantially and neatly bridged for foot 
traffic, and the Contractor shall at all times keep all the street crossings on the lines 
of the sidewalks in a clean and neat condition, bridging gutters nad low places where 
water might collect. 

Excavation, Where to be Covered. 
On Fourth avenue, excepting within the park areas, the street surface shall be kept 

substantially boarded over wherever and whenever excavation is in progress, and the 
work of covering the street surface must he prosecuted as much as possible during the 
night or at times of least traffic. 

Open Trench Excavation, Where Permitted. 
Within the park areas on Fourth avenue the Contractor will be permitted to prose-

cute his work in open trench excavation. 

Facilities for Travel. 
All necessary facilities are to be furnished by the Contractor for the benefit of 

street travel, both on longitudinal and cross streets. 
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tramways to be used only for the removal of excavated materials and fur the trans-
portation of materials for use in construction : provided, however, that any such tram-
a-al- shall he forthwith removed upon the direction of the Commission. 

Carts to be Tight. 
All carts. buckets or other vehicles used by the Contractor for the removal of 

material shall be tight and so arranged and so loaded as not to spill over the top. 
Whenever a cart. bucket or other vehicle so used is leaky or unsuitable, it shall be 
immediately withdrawn from the Nyork on notification by the Engineer, or his duly 
Qualified assistant in charge of that portion of the work. 

it 	of Excavatitin. 
:111 excavations shall be of such width, in addition to that of the railroad, as 

shall he necessary, in the opinion of the Engineer, for the proper and expeditious 
progress of the work, and to permit the laying and readjusting of all sewers, mains, 
subways and other subsurface structures encountered along the route and contiguous 
to the railroad. 

Buildings (:lido- pinned, and Sides to be Secured. 
To secure adjacent ground or the buildings thereon, or to prevent bringing an 

unusual pressure on the structure when completed. the Contractor shall secure the 
sides of the excavation by suitable timbering, and by underpinning of adjacent build-
ings. The right is reserved by the Commission for its Engineer to order such methods 
of construction or of underpinning, pneumatic or otherwise, as special conditions may 
require. Unless specially directed by the Engineer. the Contractor will not he required 
to remove rangers or draw sheeting, 

Fill Back of Sheeting. 
Sheeting shall be driven wherever possible, but when it is placed against the 

sides 01 the excavation, the spaces or voids back of the sheeting, wherever possible 
and if so ordered by the Engineer, must be immediately and carefully tilled with 
suitable material to prevent as far as possible the natural ground back of the sheeting 
from moving. 

Pumping. 
Whenever water is encountered in trenches, the same shall be removed by haling 

or pumping, great care being taken when pumping that the surrounding particles of 
soil he not disturbed or removed. If necessary to prevent such disturbance, the pump-
ing must be done by a series of driven wells whose points are protected by fine wire 
cloths. the rate of flow at each well being made so slow as 11(4 to remove the particles 
of soil: or the pumping must be done by other means approved by the Engineer. 
The delivery irons all pumps shall 1;e conducted into the adjacent sewers, and the 
delivery pipes shall be so arranged as to be readily insia cted at all times to ascertain 
It the water is free from particles of soil. 

Rock 'Excavation. 
There are no indications that rock will be encountered on any part of the Work ; 

however, nick should be found or boulders, or old masonry work requiring blast-
ing. the work f removing same shall he carried on as herein provided. 

Blasting. 
Whenever rock or material requiring blasting is encountered in any trench or 

tunnel, all necessary precautions must be exercised by the Contractor, as required by 
the ordinances of the City relative to blasting. Explosives shall be used only of such 
character and strength as may he permitted by the Commission, and the right is re-
served for the Engineer to direct that in special cases ordinary blasting powder only, 
M small charges. shall be used. 

Near Pipes and _Mains. 
Whenever any pipe or main is encountered in or alongside of the trench, the right 

is reserved to direct that all rock within five (5) feet of the same shall be removed 
by means other than blasting. 

In rock excavation in the trenches for the railroad the work must be so regu-
lated as to avoid, as far as possible. shattering the rock beyond the established line 
for excavation. 

Reckless and careless blasting causing the rock to break beyond the established 
line for excavation will not be permitted. 

Rock !Ileasuremcut. 
Whenever rock is encountered in the trench. it shall be stripped of earth in sec-

tions of not less than twenty- feet : and the Engineer in charge shall lie duly notified, 
in order that he may measure or cross-section the same. 

Boulders. 
Boulders containing one-half ( 1/2 ) cubic yard or more or masonry encountered 

within the line for excavation will be measured as rock excavation. 

Storage of Explosives. 
No larger quantity of explosives shall be kept on the line of the work than will 

I c actually required for the twelve (12) hours of work next ensuing, and such supplies 
shall 1;e divided as far as possible and kept tinder lock-, the key to which is to be 
only in the hands of the foreman or other equally trustworthy person. The amount 
of explosives kept in any one place shall not exceed the limit permitted by any 
ordinance of the City, or as may be determined by the Commission. Caps and 
exploders shall not be kept in the same place with dynamite and other explosives. 
During freezing weather, special precautions shall be taken as to the care and manipu-
lation of dynamite. 

4—B AC KFI LUNG. 

- °utility of Material. How Placed. 
The trenches at the sides of and over the top of the subway and wherever back-

filling is necessary, shall be backfilled with sand, gravel or other good clean earth, 
free from perishable material and from stones exceeding six (6) inches in diameter, 
and not containing in any place a proportion of stone of or below that size exceed-
ing- one (1) part of stone to tive (51 parts of earth. The filling shall he deposited in 
layers not exceeding nine (9) inches in thickness, and then be well moistened with 
water and thoroughly packed by suitable rammers or rollers, and in such manner 
that no unbalanced pressure can he thrown upon the subway or any sewer, pipe or 
other subsurface structure. 

.\t such places as in the judgment of the Engineer hackfilling cannot be effectively 
done as provided above, the material must be placed and compacted by flooding with 
water. 

Subsurface Structures. Frof.en Material Not Permitted. 
kVhenever pipes, sewers or other subsurface structures are met with the filling 

must he carefully packed, rammed and tamped under such subsurface structures, using 
special tools for the purpose. No filling of trenches with frozen earth will in any case 
be permitted nor will any filling be permitted over frozen material. 

Sheeting Removed. 
\s fast as the work of filling permits, sheeting and other timber supporting the 

sitica; of the excavations, as may he directed by the Engineer, shall be carefully with-
drawn and the spaces left by the removal of such material carefully backfilled. 

5—P t I.1 NG .Nan Ti MiwR'xG.  

Where the excavation is in wet ground, if in the judgment of the Engineer the 
ground is of such a character as to require piling, the Commission may direct the 
Contractor to drive piles. Such piles shall he of good, sound oak, pine or spruce, 
straight and free from shakes; they shall be not less than twelve (12) inches in 
diameter at the butt end or less than six (6) inches in diameter at the point, and shall 
be driven to the satisfaction of the Engineer and by means of a steam hammer driver 
if so required by him. If necessary the points of the piles shall be protected by proper 
shoes. and the butts by rings or caps. Piles shall not be spliced unless permitted by 
the Engineer, and then in such manner as he directs. Piles shall be carefully cut off 
to the grade given by the Engineer. 

If in the judgment of the Engineer special conditions so require,' piles of rein-
forced concrete of an approved form of construction shall be used. 

Grillage. 
Timber grillage foundations shall be built if so directed by the Engineer. 

Foundation. Timber. 
All foundation timber shall be of pine or spruce or other timber permitted by the 

Engineer. sound and free from shakes. It shall be of such dimensions and laid in 
such manner as the special plans to be issued shall require and held in place by spikes 
or good seasoned oak or locust treenails. 

All piles, whether of timber or concrete, and all timber grillage foundations 
ordered by the Commission and not shown on the plans shall he paid for as extra 
work. 

Timber for Temporary Purposes. 
All timber used for sheeting, shoring, bracing, bridging or other temporary pur-

poses shall be sound and free from any defects that may impair its strength. The 
top or wearing surface of all bridging used for carriageways shall be of oak or hard 
yellow pine, sound, straight and free from all shakes and large loose knots. All 
sheeting and timber used temporarily shall be put in place by skilled mechanics, keyed 
tight by wedges where necessary and so arranged as to he withdrawn readily without 
endangering the adjoining soil. 

6—MASONRY. 

Laid in Portland Cement. 
All masonry, except as otherwise specified, shall be laid in Portland cement mortar 

and shall be built of the forms and dimensions shown on the plans or as directed by 
the Engineer from time to time ; and the system of joining or bonding ordered by the 
Engineer shall be strictly followed. 

Water Not to Interfere With. 
Care must be taken that no water shall interfere with the proper laying of masonry 

in any of its parts. 
Freezing Weather. 

During freezing weather such masonry only will be built whose construction, in 
the judgment of the Engineer, can not be postponed, except at the cost of delaying 
the work. The Contractor must provide such appliances as are necessary for heating 
the water and the materials used in the masonry according to the specific instructions 
of the Engineer. 

During freezing weather all masonry shall be protected by a suitable covering of 
salt hay, canvas, tarpaulin or by such material or in such ways as may be necessary to 
insure it against freezing. 

Pointing. 
Unless otherwise permitted, every joint that is to be pointed shall be raked out 

within two days after being laid to a depth of at least two inches. 
Pointing of the face joints of masonry shall be thoroughly made with cement 

mortar mixed in the proportion of one (1) part of cement to one (1) part of sand, 
except where otherwise specially provided. 

No pointing shall be done in freezing weather and masonry laid between December 
1 and April 1 shall not be pointed until permitted by the Engineer. 

Hot Weather. 
During hot weather all masonry, especially concrete, shall be kept wet by sprinkling 

and properly covered until it has become thoroughly set and hardened. 

Defective Masonry. 
Any masonry which is found to be defective from any cause whatsoever before 

the final completion and acceptance of the work must be removed and properly re-
built. or if damaged during such time must be properly repaired. 

Stone Cleaned. 
All stone before being laid shall be thoroughly cleaned and washed if so di-

rected by the Engineer. 
7—CEMENT. 

Portland Cement. 
Portland cement, slow or quick setting, as directed, and equal 

best grade of American Portland cement, shall be used and must be 
packages as may be approved by the Engineer, with the name of 
plainly marked thereon. 

Brand to be Approved. 
Before any cement is used the brand and name of the maker 

approval of the Engineer and no cement will be used that is not in 
factory to him. 

Inspection. 
All cements used shall be subject to inspection at the place where manufactured or 

on the work, and to such tests as may be ordered by the Engineer ; preference will be 
given to cements, however, which, by their records, show a tendency to develop 
strength steadily for long periods, unless for special purpose cement is required that 
will develop great strength in a short time. 

Cement before being used must pass inspection as to the following requirements: 

Fineness. 
Ninety-two (92) per cent. by weight shall pass a No. 100 sieve and seventy-five 

( 75) per cent. a No. 200 sieve. 
All tests shall be made with paste or mortar of standard consistency. 

Tensile Strength. 
Neat cement briquettes shall have at the end of one (1) day in moist air a breaking 

strength per square inch of sectional area of not less than one hundred and fifty 
(150) pounds ; at the end of seven (7) days, one (1) day in air, six (6) days in water, 
of not less than four hundred and fifty (450) pounds; and at the end of twenty-eight 
(28) days, one (1) day in air, twenty-seven (27) days in water, of not Less than five 
hundred and fifty (550) pounds. 

Briquettes when composed of one (1) part of cement and three (3) parts of Ot-
tawa sand, shall have at the end of seven (7) days, one (n day in air, six (6) days 
in water, a breaking strength per square inch of sectional area, of not less than one 
hundred and eighty (180) pounds; and at the end of twenty-eight (28) days, one (1) 
(lay in air and twenty-seven (27) days in water, of not less than two hundred and 
seventy-five (275) pounds. 

Chemical Analysis. 
Chemical analysis will be made from time to time, and cement furnished must 

show a reasonably uniform composition and shall not contain more than 1.75 per cent. 
of anhydrous sulphuric acid (S 03) nor more than 4 per cent. of magnesia (Mg 0). 

Soundness. 
Tests for soundness will he made as follows: 
Tests for checking and cracking and for color will be made by moulding on plates 

of glass, cakes of neat cement about three (3) inches in diameter, one-half (Y2) inch 
thick in the centre and with very thin edges, kept in moist air for a period of 
twenty-four (24) hours. One (1) of these cakes when set perfectly hard shall be 
put in water of about seventy (70) degrees Fahrenheit, and examined for distortion 
or cracks, one (1) shall be kept in air and examined for color, distortion and cracks 
and one shall be exposed to an atmosphere of steam above boiling water in a loosely 
closed vessel for five (5) hours. These pats shall remain hard and show no signs of 
distortion, checking or disintegration. 

Increase in Strength. 
Neat briquettes must show a minimum increase in strength of ten (10) per cent., 

and sand briquettes twenty-five (25) per cent. from the tests at the end of seven (7) 
days to those at twenty-eight (28) days. 
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Methods of Storing. 
The Contractor must at all times keep in store at sonic convenient point in the 

1)f tilts work or at the place of manufacture, should the Engineer so elect, a 
sufficient quantity of cement to allow ample time for tests to he made, and the Engi-
neer shall be notified at once Of each delivery. Cement shall be stored in a tight 
building, each cask or package being raised several inches above the ground by block-
ing or otherwise. and ample storage room must he provided so that each separate lot 
,)t lin more than One hundred (100 barrels can be stored so as to make it con-
v enient to identify each individual lot in case of its rejection or in case of the necessity 
for further tests. 

teeess to Stores. 
the Engineer and properly authorized members of his 
and a;1 place: where cement is manufactured or stored, 
or to inspect the method of manufacturing, storing and 
lte  preperly marked for identification. 

8—MORTAR. 

Cement and Sand. )1ixing. 
All mortar shall l prepared frem accepted cement turd clean, sharp sand, ap-

proved by the Engineer. These ingredients shall he thoroughly mixed dry in the 
he added, so as to produce a stiff paste. ProPonfons 	specified below, water will then 

The mortar shah be freshly mixed for the work out hand. in proper boxes made far 
that purpose. and no mortar shall be used that has stood beyond such limit of time 
as may he determined by the Engineer. 

How Measured. 
For purpose: of mixture, three hundred and seventy-five (375) potuals of Portland 

cement sha'l he estimated at three and one-half (3,1n ) cubic feet of volume. The 
proportion(' part: of sand and stone or gravel shall he by volume as cast into the 
measuriog box. The propoetions for 'wick and stone masonry shall be one (1) part 
cement to two (2) parts sand; for pointing, one (1) part cement and one (1) part 
sand; for concrete masonry-. as specified under the head of concrete; for station 
finish work, as specified under stations ; and for other classes of work, as directed 
by the Engineer. 

9—CONCRETE. 

COMPOSed. 

The c rerun; shail he composed of gravel or broken stone, or a mixture of both. 
free from all dirt and dust. and mixed together with the proportion of mortar specified 
below. 

aornd. 
Sand for concrete shall be of the kind herein specified for mortar. 

Stone. 
Stone fur cencrete shall be sound screened gravel or sound hard broken limestone, 

trap rock or gneiss. Gneiss• however. may only be used of selected quality.' practically 
free from mica. 	 • 

Size of Stone and Gravel. 
Broken stone or erayel shalt contain no pieces which will not pass through a ring 

one and one-half (1f;;) inch in diameter. unless etherwise specifically,' permitted by 
the Engineer: it shah be screened over fa inch mesh screen to remove the dust. 

Ru bb/c Cortc re te. 
In concrete where the thickness is thirty (30) inches or more, if approved by 

the Engineer, the Contractor may imbed in the same broken pieces of sound stone 
a hose greatest diameter dies not exceed twelve (12) inches and whose least diameter 
or thickness is not less than three-quirters WO of the greatest diameter. These stones 
sh.itl be set by hand in the concrete as the layers are being rammed, and so placed 
that each stone is completely and perfectly imbedded. No two (2) stones are to 
he within six (6) inches of each other and no stones within four (4) inches of an 
exp(:sed face. nor sha:1 any such some be placed nearer than six (6) inches to any 
metal built in the concrete for reinforcing the same. 

Proportions. 
The proportiens 	cement, sand and stone used in making concrete shall be as 

follows :  
Concrete in thee-. sidewalls and roof, one (1) part of cement, two and one-half 

(2fn2 ) parts of sand and four and one-half (4!4) parts of stone when machine mixed; 
when mixed by hand one (I) part of cement, two (2) parts of sand and four (4) 
parts of stone. 

Protective concret e  (inside of waterproofing lines on sides and roof, one (1) 
part of cement. four (4) parts of sand and eight (8) parts of stone ; or, one (1) part 
of cement and Live (5) parts of sand. 

Mixing by Machine. 
\\ - lienevet-  practicable. concrete shall be mixed by machine. The mixing-machine 

.hall be .f a pattern improved by the Engineer and mixing one hatch at a time. 

Mixing by Hand. 
\\lien  concrete is mixed by hand the stone or gravel shall he spread on a platform 

in a bed ahem six (6) inches thick, and shall he thoroughly wet. Sand shall be 
spread en a platform and the requisite portion of cement spread on the sand. After 
thoroughly mixing the latter, the dry mixture thus formed shall be spread evenly over 
the bed of stone wet as above, and the whole turned over until thoroughly mixed, 
but not less than two (2) turnings on the mixing board shall be allowed in any case, 
water being adad as necessary. Care shall be taken to keep the bed of concrete wet 
and avoid piling. 

How Laid. 
Concrete shall lie placed immediateiv after mixing in layers of such thickness as 

may be directed by the Engineer, and shall he thoroughly compacted throughout the 
mass by ramming- or working. Special tamping bars or tools shall be used as ap-
proved by the Engineer. The amount of water used in making the concrete shall be 
as approved by the Engineer. If a small amount of water has been used in mixing, 
ramming shall be continued until the water flushes to the surface; as a rule, however, 
concrete shall be placed wet. 

Made Smooth to Receive Waterproofing. 
Concrete on the roof. or any part to which waterproofing is to be applied, shall 

he made smooth at the time of laying and shall he carefully protected from injury 
by barricades er otherwise, if necessary, until thoroughly set. 

Time for Hardening. 
Concrete shali he allowed to set for twelve (12) hours, or more, if so directed, 

before any work shall be laid upon it; and no walking over or working upon it shall 
be allowed while it is setting. Concrete shall not he flooded with water before being 
thoroughly set. 

Rock Surface to be Cleared. 
Before laying scenic-I-et c  on rock surfaces the latter shall he swept clean of all 

dehris and dirt. and when laid on earth the earth shall in all cases be well rammed 
before placing the concrete. 

Surface Rough for Bonding. 
‘'home; a section of concrete is necessarily left unfinished, leaving a surface 

vchich will he hard set before additional concrete is laid, the surface must be left rough 
t o  form a bond with the new work; and in any jointing of old and new work, if 
deemed necessary be. the Engineer, the joints shall be reinforced with steel bars or 
dowels, and a coating of mortar or cement shall be applied before placing the concrete 
if so ordered. 

Joints Cleaned. 
In al] cases of joints of oid %vith new work the old surfaces shall be first thoroughly 

cleaned and wet. 

Forms. 
Suitable forms shall be provided by the Contractor to support the concrete while 

being placed in the walls or roofs. These forms shall be immediately replaced by 
new ones as soon as they commence to lose their proper shape. Before being used 
they shall he carcfnly cleaned of cement and dirt and shall present to the concrete 
on the surface afterwards exposed to sight a perfectly smooth face. The forms shall 
be made of wood, kept carefully smoothed; or made of metal sufficiently thick to 
retain their shape without the use of wood. 

No forms made of wood and covered with iron will be permitted. 
The forms if made of wood, shall be made of boards with close-fitted, matched 

joints. 
For those faces of the concrete that are to remain exposed the inside faces of the 

forms that are in contact with the concrete are to be planed in order to give a 
smooth and even finish to the work, and if so directed by the Engineer these portions 
of the forms are to be of tongued and grooved boards. 

Precautions in Placing. 
Every precaution shall be taken in placing or assembling the forms to do so in 

such a manner that when removed, after the concrete has been placed, the faces of 
the concrete that are to remain exposed shall present a smooth and even surface. 

Forms, Ilcw Set, Forms Removed. Surface Irregularities Corrected. 
Defective Work Replaced. 

The forms shall be set true to line, firmly secured, and be so tight as not to allow 
water in the mortar to escape; they shall be thoroughly wet before placing the con-
crete and shall be removed as soon after the concrete has been placed as in the judg-
ment of the Enginer it may be done with safety to the work. Immediately on the 
removal thereof the faces that will remain exposed shall be carefully examined and 
any irregularities of the surface corrected ; projections shall be removed and voids 
tilled with mortar. If, however, the voids arc such as tta indicate an excessive loss 
of mortar, portions of the concrete shall be cut out to the fulness of such defects and 
the space refilled with a rich concrete or mortar in such proportions and in such 
manner as the Engineer may direct. 

Surfaces Not To Be Painted. 
The exposed faces of the concrete, excepting within station liras, will not be 

painted, but will be left with the natural cement finish; therefore, immediately follow-
ing the removal of the forms, followed by the removal of the projections and the 
filling of voids as provided above, these entire surfaces shall be rubbed down in such 
a manner, approved by the Engineer. as will leave a smooth and even surface, the 
object in view being to obtain a generally smooth finished surface with uniformity in 
color. 

It is intended to obtain concrete impervious to water; the concrete shall be mixed 
and deposited with this end in view. 

10—BRICK MASONRY. 

Quality. 
Bricks for all masonry shall be of the best quality common bricks, burned hard 

entirely through, regular and uniform in shape and size and of compact texture. 

Hollow Terra Cotta Blocks. 
Hollow terra cotta blocks or bricks may be used in station work on the outside of • 

walls of the structure or at such other places as the Engineer may direct. They shall 
be of the best porous terra cotta as approved by the Engineer, and shall be laid in 
such manner as hereinafter specified or as the Engineer may direct. 

How Laid. 
.All brick masonry- shall be laid in mortar of the quality above described, except 

that in exposed locations coloring matter may be added, if required by the Engineer. 
The bricks shall be laid to . line with joints in the face work (except in the station) 
not exceeding one-quarter (4) of an inch in the beds, and three-eighths (3) of an 
inch on ends; the bricks to be thoroughly wet before laying and to be completely em-
bedded in mortar under the bottom and on the sides and ends at one operation, care 
being taken to have every joint full of mortar. 

_All exterior surfaces shall be smooth and regular. 

Cleaned. 
The inside faces of all arches and other exposed parts shall have all the mortar 

scraped off and washed clean immediately after the centres have been struck, and 
shall be pointed and left in neat condition. 

No "Bats" or Culls. 
All bricks of whatever nature shall be carefully culled and if necessary gauged 

before laying, at the expense of the Contractor. No "bats" shall be used except in 
large masses of brick-work, where a moderate proportion, to be determined by the 
Engineer, may be used, but nothing smaller than half bricks. 

All unfinished work must be racked back or toothed, as directed by the Engineer, 
and before new work is joined to it the faces of the brick in the old work must be 
scraped entirely clean, scrubbed with a stiff brush and be well moistened. 

Special Bricks. 
Where necessary to make a neat joint in connection with steel framework, or at 

corners, curves, or other similar places, special bricks of proper shape shall be fur-
nished and used. All centres and forms shall be made to fit the curves of the work; 
they shalt be put up and removed in a manner satisfactory to the Engineer. 

11—STONE MASONRY. 

Footings for Columns. 
In general columns will be set on a concrete base ; in special cases, however, 

footing stones may be required. 

Footing Stones. To Be Set High. 
If footing stones for columns are required they shall be of the dimensions and 

shapes shown on detailed plans, which will be provided; they shall be strong and free 
from defects, and shall be set in cement mortar. Before being set the tops shall be 
rough-pointed without chisel draft, the vertical sides shall be left quarry faced, the 
portion of the top where the column base plate is to rest shall be dressed true with 
pear hammers, and the top brought to a plane, so that at no point will it be more than 
one-eighth (;i) of an inch from a straight edge laid across in any direction. In 
case the contractor fails to set the footing stones true to line and surface, then they 
shall be set with their tops about one-eighth (IA) of an inch above the grade called 
for by the plans, and not less than two (2) days after being set they shall have their 
tops dressed with pearl hanuners, so as to form accurate seats for the base plates of 
the columns. 

..-Inchor Bolt Holes. 
Holes shall be accurately drilled for anchor bolts, and filled with neat cement 

mortar after the bolts are set in place. 
Columns during erection shall be set on iron shims, if shims are necessary; 

wooden shims are prohibited. 
Where shims are used the voids under column bases shall be filled with cement 

grout consisting of one part of cement and two parts of sand. 

Rubble or Other Masonry. 
In case, during the progress of the work, any rubble or other masonry of a dif-

ferent class from that specified above, shall become necessary, and shall be required 
by the Commission, the same shall be constructed according to specifications ap-
plicable to the best work of such class, and according to the direction of the Engineer. 

12 —WATERPROOFING. 

I general, waterproofing of the structure will be limited to the roof and side-
walls at the station, and to those surfaces near ground water. At other places free 
drainage shall be provie.ed by hollow tile or broken stone. 

Access sled' he given to 
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The protecting masonry shall be hollow terra cotta blocks., common bricks or 
concrete, laid as herein elsewhere provided, and shall not be less than four inches in 
thickness. 

In places where permanent sheeting is placed at the waterproofing line, the water-
proofing, if permitted by the Engineer, may be applied against the sheeting. 

All surfaces to which waterproofing is to be applied shall be made as smooth as 
possible ; on these surfaces there shall be spread either hot melted pitch or asphaltum 
in a thick layer of uniform thickness ; on this layer of pitch or asphaltum shall be 
laid a woven fabric of such material as may be approved by the Engineer ; this process 
shall be repeated until such number of layers as may be required by the Engineer have 
been placed and a final coat of pitch or asphaltum shall then be applied. 

Definition of Term "Ply." 
The term "ply" as used in these specifications shall mean a layer of treated woven 

fabric both sides of which shall he coated with pitch or asphaltum at the time of 
laying. 

Number of "Ply." 
The number of plies of waterproofing on the sides at the station shall in no case 

be less than three (3), except as hereinafter provided where brick laid in asphalt 
mastic is used. 

Brick in Asphalt Mastic. 
Over the roof of the structure within station limits and over the tracks passing 

through the station within said limits, also on the sides and bottom of the structure 
below a line of two (2) feet above ground water, two (2) plies of waterproofing, as 
described above, shall be used with one or more layers of brick laid in asphalt mastic; 
the number of layers of bricks, not exceeding two (2), to be determined by the 
Engineer. 

In any case where brick laid in asphalt mastic is not used, the number of plies, 
should local conditions require it, may he increased as directed by the Engineer; not 
to exceed, however, six (6) plies. 

Six (6) plies of waterproofing may be substituted for brick, and asphalt mastic, 
if approved by the Engineer. 

Asphalt 
Asphalt mastic shall contain one-third (1-3) pure bitumen, the other ingredients 

to be sand and lime dust or cement, in proportions governed by local requirements 
and weather conditions. 

Leaks Stopped. 

work and final acceptance thereof by the Commission shall be cut out and the leak 
Any masonry that is found to leak at any time prior to the completion of the 

stopped. 	
Quality of Pitch. 

Pitch shall consist of either coal-tar or natural asphalt as the Engineer shall 
select. 

The coal-tar pitch shall he straight-run pitch which will soften at 70 degrees 
Fahrenheit, and melt at 100 degrees Fahrenheit, being a grade in which distillate oils, 
distilled therefrom shall have a specific gravity of 1.105. 

Quality of Asphalt. 
The asphalt used shall be the best grade of Bermudez, Alcatraz or lake asphalt 

of eq'.ial quality, and shall comply with the following requirements: 
The asphalt shall be a natural asphalt or a mixture of natural asphalts, con-

taining in its refined state not less than ninety-five (95) per cent. of natural bitumen 
soluble in rectified carbon bisulphide or in chloroform. The remaining ingredients 
shall be such as not to exert an injurious effect on the work. Not less than two-
thirds (2-3) of the total bitumen shall he soluble in petroleum naphtha of seventy (70) 
degrees Baurne or in acetone. The asphalt shall not lose more than four (4) per 
cent. of its weight when maintained for ten (10) hours at a temperature of three hun-
dred (300) degrees Fahrenheit. 

Woven Fabric for Waterproofing. 
The woven fabric to be used, together with the pitch or asphaltum for water-

°roofing, shall have been treated with pitch or asphaltum or another suitable material 
before being brought on the work. The fabric and the material used in its treat-
ment.  shall be approved by thp Engineer. 

Concrete to Be Dry. 

All concrete shall be dry before waterproofing is attached. If for any reason it 
is impracticable to have the concrete dry, then there shall be first laid a layer of the 
treated fabric, on the upper surface of which is to be spread the first layer of pitch 
or asphaltum; the said layer of fabric shall not be counted as one of the required 

plies Each layer of pitch or asphaltum fluxed as directed by the Engineer must com-
pletely and entirely cover the surface on which it is spread without cracks or blow-
holes 

Fabric for Waterproofing to Be Carefully Laid. 
The fabric must be rolled out into the pitch or asphaltum while the latter is still 

hot. and pressed against it so as to insure its being completely stuck over its entire 
surface, great care being taken that all joints are well broken, and that the ends of 
the rolls of the bottom layers are carried up on the inside of the layers on the sides, 
and those of the roof down on the outside of the layers on the sides so as to secure a 
full lap of at least one (1) foot. Especial care must be taken with this detail. 

Skilled Labor to Be Employed. 
None but competent men, especially skilled in work of this kind, shall be em-

ployed to lay the waterproofing. 
When the finishing layer of concrete is laid over or next to the waterproofing 

material. care must be taken not to break, tear or injure in any way the outer surface 
of the pitch or asphaltum. 

13—DRAINS AND PUMPS. 

Railroad to Be Drained. 

Every part of the railroad, the station and appurtenances connected therewith, 
must be arranged so far as possible that any water finding access thereto will be led 
away automatically to the City sewers. 

Where the railroad is on an inclined gradient, and is constructed in dry, porous 
soil, the floor of the railroad may be depended on to act as a conduit. At the bottom 
of the inclined gradient connections must be made with a sewer or with sub-drains 
lying beneath the railroad and draining into the sewers. 

Sub-Drains. 
Along such parts of the work where the soil is not porous, or where the floor of 

the railroad cannot, in the judgment of the Engineer, be used as a conduit, there 
shall be laid, beneath the rail level and on a continuous descending gradient, drain 
pipes of vitrified salt-glazed stoneware, of the quality described in these specifications 
for sewer pipe. These drain pipes shall be of such diameter not exceeding fifteen 
(IS) inches. as the Engineer may direct, and there shall be one (1) such drain for 
each two (2) tracks. Each drain shall be laid in the concrete or directly in the soil 
with tight or open joints, as directed. and in such manner and in such position as, 
in the opinion of the Engineer, local circumstances require. 

Where drain pipes connect with the City sewers, the junction shall be pro-
tected by suitable traps, and back-pressure valves or gate valves where necepary, 
to prevent back rush of water or gas from the sewers. Connections wi'h the railroad 
shall be as necessity demands and all as directed by the Engineer. Where the rail-
road is in rock, or partly in rock, cross drains to connect with the main drains will 
be placed at such places and in such manner as the Engineer shall direct. 

Sumps. 
Whenever the grade of the railroad passes below the bottom of adjacent sewers 

there shall be constructed a sump connected with the sub-drains or the floor of the 
railroad. Such sump must be watertight, with a capacity of not less than eight 
hundred (800) gallons.  

14—STEEL AND IRON. 

Open Hearth Process. 
Steel shall be made in an open hearth furnace. 

Chemical and Physical Properties. 
The chemical and physical properties of finished material shall conform to the 

following limits: 

Structural 	Carbon Rivet 
	

Steel 
Properties. 	 Steel. 	Steel. 	Castings. 

Phos. (Max.) 	.04% 	.04% 	 .05% 
Sulph. (Max.) 	.05% 	.04% 	 .05% 
Mn. (Max.) 	.60% 	.60% 	 .80% 
Si. (Max.). 	.10% 	.10% 	 .35% 
Ult. Str 	  60000+4000 	50000+4000 	65000-4-(Min.) 
Yield point 	55% Ult. 	55% Ult. 	35000-4-(Min.) 

1500000 	1500000 
Elongation    20% in 2" 

Ult. Str. 	Ult. Str. 
Fracture  	Silky. 	Silky. 	Fine granular. 
Cold bend 	 180° flat. 	180" flat. 	120°(d.=3 1-.) 

The yield point shall be that strain, beyond which the elongation ceases to he 
proportional to the weight imposed, and may be indicated by drop of beam. The 
speed of testing shall be governed by the Inspector. 

Finish. 
Sufficient discard shall be made to insure sound material free from piping or 

excessive segregation. The material shall be finished straight and smooth, and shall 
be free from all seams or other defects. Any imperfection which may develop during 
the progress of the work will be sufficient cause for rejection. 

Steel castings shall be true to pattern and free from injurious imperfections. 

Standard Test Pieces. 

The tensile strength, yield point and ductility of the material shall be determined 
from a standard test piece of not more than two (2) inches in width, and about one-
half (i) square inch in sectional area, cut from a full sized bar, with sides turned 
or planed parallel so as to give a uniform minimum section for at least nine (9) 
inches. Whenever practicable the two sides of the test piece shall be left as they 
come from the rolls, but the finish on opposite sides shall be alike in this respect. 

Specimens for bending shall be cut from the material as rolled. 
Rivet rods shall be tested as rolled. 
For steel castings the test piece shall be turned to a uniform minimum section 

of one-half (A) inch diameter, for a length of at least two and one-half (21/2 ) 
inches. Specimens for bending shall be one (1) inch by one-half (IA) inch in section. 

In determining the ductibility, the elongation shall be measured after breaking 
on an original length as specified, in which length shall occur the curve of reduction 
each side of the point of fracture. 

Where Taken From. 
For rollers the specimens shall be cut from the finished bar so that the centre 

of the specimen shall be one inch from the centre of the bar. 
For steel castings the specimens shall be cut from coupons cast on some portion 

of a casting from each melt, and shall be annealed with the casting before it is cut 
off. 

Treatment of Test Specimens. 
The material from which test specimens are cut shall receive the same treat-

ment as the material which it represents in the finished structure. 

Number of Tests. 
At least one tensile and one bending test shall be made from each melt of steel 

as rolled. In case steel differing three-eighths (3/8,) inch or more in thickness is 
rolled from one melt, a test shall be made from the thickest and from the thinnest 
material rolled. 

Variation in Weight. 
A variation in weight of any piece of steel of two and one-half per centum (2V2  

per cent.) from that specified, shall be sufficient cause for rejection, except in case of 
sheared plates exceeding one hundred (100) inches in width, where the variation 
may be five (5) per centum. 

Material Marked. 
Each finished piece of steel shall be marked with the melt number. 

WROUGHT IRON. 

Double Rolled. 
All wrought iron shall be double rolled, and no scrap used in its manufacture. 

It shall be thoroughly welded in rolling, shall be tough, ductile, and fibrous, and shall 
be finished straight and smooth. It shall be uniform in quality and free from surface 
defects. 

Method of Testing. 
The methods specified for testing rolled steel shall apply generally to wrought 

iron. It shall show by the standard test piece an ultimate strength of fifty thousand 
(50,000) pounds per square inch, and a yield point of twenty-six thousand (26,000) 
pounds per square inch. It shall bend one hundred and thirty-five (135) degrees 
with inner radius not to exceed twice the thickness of the piece tested. 	W1hen 
nicked and bent the fracture shall show at least ninety (90) per centum fibrous. 

CAST-IRON. 

True to Pattern. Tests. 
All castings shall be true to pattern, out of wind and free from injurious imperfec-

*ions. They shall be of a good quality of tough gray iron made by the cupola process. 
Sample test pieces, cylindrical in shape, one and one-quarter (1/) inches in diameter 
and fifteen (15) inches long, cast under the same circumstances as those which attend 
the casting of the full sized piece, shall sustain at the centre, when resting upon two 
dull knife edges twelve (12) inches apart, a load of three thousand (3,000) pounds with 
a deflection of at least one-tenth (1/10) of an inch before rupture. 

WORKMANSHIP. 

Quality. 

All workmanship shall be first class. All parts exposed to view shall be neatly fin-
ished. All nuts on the finished structure shall be hexagonal. 

Rods to be used for reinforCing concrete shall be deformed as approved by the En-
gineer ; plain bars will not be used. 

All material shall be straightened in the shop before being worked in any way. 

Holes Accurately Spaced. 
All holes shall be accurately spaced and punched. Unfair holes shall be reamed to 

exact match; drifting to enlarge the holes will not be allowed. Poor matching of holes 
will be cause for rejection. 

Size of Punch. 
In punching, the diameter of the punch shall not exceed by more than one-sixteenth 

(1/16) of an inch the diameter of the rivet to' be used, and the diameter of the die 
shall be as small as may be required to punch a clean hole. When the material is to be 
subpunched and reamed a punch of diameter three-sixteenths (3/16) of an inch smaller 
than specified above shall be used, and all reaming shall be done after the material is 
assembled, with twist drills of one-sixteenth (1/16) of an inch greater diameter than 
the rivet to be used. 
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Subpunching and Drilling. 
All material over seven-eighths ( .74) of an inch thick shall be drilled from the 

...Aid. Material over five-eighths (sit) of an inch and not exceeding seven-eighths (7/8) 
of an inch in thickness shalt be stibpunched and reamel. All other material may be 
Iiirect punched. 

Sheared Edges. 
Sheared edges of material exceeding five-eighths (V8) of an inch in thickness to 

he used in main members shall be planed at least one-eighth (r/8") of an inch. 

Burrs Removed. 
All burrs shall be  removed, and the members shall have all parts firmly drawn to-

gether with bolts before reaming-  or riveting is commenced. 

Riveting. 
Rivets when driven shall completely fill the holes, and shall be machine driven 

wherever possible. They shall have full concentric heads or they shall be countersunk 
when so required. Rivet heads shall not be flattened to less than half the diameter of the 
ivet on the line of the shank unless countersunk. 

Use of Bolts. 
Generally the use of bolts instead of rivets will not be permitted, but when used in 

special cases the holes shall be reamed parallel, and the bolts turned to a driving fit. 

Templates. 
All holes for field rivets, excepting those in connections of lateral and sway bracing, 

shall be subpunched and accurately drilled to an iron template, or reamed and match 
marked while the connecting parts arc temporarily assembled in the shop. In case of 
..plices of tipper  chords or other compression members the abutting members shall be 
brought to a forcible contact. 

Finished Members. 
Finished members shall be true and free from kinks, twists or open joints. Ends of 

floor beams and stringers shall be finished square and true. 

Rods Upset. 
Rods and bars which are to receive a thread shall be properly upset. Where 

threads arc cut on steel, they shall be properly filleted. 

Annealing. 
Steel, except in minor details, which has been partially heated shall be properly 

.annealed. All steel castings shall be annealed. 

Abutting Surfaces Faced. 
All abutting surfaces, except flanges of plate girders, shall be neatly planed or 

faced perpendicular to the direction of strain, so as to insure even bearings. 

Stiffeners. 
Stiffeners of plate girders shall tit neatly against the flange angles. Web splice 

plates and fillers under stiffeners shall be cut to tit within one-eighth (q) of an inch 
of flange angles. 

Rollers and Bed Plates. 
Rollers shall be turned and roller beds and bed plates planed; the bottom of the 

shoes shall be planed exactly parallel to the centre line unless otherwise shown on the 
drawings. The cutting of the planing tool shall be in the direction of expansion. 

Details Boxed. 
Nuts, bolts, rivets and other details shall be boxed. 

Weight Marked. 
The weight of every piece and box shall be plainly marked upon it. 

Inspection. 
Free access and information shall be given by the Contractor for a thorough in-

spection of material and workmanship, with proper office facilities. 

Mill Orders in Triplicate. 
The Engineer shall be furnished copies in triplicate of all mill orders, and no ma-

terial shall be rolled nor work done before the Engineer has been notified so that he 
:nay arrange for the Inspector. 

Contractor Responsible. 
The Inspector shall make detailed reports of his inspection to the Engineer, and 

may notify the Contractor of any defects in the material or workmanship, but all ac-
ceptances made by him shall be considered temporary, and his inspection shall in no 
way relieve the Contractor of full responsibility for the character and accuracy of the 
v..ork until its completion and final acceptance by the Engineer. 

Chemical Analysis. 
Chemical determination of the percentage of carbon. phosphorus, sulphur and man-

ganese shall be made by the manufacturer from a test ingot, so taken, during the cast-
ing of each melt of steel, as to fairly represent the melt. Two copies of such analysis 
...hall be furnished to the Engineer or his Inspector. 

Check Analyses. 
Check analyses shall be made, at the discretion of the Engineer, of the finished ma-

terial, on drillings from pieces selected by the Inspector from parts suspected of being 
most highly segregated. These analyses shall not show a variation above the ladle 

of more than twenty-five (25) per centum for phosphorus, nor more than 
fi

▪  

fty (50) per centum for sulphur. The analyses shall be made by a chemist designated 
by the Engineer. 

Contractor to Make Tests. 
The Contractor shall furnish. without extra charge, such standard test pieces as 

may he necessary to determine the uniform quality of the material, and also the use of 
a reliable testing machine, with necessary labor for testing. 

Inspector's Office. 
The Contractor shall furnish for the use of the Inspector a suitably equipped office 

• the mills and at the shops. 

15—PAINTING. 
All metal work, excepting as otherwise herein provided, shall be painted with three 

coats of paint, including the shop coat, of kind and quality approved by the Engineer. 
Lead or carbon paint will generally be required. 

Shop Coat. 
All iron shall be scraped free from scale, and receive one coat of approved paint as 

herein specified before leaving the shops. All surfaces which come in contact or are 
enclosed shall he painted before being assembled. All turned or faced surfaces shall 
receive a coat of white lead and tallow before leaving the shops. 

Quality of Red Lead. 
The red lead shall he strictly pure, and shall contain at least 80 per cent. of true 

lead (Pb, Os). The color shall be a clean pure tint. The red lead shall be of the 
fineness that when washed with water through a No. 19 silk belting cloth not more 
than 1 per cent. shall be left on the screen. 

Quality of Linseed Oil. 
The linseed oil must be absolutely pure, fully aged and ripened, well settled oil. 

It shall be perfectly clear on receipt, and after heating to 212 degrees Fahrenheit on a 
current of hydrogen shall not show a deposit of foots nor a loss of over 0.4 per cent. 
for raw oil. nor over 0.2 per cent. for boiled oil. The specific gravity at 60 degrees 
Fahrenheit for raw oil shall be between 0.932 and 0.937, and for boiled oil between 
0.936 and 0.940. 

Original Packages. 
All material to be delivered, inspected and sampled in original packages. 

Proportions in Mixture. 
Red lead paint will be mixed in the proportion of 500 pounds of red lead to 6 gal-

lons of boiled linseed oil and 12 gallons of raw linseed oil. 
Where the shop coat has become damaged before or after erection, through any 

cause whatever, it shall be renewed with the same kind of paint as originally used, such 
renewal to be considered only as a part of the original shop coat. If the Engineer so 
directs. on members or parts of members buried in concrete the shop coat will be 
omitted. 

Structural Steel and Rods. 
Structural steel and rods to be imbedded in concrete shall be protected from the 

weather before being put in place, and shall he cleaned and scales removed but not 
painted before being incased in the concrete. 

Second Coat Carbon Paint. 
The second coat of paint shall be a black carbon paint, or such other paint as may 

be approved by the Engineer. It shall be applied after erection, but not until the 
metal has been cleaned from dirt or other objectionable matter that may be found 
thereon. It shall be applied to such parts of the metal as the Engineer shall direct. 

Metal to be Cleaned After Erection. 
After erection the metal shall be thoroughly cleaned of all dirt, rust or scales 

by stiff wire brushes or sand blasts, as directed, and afterward dusted and thor-
oughly and evenly painted as described above. No paint shall be applied until the 
cleaning has been passed upon by an Inspector. 

Third Coat. 
The exposed members shall be given a third coat. Between stations, this shall 

be black carbon paint, but for the stations, and for 30 feet each way therefrom, see 
specifications for painting under the heading of the Stations. 

Third Coat, When Applied. 
The third or finishing coat shall be applied to all exposed surfaces of the metal 

after its erection, and after the completion of the masonry or other work; it shall 
be applied at such time after such completion and before the final acceptance of the 
work as in the judgment of the Engineer may be advisable. 

Surfaces in Contact. 
Surfaces of built-up members in contact, or inaccessible after assembling, shall 

be cleaned before assembling, and shall be painted with one (1) heavy coat of red 
lead. The parts shall be at once assembled for riveting, while the paint is still 
fresh. 

All recesses that might contain water, or through which water could enter, must 
be filled with thick paint or a waterproof cement of ground skins before receiving 
final painting. 	 4 

All surfaces so close together as to prevent the insertion of a brush must be 
painted thoroughly by using a piece of cloth. 

Inspection of Paint. 
All materials for painting shall be subject to inspection and chemical analysis, 

and the detection of any inferior quality of material or adulterant shall involve the 
rejection of all such material and the scraping and repainting of such portions of the 
work as were painted with it. 

The mixing and application of paint and the preparation of the surface before 
the application of the paint will be subject to the closest scrutiny. 

No painting in rainy or freezing weather or on wet surfaces shall be permitted. 

16—DUCTS. 

Quality. Size. 
The ducts to contain cables for transmitting electricity shall be manufactured 

of the best clay, thoroughly mixed, burnt and vitrified, sound in all respects, straight 
and free from soft spots, stones, cracks or blisters calculated to impair their strength 
or durability; in lengths generally of from eighteen (18) to thirty-six (36) inches, 
shorter lengths shall only be used as directed ; generally in four-way form with circular 
holes, the least diameter to be three and one-half (3%) inches ; one, two or three-
way ducts shall be used in special cases as determined by the Engineer. The interior 
surface of the holes to be smooth and clear of warts, tits, pits or blisters, which may 
tend to strip the lead coating from the electric cable in pulling the same through the 
duct. The ends to be cut smooth and at right angles to the axis of the duct and 
beveled on inside for three-quarters 0.4) of an inch. 

The outside walls and webs of four-way ducts to be three-quarters WO of an 
inch thick ; the outside dimensions of ducts to be not less than nine and one-quarter 
(914) nor more than ten (10) inches, and constructed square on outer lines; the 
dimensions of single two-way or three-way ducts shall be consistent with the above. 

The ends of ducts to be combed with two (2) sets of three (3) combings each, 
each combing to have a width of one-quarter (VI ) of an inch and a depth of one-
sixteenth (1-16) of an inch. 

Glaze. 
The inside and outside of ducts to be thoroughly glazed in the most approved 

manner with good salt glaze. 

Inspection. 
All ducts to be subject to inspection, both at the works and on delivery on the 

work. All rejected ducts to be promptly removed by the Contractor at his expense. 

How Laid. 
The ducts shall be laid in beds of cement mortar about one-quarter (%) of an 

inch in thickness, with broken joints and with full bearing. Two (2) strips of thick 
muslin six (6) inches wide, and coated with neat cement mortar, shall be used to 
wrap each joint, the ends of the wrap to lap six (6) inches. In laying the ducts care 
must be taken to close- abutting joints so that practically the end of ducts shall be in 
contact on all sides. Where ducts are laid on curves, the wraps 'must be doubled if 
required, to protect the openings between the ends of the ducts on the outer line of 
the duct and to exclude all mortar from duct openings. 

The ducts shall be laid with a mandril of the lengin and diameter to be prescribed, 
the same accurately fitting the duct openings, the mandril to be left in each duct until 
the next succeeding duct is laid. 

The ducts shall be laid with dowel pins where required. 
The ducts shall be so• laid that the centre of the holes to receive the electric cables 

shall, for each vertical section of duct, be laid on the same line vertically and hori-
zontally, to an accurate and perfect alignment. 

To be Rodded. 
After the ducts are laid and sufficient time is given to allow the mortar in 

beds to partially set, they shall be rodded ; all mortar or other foreign matter must 
be cleaned from the duct openings, leaving a clear and smooth opening. If obstruc-
tions are found in rodding the ducts which cannot be removed by cleaners, so as to 
give a clear and smooth opening of three and one-half (3%) inches in all duct open-
ings, the ducts shall be removed and relaid; all ducts after being rodded shall be 
plugged with suitable plugs to be furnished by the Contractor. 

Other Forms of Ducts. 
Other forms of ducts may be permitted, such as iron pipe tubing or ducts formed 

directly in the concrete benches, by special methods during construction, but only 
under plans and methods approved by the Engineer. 

Duct Manholes. 
Duct manholes shall be built at the sides of the railroad in connection therewith 

and as indicated on the plans. These manholes shall be generally at intervals of about 
three hundred feet, and shall be on either or both sides of the railroad as necessary, 
in accordance with the location of the duct lines. 
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They may vary in form as may be necessary to accornreftalate the work to local 
conditions. 

Duet manholes will he Ludt at the ends of the staiions to provide for the passage 
of the lines under the station platforms, and if found ilkwessary nn :-iccotint of the 
lengths of station plat forms, additional manholes will I c  constructed tinder the plat• 
forms. 

At manholes the ducts will I 	tt) conform -■ pla n s. 

17—SEWERS. 

In Accordance 	Plans and Specifications. 
All sewers and appurtenances shall he built of the materials, of the sizes and 

dimensions, on the lines and grade. at the depths, with the connections, and in the 
manner, as called for by these specincations and as shown on the drawings. 

Change of Location. 
If during the progress c,I the work it is found, in the opinion of the Engineer, 

impracticable to construct according to the contract drawings any sewers, manholes 
or other appurtenances owing to the presence of unknown subsurface structures of 
other contingencies, the Contractor shall construct such sewers, manholes or appur-
tenances in the location given by and according to the directions of the Engineer. 

General Clauses Apply. 
'cite general clauses in this contract relating to excavation, both in open trench 

and tunnel, backfilling, cement, mortar, masonry, waterproofing, piling, timber work 
of all kinds, care of streets and public places, maintenance of surface and subsurface 
structures, protection of persons and property, repaving or restoring of the surface 
of the street or other ;kiddie places, responsibility of the Contractor, authority of the 
Engineer to examine and condemn materials, and the power of the Commission and 
the Engineer in all or any other respects to enforce this contract, apply to the con-
struction and reconstruction of sewers, water mains, galleries or pavements, unless 
sliecilically amended or exempted below, both along the route occupied by the railroad 
,011 elsewhere, 

X() C/ainis for Dantages. 
Should posiponemert or delay be occasioned by the precedence of paving or other 

contracts, which may I e either let or executed 	the Pwrough President, Commissioner 
of Water SuFply, Gas and Electricity. or faller heads of departments, either before or 
after the execution of this contract, on the line of the work, no claims for damages 
therefor shall bk• made or allowed : ner shall any claim for damages be made or 
allowed in consequence of the street or the N!joining sewers not being- in the condition 
contemplated by the parties at the time of making the contract. except that if the 
Contractor shall be delayed in the performance of its work by reason of the street 
or the adjoining-  sewers not 	in such condition, an allowance of time may be 
given in .the completion of the work equal to the delay so occasioned, as elsewheu 
provided in this contract. 

Sfsc of Trenches. 
The trenches for sewers and basin culverts, both in earth and in rock, in streets 

along the route of the railroad, shall have vertical sides and shall be not less than 6 
inches wider than the greatest external width of the sewer or its foundation on the 
side farthest away from the subway, and in other streets the trenches shall have 
vertical sides, and shall be not less than 6 inches wider on each side than the greatest 
external diameter of the sewer, but no trench shall be less than 4 feet in width. They 
shall he excavated to the depth and to the form of the sewer or its foundation. 

Limit of Trench Opening. 
Not more than one hundred (100) feet of trench in sewers off the line of the rail-

road shall be opened at any one time in advance of the complete building of the sewer, 
unless hy permission of the Engineer. and for the distance specified. 

The excavation of trenches shall be fully completed at least 20 feet in advance 
of the laying of the sewer. 

Sewers Protected from Blasts. 
Should rock be encountered which requires blasting, the exposed end of the sewer 

shall, in all cases, be fully protected. 

Trenches for Manholes and Receiving Basins. 
Where the foundation for a manhole or a receiving basin extends beyond the line 

of such manhole or receiving basin, the minimum excavation required in earth shall be 
to the lines of the smalleq rectangle inclosing the full dimensions of the exterior of 
the foundation, and shall have vertical sides to the surface, but it shall, in all cases, be 
not less than 6 inches larger than the greatest external dimension of the manhole or 
receiving basin. 

In rock excavation, the trench shall be 6 inches larger than the greatest external 
ilimension of the manhole or receiving basin, or its foundation, and shall have vertical 
sides to the surface. 

Fonndations to be Made Good. 
Where the ground does not afford a sufficiently solid foundation, the trench shall 

be  excavated to such increased depth as the Engineer may deem necessary ; and this 
extra depth, and all other irregularities in the bottom of the trench, shall be filled up 
to the required level and form with such material, and in such manner, as the Engineer 
shall direct. If so directed, piles shall he driven and a timber foundation shall he con-
structed as elsewhere provided in these specifications to support the sewer. 

Inspection of Grades. 
When the trench is properly prepared, and before laying any sewer, the Contractor 

shall notify the Engineer, who will thereupon cause the grades for the sewer to be 
tested, and if correct the sewer shall then he laid in the presence of a duly authorized 
inspector, and at no other time shall such construction work be done. 

Trenches to be Kept Free from Water. 
The trenches shall be kept entirely free from water while the foundation and the 

masonry are being constructed or the sewer laid. In no case shall water be allowed to 
flow over the invert or foundation or through the sewer until the 'mortar is thoroughly 
set. 

Tunnelling. 
When tunnelling for sewers shall be deemed advisable, it shall be done in such 

manner as may be approved by the Engineer. 

Gutter and Passageway to be Kept Open. 
At all times the gutters shall be kept open for surface drainage, and the streets 

and sidewalks shall be kept clear and free for the passage of carts, wagons, carriages 
and street or steam railroad cars or pedestrians, and as otherwise provided in these 
specifications. 

Crosswalk, Sidewalk and Roadway to be Kept Clear. 
Where any crosswalk or roadway is cut by the trench, it shall be temporarily 

replaced by a timber bridge with side railings, according to the direction and approval 
of the Engineer. The work shall at all times be conducted so as to cause as little 
inconvenience as practicable to the public. 

Disposition of Paving Material. 
All curb, gutter, flagging, paving and macadam stones, necessary to be removed, 

which, in the judgment of the Engineer, are suitable to be used again, shall be stored 
in such places as the Engineer shall direct, or shall be removed as provided in these 
specifications; in all cases a passageway on the sidewalks and in the roadway shall be 
preserved free from needless obstructions. 

Flow of Sewers to be Maintained. 
The Contractor shall provide for the flow of, all sewers, drains and water-courses 

interrupted during the progress of the work, and shall restore and make good all 
connections, and shall immediately cart away all offensive matter, in such manner and 
with such precautions as the Engineer may direct. All temporary house connections  

shall be made by closed iron pipes, with suitable provision for preventing leakage at 
joints. Wlooden troughs for such connections will not he permitted. 

Bricks. 
In the construction of brick masonry none but the best quality of common brick 

burned hard entirely through, regular and uniform in shape and size and of compact 
texture, shall be used. They shall he culled as they are brought on the ground, and all 
hats and bricks of improper quality are to he removed from the work. Bats are to be 
used only in manholes and closures. 

How Laid. 
The bricks are to be thoroughly wet by immersion immediately before laying. 

Every brick is required to Le laid in a full joint of mortar, made as described in these 
specifications, on its Led, end and side at one operation. In no case is mortar to be 
slushed or grouted in afterward. The bricks shall be neatly and truly laid, every 
second course to line, and the joints to be carefully struck on the inside. 

All brick work, as it progresses, shall be racked back in courses, and in no -case 
will it be allowed to be toothed, unless by special permission from the Engineer. 

Brick or Stone Inverts. 
All inverts, or bottom curves, shall be formed from profiles accurately made 

according to the dimensions of the sewer, and correctly set according to the grades 
furnished. The masonry shall he allowed to set for twenty-four (24) hours before 
the arch is turned. Vitrified brick or granite paving blocks shall be used on the inner 
ring of the invert when required by the Engineer, and whenever so used they must 
be thoroughly jointed, so as to be water-tight along the inner surface of the sewer. 
The last course of the invert masonry below the springing line shall he laid as headers. 

Brick Arches. 
The arches or upper curves shall be formed on strong centres of correct form, 

according to the sizes and shapes required, and keyed with stretchers in full joints 
cf mortar. The extrados of the arch shall be plastered with mortar one inch thick, 
mixed in the proportion of one part of cement to two parts of sand. The centres 
Shall not be removed nor withdrawn in less than thirty-six hours, or until the work is 
thoroughly set, and until the tilling on the arch is properly put into place to a depth 
which is at least one foot above the crown of the arch. The centres in all cases shall 
be struck and not drawn. so as not to crack or injure the work. Should any crack 
n settlement appear in the arch after the centres are removed, so much of the work 
as the Engineer may require shall be taken down immediately and replaced. 

Spurs. 
Vitrified or iron sewer pipes or spurs, equal in every respect to those described 

elsewhere in these specifications, and not less than 6 inches interior diameter, with hubs 
moulded for house connections, and of sufficient length to project at least 4 inches 
neyrind the exterior of the sewer, shall be built into the walls of brick sewers and at 
7.11(11 ar angle as indicated on the plan, or as the Engineer may direct. 

How Built In. 
They shall be built in wherever similar house connections exist in the present 

s; ever which is to be reconstructed under this contract, but in no case shall the distance 
be more than 20 feet between spurs. In the case of the construction of new sewers 
where no,  sewers existed previously, except sewers under public parks or those crossing 
intersecting streets, they shall he built opposite each house, and where there are no 
hoases, they shall he not more than 15 feet apart on each side of the sewer or at such 
frequent intervals as local conditions may require. They shall be set so that their 
inner ends shall be Ilush with the inner face of the sewer, at such height in the walls as 
the Engine.rr may direct, and each pipe shall be sealed on the outside with an approved 
earthenwai c cover set in mortar. 

Iron Chair Spurs. 
Wlicre the sewers to he built under this contract will be at a depth greater than 

13 feet below the established grade of the street (or below the surface of the street 
vliere final grades have not been established), cast iron chair spurs, of the design 

rhos: n on the drawings, not less than 6 inches in diameter and of the weight of extra 
heavy so:1 pipe, shall be used instead of vitrified pipe spurs. Where house drains are 
0-, be connected to these spurs, extra heavy soil pipe and fittings shall be used for the 
riser between the spur and the house drain. Where the spurs are provided for future 
connections, risers of extra heavy soil pipe shall be placed in each spur and shall be 
brought to a point 13 feet below the established grade of the street, the end of which 
shall be sealed with an approved cover laid in cement mortar. The joints of this pipe 
shall he packed, leaded and caulked in accordance with these specifications for laying 
wat er mains. 

Under Station Platforms. 
Wherever the sewer passes under a station platform, pipe gallery or other struc-

ture, extra heavy soil pipe shall be laid from the spur to the outside of such station, 
pipe gallery or other structure, brought up to a point thirteen feet below the established 
grade of the street, caulked and sealed as provided above. All pipes passing under 
such structures shall be laid in concrete. 

Concrete Sewers, Form., Dimensions and Materials. 
Where indicated on the plan, or, if during the progress of the work it is deemed 

advisable to build sewers of concrete in place of brick, the Contractor, when directed 
by the Engineer, shall build such sewers of the kind and quality herein specified. 

Steel Bars Used if Ordered. 
Concrete sewers shall be reinforced with steel bars if so indicated on the plans 

or directed by the Engineer. 

Profiles and Inverted Centres for Inverts. 
Proper profiles for the concrete inverts shall be set up at the required distances 

and the concrete for the bottom and invert of the sewer shall be deposited in place 
and rammed and worked down to the required shape. The concrete for the bottom and 
invert, if so directed, shall be placed in alternate lengths extending between every other 
pair of profiles, so that opportunity may be given to properly work the concrete in 
place. If the Engineer so directs, the concrete for the invert shall be put into position 
and properly rammed into place against suitable forms of invert centres, which are to 
be removed when the concrete has become sufficiently set. 

Invert to be Protected. 
The concrete of the invert shall be protected during the progress of the work with 

planking, or by such other suitable methods as the Engineer shall direct and for so 
long a time as he may require. 

Forms, Moulds, etc. 
Suitable forms or moulds, of the size and design to be approved by the Engineer, 

shall be provided by the Contractor to support the concrete of the side walls and roof 
while the same is being rammed into the permanent work. All forms or moulds shall 
be made of the material and shall be secured. as elsewhere provided in these specifica-
tions 

Defective Work. 
If any voids or irregular or defective work is discovered upon removing the forms 

or moulds, such voids or work shall be cut out and filled with a rich concrete or 
mortar mixed in such proportions and of such materials as provided elsewhere in 
these specifications. 

Joints. 
No joints between different sections of the walls of a sewer shall, in any case, be 

a straight line, but shall always be stepped or toothed, so as to give a broken joint in 
the manner to be approved by the Engineer. 

Spur Pipes, Branches, etc. 
In so far as they will be applicable to sewers constructed of concrete the provi-

sions and requirements for spurs, branches, etc., in brick sewers shall be understood to 
govern in such construction. 
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Vitrified Pipe Sewers. Quality of Pipe. 
Pipe sewers shall be built of vitrified, salt glazed stone-ware pipe, with or without 

hub, as the Engineer may direct. The pipe shall be of the best quality, thoroughly 
and perfectly burnt, without warps, cracks or imperfections, well and smoothly glazed 
■wer the entire inner and outer surfaces and perfect in shape. The pipe shall be sub-
ject to all tests ordered in conformity with any requirements of the Bnrcau of Sewers 
at any time previous to its being used. 

Thickness. 
The size of the pipes shall be designated by their interior diameters. Each pipe 

shall be a true cylinder and of even thickness throughout, according to the following 
schedule: 

Six-inch pipes shall be not less than s.5 of an inch thick; 8-inch pipes shall be not 
less than Yt of an inch thick ; 10-inch pipes shall be not less than 	of art inch thick: 
12-inch pipes shall be not less than 1 inch thick ; 15-inch pipes shall be not less than 15:i 
inches thick ; 18-inch pipes shall be not less than 1vz inches thick; 24-inch pipes shall 
be not less than 2 inches thick ; 30-inch pipes shall be not less than 2/ inches thick. 

Lengths. 
No pipe shall be less than 2 feet in length, and pipes of 12 inches, 15 inches and 

18 inches in diameter shall be not less than three feet in length. 

Curved Pipes. 
When required, curved pipes shall be furnished and laid, curved to such a radius as 

may be required or as indicated on the plan of the work. No curved pipe shall ex-
ceed 3 feet in length. 

Hub and Spigot Pipe. 
In case the Engineer shall order hub and spigot pipe to be used, the hub shall have 

a depth of at least three (3) inches from its face to the shoulder of the pipe on which 
it is moulded, and shall have an interior diameter not less than one (1) nor more 
than two (2) inches greater than the exterior diameter of the pipe which is to be 
fitted into it. 

Straight Pipe With Collars. 
In case the Engineer shall order pipe without hubs to be used, it shall be fitted 

with a collar of the same thickness as the pipe and not less than five inches wide. 
Each collar must have an internal diameter of not less than one-half inch nor more 
than one and one-half inches greater than the external diameter of the pipe to which 
it is to be fitted. 

Spur Pipes. 
Pipes having spurs not less than six inches in diameter with hubs moulded thereon 

for house connections shall be furnished and laid at such points as indicated on the 
plan or as directed by the Engineer, and when not immediately used, they shall be 
sealed on the outside with approved vitrified earthenware covers set in mortar. 

Risers. 
The provisions for risers on brick sewers shall also apply to pipe sewers. 

Bends. 
Bends. siphons and special pipe shall be furnished and laid of the size and forms 

shown on the plans of the work or as required. 

Pipe Sewers, How Laid. 
All pipes shall be laid in concrete cradles of the required form and dimensions. 

The first layer of concrete shall be four inches thick for the full width of the cradle 
and after being thoroughly tamped shall be allowed to set for a period of not less 
than twenty-four hours. Upon the bed thus prepared the pipe shall be laid true ac-
cording to the line and grades furnished. The ends of the pipes shall abut against 
each other and in such manner that there shall be no shoulder or unevenness of any 
kind along the bottom half of the sewer on the inside. Unless otherwise ordered, not 
less than fifteen feet of pipe shall be laid at any one time in any one length of trench. 
The remainder of the concrete shall then be put in place and shall be exposed for at 
least twenty-four hours for inspection, as required for the bottom course. 

Jointing Hub and Spigot Pipes. 
When hub and spigot pipes are used, the lower half of each hub shall be plastered 

on the inside with a layer of cement mortar mixed in the proportion of one part of 
cement to one part of sand and of a sufficient thickness to bring the inner surface of 
the abutting pipes flush and even with the established flow line. After the pipes are 
fitted, the space between the inside of the upper half of each hub and the outside of 
the entering pipe shall be filled with cement mortar mixed as above specified, and the 
outside of the joint shall be thoroughly sealed with the same kind of mortar and the 
joints carefully wiped inside and outside. 

Jointing Pipes Without Hubs. 
When pipe without hubs is used, the collar or ring shall lap equally the ends of 

each abutting pipe; each shall consist of not more than three pieces, the largest of 
which shall he placed at the bottom. 

The space between the ring and the pipes shall be as uniform as possible and shall 
be thoroughly idled with cement mortar mixed in the proportions specified for hub and 
spigot pipe. The joints shall be carefully wiped and pointed inside and outside and 
all mortar that may be left on the inside shall be thoroughly cleaned out and the pipe 
left clean and smooth throughout. 

Iron Pipe Sewers. 
Sewers of iron pipe of the quality and laid in the manner described elsewhere 

in these specifications for the laying of water mains shall be laid wherever indicated 
on the plans or at such places as the Engineer shall direct. 

Special Castings. 
Wherever such pipes are laid under station platforms, pipe galleries or through 

vaults, they shall, when required by the Engineer, be provided with special castings for 
manholes, which shall be fitted with a cover bolted on so as to make an air-tight joint, 
according to the plans to be furnished by the Engineer. 

Ventilators. 
Whenever, in the opinion of the Engineer, it becomes necessary to provide ventila-

:ion for sewers under station platforms, pipe galleries or other structures, iron pipe 
,hall be laid from the sewer to the surface of the street and fitted with proper gratings 
iccording to the plans to be furnished by the Engineer. 

Connections. 
All existing sewers, culverts, drains and house connections intercepted by the 

iroposed sewers, culverts or receiving basins shall be connected with the new work 
)y proper curves and grades and in such manner as the Engineer shall direct; and 
L11 drains, basins or culverts rendered unnecessary or becoming disused by the work 
ferein contemplated shall be filled in and made solid with good wholesome earth in 
he manner directed. Provision shall also be made for the connection of future sewers 
Jr basins by constructing brick spurs or inserting vitrified pipe at the points indicated 
In the contract drawings and at other points as the Engineer may direct. These con-
fections shall be closed with bulkheads not less than eight inches in thickness and of 
he quality specified for brick masonry. 

Fresh Work to be Protected. 
All fresh work shall be carefully protected from injury in every way. No wheeling 

r walking will be allowed on it and any portion injured must be relaid by the Con-
ractor ; no walking or working over the pipes after they are laid (except as may be 
ecessary in tamping the earth and refilling) will be allowed until there is at least 
wo and one-half feet of earth •over them. 

Pipes to be Kept Clean. 
The interior of pipe sewers shall be carefully freed from all dirt, cement and 

uperfluous material of every description as the work progresses, for which purpose 
disc, mould or plate, attached to a rod sufficiently long to pass two joints from the 

nd of the pipe last laid, shall be continuously worked through. _ 

Exposed Ends of Pipes to be Protected. 
The exposed ends of pipe sewers shall, ill all cascs, he protected with a board 

or other stopper carei nlly 	tcd 1 1:i0 vitt% !f, prevent e:trth or other substances from 
wasliing in, and in no case shall 	t7r stone be it 	for that purpose. 

Manholes. 
Manholes shall be built at such points on the line of the sewers and of the form, 

thickness and materials as shown on the plans. The masonry shall be carried up so 
that the top of the iron head when set shall be at the level of the established grade 
of the street at that point or to such height as the Engineer may direct, and from 
templates correctly made and set at top and bottom, between which not less than 
eight lines shall be drawn. Where manholes are not built to the established grade 
of the street, they shall be covered, when necessary, by special bluestone eight inches 
in thickness, to support the manhole heads. All joints shall be neatly struck and 
pointed on the inside. Each manhole shall be plastered thoroughly on the outside 
with cement mortar one inch in thickness, mixed in the proportion of one part of 
cement to two parts of sand. 

Foundations. 
The foundations for manholes shall be of concrete or masonry of the kind indi-

cated on the plans and shall commence not less than twelve inches below the flow-
line grade of the sewer, except as otherwise indicated on the plan. When additional 
foundation to that indicated on the plan is required, it shall be built as directed by 
the Engineer. 

Sewer pipes shall be built in and trimmed, when necessary, so as to be flush with 
the inner face of the manhole, and an arch, laid in cement mortar, shall be turned 
over the pipe. 

The invert shall be built of vitrified brick, cut stone or concrete masonry, as 
directed by the Engineer. 

Use of Bats. 
A reasonable number of bats not smaller than half bricks may be used in the 

construction of manholes or receiving basins, provided all interstices are thoroughly 
filled with mortar. 

Steps. 
Standard steps of good quality of galvanized wrought iron, of the size, length and 

shape required for steps, shall be built into the interior sides of all manholes at a 
distance apart of not more than fifteen (15) inches vertically and they shall be so 
arranged that the lowest step shall be not more than two feet above the bench at the 
bottom of the manholes nor more than two feet above the invert of the sewer where 
there is no bench. Each manhole head shall be cast with a wrought iron step on 
the inside, when directed by the Engineer. 

Bluestone. 
Hammer-dressed bluestone shall be furnished and laid of the fhrin and thickness 

required as indicated on the plan or as otherwise directed. 

Manhole Head and Cover. 
A cast-iron manhole head and cover of the quality specified for cast-iron and of 

the pattern adopted by the Presidents of the different Boroughs, and in dimensions, 
weight and all other respects satisfactory to the Engineer shall be fitted on a bed 
of mortar to each of the above described manholes. Manhole heads and covers which 
do not conform to these specifications shall be at once removed from the work. 

Perforations. 
Covers to be used on manholes in the street shall be perforated. Those used on 

sidewalk manholes shall be tight-fitting, without perforations. 

Weights. 
Each manhole head and cover shall have its weight distinctly marked upon it 

with oil paint. The following shall be allowed as the minimum and maximum 
weights: 

Street manhole head, 475 to 500 pounds ; street manhole cover, 135 to 150 pounds; 
sidewalk manhole head, 300 to 310 pounds; sidewalk manhole cover, 100 to 110 pounds. 

Noiseless Heads and Covers. 
When the pavement of the street is asphalt the manhole shall be fitted with a 

noiseless head and cover, to be approved by the Engineer. 

Sealed Manhole Heads and Covers. 
All manholes in station platforms, pipe galleries, vaults or other structures shall 

be provided with sealed manhole heads and covers according to the design indicated 
on the plans. 

Emergency Manholes. 
Where a sewer crosses under the subway, emergency manholes shall be provided 

when directed by the Engineer and according to plans to be furnished by him. 

Manholes to be Completed. 
The above described manholes, whether on brick or pipe sewers, shall in all cases 

be fully and completely built and fitted with their covers-as the work progresses and 
as each is reached, and the sewers shall not be laid beyond or in advance of any 
uncompleted manhole. 

Receiving Basins. 
Receiving basins shall be built as located on the plans or as the Engineer shall 

direct and in accordance with the plans to be furnished. Each portion of the basin 
shall be built of the size and materials designated on said drawings and shall be 
thoroughly plastered, both inside and outside, with cement mortar in the proportion of 
one part of cement to two parts of sand. 

Foundations. 
The foundations for receiving basins shall be of concrete or masonry of the kind 

indicated on the plans and shall commence not less than twelve inches below the 
finished floor of the basin, except as otherwise indicated on the plans. When addi-
tional foundation is required, it shall be built as directed by the Engineer. 

Stone Flooring. 
The flooring shall be of hammer-dressed North River bluestone flagging, not less 

than three inches thick, in two pieces, and shall be set in a full bed of mortar and 
rammed into place. The floor may be finished with cement mortar mixed in the pro-
portion of one part of cement to one part of sand if so directed by the Engineer. 
The mortar shall be spread, while fresh, upon the concrete base while the latter is still 
soft and adhesive and before it shall have reached its first set, in such quantity that 
after thorough manipulation it shall be one inch in thickness. 

Head Stone and Gutter Stone. 
Where head stone and gutter stone are required they shall be of sound, durable 

granite of the dimensions indicated on the plan, hammer dressed to an even surface 
and cut to the satisfaction of the Engineer. Cast-iron basin heads and gutter pieces 
of the design indicated on the plans shall be set instead of the above when required. 

Cast-Iron Cover. 
A cast-iron cover of approved pattern weighing not less than eighty nor more 

than ninety-five pounds shall be fitted to the opening in the head stone. 

Grate Bar. 
A grate bar made according to the plan shall be fastened solidly into the said 

head stone in the manner indicated. 

Cast-Iron Trap. 
A cast-iron trap of the form and dimensions indicated on the plan and free from 

imperfections, and properly coated with coal pitch varnish shall be furnished and built 
into place as directed by the Engineer. 

The joints shall be tightly fitted with an oakum gasket or with cement mortar 
if so directed. 
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Iron Steps. 
Galvanized iron steps o f the same design required for manholes shall be built into 

the walls. 
Culz.ert Pipes. 

The culvert pipe for connections with sewers shall be 12-inch vitrified pipe unless 
otherwise indicated on the plan, and of the kind and quality previously described, and 
shall he hid, in all cases, in a concrete cradle of the form and dimensions required 
for pipe sewers and in accordance with the  directions of the Engineer. In case it 
becomes necessary to connect any basin already built, with the work to be constructed, 
so much of such culverts as,'-in the opinion of the Engineer, may be necessary shall 
be taken up and rebuilt or reiaid with vitrified pipe, or brick as the case may be, in 
the manner described alloy,. and reconnected in a straight line from the basin to the 
sewer. 

Plush Tanks. 
Automatic flush tanks shall be built where located on the plans or where directed 

by the Engineer, and in accordance with the details shown on the contract drawings, 
or other details to be furnished he the Contractor, subject to the approval of the Engi-
neer. 

Water Service. 
The Contractor shall. at his own expense, furnish all materials, perform all work 

and make all arrangements for the installation and connection of flush tanks with the 
water main, in strict compliance with the regulations of the Department of Water 
Supply. Gas and Electricity. 

IVaterproofing. 
Whenever, in the opinion of the Engineer, it is necessary to waterproof a sewer, 

chamber or receiving basin, or their appurtenances, it shall be done as indicated on the 
plans or as directed by the Engineer and in the manner described elsewhere in these 
specifications. 

The backfilling of the trenches shall be done as provided elsewhere in these speci-
fications. 

Mortar. 
All masonry shall be laid in Portland cement mortar of the quality described in 

these specifications. It shall be mixed in the proportion of one (1) part of cement to 
two (2) parts of sand, excepting as otherwise specially provided. 

Concrete. 
All concrete for sewers shall be made in the proportions of one (1) part of cement 

to two and one-half (2;'..:) parts of sand and four and one-half (411) parts of stone 
of the quality described in these specifications. 

Paving. 
On the completion of each sec: ion of one hundred feet of sewer, the regrading and 

temporary paving over the same shall be done and all surplus earth, sand and rubbish 
shall be immediately removed. After the completion of the work a permanent pave-
ment shall be placed over the entire length of the trench as provided elsewhere in these 
specifications. 

Permits for Connections. 
The Commissioner of Public Works shall have the right to connect any sewer or 

sewers with the sewers herein described, or to grant permits to any person or persons 
to make connections therewith at any time before it is finally completed, and the Con-
tractor shall not interfere with or place obstructions in the way of such person or per-
sons as may be employed in building such new sewer or sewers or in making such con-
nections. 

Sewers, etc., to be Kept Clean. 
During the progress of the work. and until the entire completion and final accept-

ance thereof, the sewers, drains, basins. culverts and connections shall be kept thor-
oughly cleaned throughout, and left clean, and the drainage of any old sewer that may 
be taken up or intercepted shall be provided for and taken care of by the Contractor. 

18—WATER MAINS. 
Whenever it is necessary to relay any water main, all new material required for the 

same shall be of the quality and laid in the manner specified below, and subject to the 
rarious clauses of these specifications applicable thereto. 

Pipes to be Cylinders. 
The pipes shall be circular cylinders, with the inner and outer surfaces concentric, 

and of the full interior diameter required. 

Hubs and Spigots. 
The hub or socket and the spigot end shall he shaped in exact conformity with the 

standards of the Department of Water Supply, to be furnished by the Commission, and 
will be tested by circular gauges. 

The seat or shoulder of the socket and the end of the spigot must be straight and 
even, so as to make a smooth joint. Special care will be required in making the sockets 
and spigots to conform to thellrawings, and all pipes will be particularly tested at these 
points. No pipe will be received whose eccentricity at the spigot and socket ends, or 
either. exceeds one-eighth (%) of an inch. 

The pipes shall be designated by dimensions of the interior diameter. 
Bands, lugs, buttons, or ribs, shall, if required, be cast on the pipes, of such forms 

and dimensions as the Engineer may direct. 

Length of Pipe. 
The straight pipe shall be twelve (12) feet long, exclusive of hub; all others as 

,nay be directed. 
Al'. the pipes shall be straight in the direction of the axis of the cylinder. 

Thickness. 
The thickness of the pipes, branches and special castings shall correspond with the 

standards of the Department of Water Supply. The weight for straight pipe shall be 
approximately as follows: 

Forty-eight-inch pipes, 8,270 pounds each ; 42-inch pipes, 6,860 pounds each ; 36-inch 
pipes, 5.305 pounds each ; 30-inch pipes, 3,940 pounds each; 24-inch pipes, 2,660 pounds 
each ; 20-inch pipes, 2,005 pounds each; 16-inch pipes, 1,475' pounds each; 12-inch pipes, 
1,015 pounds each; 6-inch pipes, 415 pounds each. 

The thickness of the metal of the pipes and special castings will be tested by 
calipers after the castings have been freed from sand and cleaned. 

Variations in Thickness. 
No pipe will be received when the thickness of metal is less by more than one-

twelfth (1-12) of an inch than the thickness required by the standards. 
No straight pipe or casting will be received which weighs less than the weights 

above mentioned by more than five (5) per cent. for pipes 16 inches or less in diameter, 
or more than four (4) per cent. for pipes more than 16 inches in diameter. No special 
casting will be received which weighs less than the standard weight by more tnan ten 
( 10) per cent. for pipes 12 inches or less in diameter, and eight (8) per cent. for larger 
pipes. 

All straight pipes shall be cast vertically, and all pipes 12 inches or more in diam-
eter 'shall be cast with the hub end down. 

All the castings shall be made in such moulding sand or loam as will leave the sur-
face clean and smooth. 

Castings, How Marked. 
All the castings shall have the year in which they are cast, the running number of 

the castings of the same size and form. the letters D. W. S., and the initials or name 
of the Contractor. and of the foundry where cast, cast on the outer side in raised letters 
of not less than two (2) inches in length and one-eighth (A) of an inch in relief, in 
such manner as the Engineer may designate; and, in case any pipe shall be condemned, 
the letters D. W. S. shall be erased by the Contractor. 

Quality of Cast Iron. 
The metal of which the castings are to be cast (which must be remelted in a 

cupola or air-furnace) shall be pig-iron, made without any admixture of cinder-iron, or 
other inferior metal, and shall be of such character as to make a pipe 'strong, tough 
and of an even grain, entirely free from uncombined carbon when seen under the 
microscope, and such as will bear, satisfactorily, drilling and cutting, and shall have a 
tensile strength of at least sixteen thousand (16,000) pounds to the square inch. 

The castings shall be free from scoria, sand holes, air bubbles and other defects 
and imperfections. 

Castings to be Clean. 
The castings shall be perfectly cleaned and no lumps shall be left on the inner sur-

face of the barrels or sockets, or on the outer surface of the spigot end. The castings 
shall be subject to hammer inspection. Iron-wire brushes must be used, as well as 
softer brushes, to remove the loose dust. No acid or other liquid shall be used in 
cleaning the castings. 

Pipes to be Coated. 
Every pipe, branch and special casting shall be carefully coated inside and out with 

coal pitch and oil. Every casting must likewise be entirely free from rust when the 
coating is applied. If the casting cannot be dipped immediately after being cleaned, 
the surface must be oiled with linseed oil, to preserve it until it is ready to be dipped; 
no casting to be dipped after rust has set in. 

Pitch. 
The coal-tar pitch is to be made from coal tar distilled until the naphtha is entirely 

removed and the material deodorized with a mixture of five (5) or six (6) per cent. 
of linseed oil. Pitch which becomes hard and brittle when cold will not answer for 
this use. 

Pitch of the proper quality having been obtained, it must be carefully heated in a 
suitable vessel to a temperature of three hundred (300) degrees Fahrenheit, and must 
be maintained at not less than this temperature during the time of dipping. The ma-
terial will thicken and deteriorate after a number of pipes have been dipped; fresh 
pitch must, therefore, be frequently added, and occasionally the vessel must be entirely 
emptied of its old contents and refilled with fresh pitch. 

Every casting must attain a temperature of three hundred (300) degrees Fahren-
heit before being removed from the vessel of hot pitch. It may then be slowly removed 
and laid on skids to drip. 

To Be Inspected Before Dipping. 
No casting shall be dipped until the authorized inspector has examined it as to 

cleaning and rust, and subjected it thoroughly to the hammer test. It may then be 
dipped, after which it will be passed to the hydraulic press to meet the required water 
test. The proper coating must be tough and tenacious when cold on the pipes, and not 
brittle or with any tendency to scale off. 

Tests. 
The castings must be capable of sustaining a pressure, in the hydraulic press, of 

three hundred (300) pounds to a square inch, and any casting which shows any defect 
by leaking, sweating or otherwise, will be rejected. This test will be made at the 
foundry, and at the expense of the Contractor. 

Weighed and Marked. 
The casting will be weighed, and the weight distinctly marked on the casting 

ill white paint. The Contractor will provide at the foundry where the pipes and 
castings are to be manufactured proper sealed scales and weights for weighing the 
castings, which will be done at the expense of the Contractor, under the supervision 
of the inspector. 

Blocking and Wedges. 
Each pipe over eight (8) inches inside diameter unless otherwise ordered, shall 

be placed on two (2) blocks and four (4) wedges of hemlock timber, the wedges to 
rest on the blocks and the pipe on the wedges. 

The blocks and wedges shall be of sound hemlock timber; 48 and 36-inch pipe 
shall be laid on blocks 4 feet long, 12 inches wide and 6 inches thick, with wedges 18 
inches long, 6 inches wide, 4 inches thick on one end and TA inch thick on the other ; 
30 and 24-inch pipe on blocks 3 feet Tong, 10 inches wide and 5 inches thick, with 
wedges 15 inches long, 5 inches wide and 	inches thick on one end and .1/2 inch 
thick on the other end; 12 and 20-inch pipe on blocks 2 feet long, 8 inches wide and 
4 inches thick with wedges 12 inches long, 4 inches wide, 3 inches thick on one end 
and 	inch thick on the other. 

The spigot end of the pipe shall be oiinntsserted into the hub to within from one-
fourth WO to one-eighth (A) of an inch of the full depth of the hub, and the space 
around the pipe shall be equalized so as to give as nearly as possible an equal space 
for the packing. The space between the pipe and hub shall be packed with clean, 
sound hemp packing yarn, free from tar, far enough to leave the proper space for 
lead. The remaining space shall then be filled by running it full of lead to a depth 
of four (4) inches, with a bead outside of the face of the hub large enough to allow 
for caulking, so that when the joint is properly caulked the lead will be flush with 
the huh of the pipe. After the joint shall have been run with lead, it shall be caulked 
by means of proper tools, so as to make a water-tight joint. 

Lead. 
The lead to be used shall be of the best quality of pure, soft lead, and in every 

respect suitable for the purpose. 

Notice of Interruption To Be Given. 
In case it becomes necessary to cut any connection with any other main, house 

or hydrant, or in any way to interfere with the continuous and normal flow of water, 
due notice shall be sent at least forty-eight (48) hours in advance to the Engineer and 
to the Commissioner of Water Supply, and the Contractor shall, if so ordered, make 
a temporary by-pass or other arrangement to preserve the flow of water while break-
ing connections. 

All connections cut, interfered with or injured shall be restored under the 
directions of the Engineer, without delay and in accordance with the rules and 
regulations of the Department of Water Supply governing such matters, to a suitable 
condition as good as existed before commencing work. 

Stop cocks, boxes, branches, curved pipe, and other specials according to the 
standards of the Department of Water Supply shall be set where necessary. 

19--PAVING. 

Pavement To Be Restored. 
As soon as the work in any open excavation or trench made under this con-

tract within a street (except as hereinafter provided) shall have been completed, 
the trench backfilled and the backfilling thoroughly rammed in place and compacted, 
as provided under the clauses relating to backfilling, a temporary paving shall be 
laid and maintained in a condition satisfactory to the Engineer, and after the earth 
shall have, in the opinion of the Engineer, become sufficiently settled, the Con-
tractor shall proceed to restore the surface to a condition similar to, and equally as 
good as that existing previous to the commencement of construction. 

Other Pavements May Be Laid. 
Nothing contained in these specifications shall be understood or construed as 

prohibiting the Contractor from making any arrangement with the President of 
the Borough, or such other officer of The City of New York as may be in charge 
of street paving, to lay a better or other form of street pavement; or to make an 
arrangement with any property owner to lay another style of sidewalk in front of 
such premises in place of the pavement or sidewalk taken up ; in which case the 
Contractor is to file with the Commission a copy of its contract with such municipal 
officer or with such property owner, duly acknowledged in writing by both parties. 
In case the municipal officer in charge of street paving, or any property owner, 
desires to lay a pavement in any street, or a sidewalk along any street, affected 
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by this contract, different from the one removed, and shall notify the Commission 
in writing that he has failed to make .satisfactory arrangements for such work 
with the Contractor, then the Commission in its discretion may direct the Con-
tractor to finish and dress off the filling over its work to such grade as the Engineer 
may select, and further direct it to remove from the street all stones of whatever 
nature not required to be relaid, and to permit another contractor to lay such pave-
ment or sidewalk ; in which case the liability of the Contractor tinder this contract 
shall cease as far as that part of its work is concerned, whenever the Engineer shall 
report to the Commission that the instructions of the Commission have been com-
plied with, exactly the same as if the Contractor had fully completed the repaving 
as licreinbefore provided. The Engineer shall then report to the Commission the 
number of square yards of pavement thus disturbed but not relaid, and the Com-
mission will deduct from the amount named in this contract as the price to be paid 
to the Contractor such sum as the Engineer shall certify as the fair value of the 
expense of restoring the previous pavement. 

20-MAINTENANCE OF STREET RAILROAD TRACKS, MAINS AND OTHER SURFACE OR SUB-
SURFACE STRUCTURES. 

Surface and Subsurface Structures To Be Maintained. 
The Contractor shall at all times, by suitable bridging or other supports, main-

tain and support in an entirely safe condition for their usual service and to the 
reasonable satisfaction of the owners, all elevated railroad structures, street tram-
ways of whatever character, telegraph, telephone or electric light poles or wires, 
water and gas mains. steam pipes, pneumatic tubes, electric subways, sewers, drains, 
and all other surface or subsurface structures encountered during the progress of 
the work. The sidewalks, curbs, areas, vaults and stoops along the line of the work 
must also be protected from any injury ; but should any injury occur to any surface 
or subsurface structure as mentioned above, or sidewalk, curb, area, vault or stoop, 
the Contractor shall fully restore the same to as good a condition as existed before 
the injury was done. 

Notice To Be Given. 
Notice is to be given by the Contractor to all companies and the proper city 

officials, owning or having charge of surface or subsurface structures along any 
part o the work, of his intention to commence operations along such part of the 
route, at least one (1) week in advance, and the Contractor shall file with the 
Engineer at the same time a copy of said notice ; and he shall co-operate with the 
proper officers or officials in charge of such structures and shall furnish them with 
all reasonable facilities to inspect the methods of caring for their property. 

Plans Furnished. 
In the rearrangement of subsurface structures a tentative plan will be made 

by the Engineer, which will be submitted to the parties interested ; if any reasonable 
changes are then requested by any of the said parties within ten (lays after the 
submission of the tentative plan, such changes will then be made, if in the judg-
ment of the Engineer they will best conserve the interest of all parties concerned; 
a further plan will then be made which, on the approval of the Engineer, will be 
final. 

Owners of Structures May Do Work. 
Whenever it becomes necessary to cut, move, change or reconstruct any such 

structures as named above, or connections therewith. such work shall be done ac-
cording to the reasonable satisfaction of the owners of such pipes or other structures, 
and should they so desire, by the owners themselves, at the expense of the Con-
tractor ; such expense not to exceed the actual and proper cost of labor and ma-
terials used, together with a reasonable allowance for the use of plant and tools 
not exceeding seven and a half (7%) per cent. 

Reasonable Dispatch. 
All work of reconstruction. or alteration if performed by the City or owners. 

shall be done with reasonable dispatch, and facilities are to he provided so that said 
work will interfere as little as possible with the practical working and use of such 
structures. Failure to make such alterations within a reasonable time as shall be 
adjudged by the Commission, may be considered by the Contractor as a waiver on 
the part of said City or owners of the right to do said work. 

Facilities to be Given to Make Extensions. 

In the event of the owners or the City being required to make any alteration to 
(heir structures as above provided, or in case they shall consider it necessary or 
desirable to make any further alterations in, or do any work to or in connection with 
surface or subsurface structures owned by them or it, at the time the work under this 
contract is in progress, the Contractor shall give said owners or the City all reason-
able opportunity to perform such work ; provided such work or alteration for the 
benefit solely of the owners of subsurface structures does not cause the Contractor 
any serious loss or delay, as shall he determined by the Commission. 

21—STATIONS. 
The contract drawings indicate the general plan and outline and the chief struc-

tural and decorative features of the two stations at Union and President streets and 
at Eighth and Ninth streets. 

Station Plans Furnished. 
As soon as possible after the letting of the contract, the Engineer will furnish 

to the Contractor full detail plans and such additional specifications as may he neces-
sary. Said plans may vary in detail, from the plans as shown on the contract drawings, 
in accordance with the local requirements. 

The decorative features and details of the stations. however, will be in general 
harmony with and substantially similar, as far as possible, to the general details of 
the stations, as indicated on the above mentioned contract drawings. 

Materials of Construction for Underground Station Finish. 
Marble, enameled bricks, face bricks, glass and glazed tiles, mosaic work, metal 

laths, Keene cement, plaster, cement floors, concrete, metal covered wood, woodwork, 
brass and iron grilles, railings, gates, toilet fixtures. lighting conduits and all other 
materials used in the decoration and interior finish of the stations shall be of the best 
merchantable grade of the respective articles, as approved by the Engineer, and shall 
be laid, fabricated and erected in the most approved manner by workmen especially 
skilled in their respective trades. 

Marble. 
All marble used for wainscoting or panels on the sidewalls of the stations, closets, 

toilet rooms and passageways, shall be "Pink Georgia," or its equal. 
All marble lintels shall he "Green Veined Vermont," or its equal. All marble 

work shall be thoroughly anchored with brass wire anchors in a manner satisfactory 
o the Engineer. The space between the back of the waincot and panel work and 

the masonry walls shall he filled in solid with Portland cement grout. All corners 
shall be curved to standard radii. 

Brick Masonry Station Finish. 
Enameled or face bricks shall be of an approved brick of the best quality. For 

common bricks see specifications for brick masonry. 

Mortar. 
Mortar for brick masonry station finish shall consist of : For common brick or 

hollow blocks, one (1) part cement, three (3) parts sand ; for face brick station finish, 
one (1) part of extra No. one (1) freshly burned and thoroughly slaked lime of an 
approved brand and sand in proportion to properly work under the trowel, and one 
(1) part of cement, colored to match the face brick. The lime and sand are to he 
mixed together, and the cemeiit added as it is being used. 

Tile and Mosaic Work. 
The tile and mosaic work shall consist of scratch coat, straight tile, bull nose 

and bent tile conforming to standard radii, "art ceramic" or glass tile mosaic bands, 
friezes, pilasters, panels and name tablets. 

The tile work shall consist of opal glass or white glazed tile or other approved 
material, white or colored. All tile shall he brought to the work in large quantities 
and care taken to avoid strong contrasts in color. No broken or imperfect tile shall 
be used and the tile work shall be perfectly true. plumb and straight. Tiles shall 
be furnished in such dimensions as designated. All corners shall be finished with 
tile curved to standard radii. 

The mosaic work shall consist of "art ceramic" or glass tile mosaic or other 
approved material. It shall be furnished in such colors as may be selected, rendered 
into ornamental designs. 

The tile and mosaic work shall be set in Portland or "plastic" cement as approved. 
Before the tile and mosaic work is set the walls shall be thoroughly cleaned and well 
wet and plastered with a scratch coat of cement mortar consisting of one (1) part 
of approved Portland cement and three (3) parts of clean sharp sand. 

Concrete Finish. 
The concrete in the station shall be finished as specified for finish under 

concrete. 
Vault Lights. 

The roofs of the stations, where under the sidewalks, shall, to as great an extent 
as possible, consist of what is known as vault lights. These lights shall be made with 
lenses not exceeding three (3) inches in diameter, of strong glass set in cement ; 
they shall be provided with non-slipping treads, buttons or other devices, all of design 
approved by the Engineer ; and shall be of sufficient strength to carry, when sup-
ported in a manner similar to that in which they are to he permanently set, an equally 
distributed load of at least five hundred (500) pounds per square foot without signs 
of failure, deformation or permanent set, when such test load is removed. The right 
is reserved to test at least one (1) frame in every ten (10) delivered, as selected by 
the Engineer. Should the one selected fail, another will he selected by the Engineer, 
and if that fail, then the whole lot may be rejected. These frames must be set in 
place with cement, lead or other means to be absolutely waterproof. 

Hollow Space in Walls. 
In order to prevent any leaks, and, as far as possible, condensation, the Contractor 

must exercise great care in the construction of station walls and roofs. The walls 
above the platform level, when acting as retaining walls, shall he built of brick or 
concrete with a waterproof layer, all as described under the appropriate clauses in 
these specifications. The walls shall be constructed so as to contain a hollow space. 
The hollow space shall he obtained by lining the walls on the inside with a hollow 
terra cotta block or common brick facing wall four (4) inches thick set away from 
the sidewalls two (2) inches distance. These hollow block or brick facing walls 
shall be laid as hereinbefore or after specified in order to provide clearway spaces 
for drainage from the top to the bottom of the walls. The hollow spaces in the wall 
shall be connected at the botton by a pipe leading to the drains. Where directed. 
openings, protected by bronze gratings, shall be provided through the facing walls in 
order to permit the circulation of air in the hollow spaces behind them. On an 
average there shall be three (3) openings 2Y8 inches by 4 inches in every fifteen (15) 
feet. 

Where it shall become necessary to cut into or through the hollow blocks or 
bricks for the purpose of laying electric conduits or any other pipes or tubes, the 
spaces thus cut out shall be covered with galvanized metal lath, fastened to the hollow 
blocks with suitable fastenings, before any scratch coat or plastering is applied to the 
wall surface, thereby securing a clear opening behind the wire mesh for drainage. 

Where enamel or face bricks are used in the facing walls, they shall be laid 
as specified for the common brick, except where otherwise specified to the contrary. 

Laying Common Brick-facing Walls. 
The hollow block, common brick, enamel brick and face brick facing walls shall 

be laid in running bond, with headers set hard against the stations sidewalls, at least 
once in each square yard. All facing walls shall be anchored to the sidewalls in an  
approved manner. 

Interior Wall Finish. 
The interior walls of the stations. including all sidewalls of the stations. closets. 

toilet rooms, passageways, and the walls of the railroad for at least thirty (30). feet 
in both directions from the extreme ends of the platforms, shall be finished in marble, 
enameled brick, face brick, glass or glazed tile, "art ceramic," or glass tile mosaic. 
concrete, or such other material as may be approved by the Engineer. All materials 
shall be furnished in such dimensions and of such colors, and laid or set, as the 
Engineer may direct. In the designs of . the stations all angles formed by the inter-
section of the sidewalls, floors and ceilings shall he avoided by joining these surfaces 
by curves. In order that such curved surfaces shall present a smooth and workman-
like finish the Contractor shall supply special bricks. tiles or pieces of other materials 
curved to the radius used, All details of the stations must be so arranged as to pro-
vide as few lodgment places as possible for dust and dirt. _to facilitate cleaning, and 
to permit if desired a thorough washing of all parts of the stations and their approaches 
by means of a hose. 

Ceilings. 
The roof, except where constructed of vault lights. shall be formed in the ordinary 

manner as the roof of the railway, all carefully waterproofed. The ceilings over the 
platforms, mezzanines, passageways, closets and toilet rooms shall he constructed with 
an air space. Wherever possible this air space is to he obtained by lining the roof with 
hollow terra cotta blocks two (2) inches thick. The hollow blocks are to be laid, when 
the roof is constructed, so that a secure bond may be obtained between the hollow block 
linings and the concrete roof. This may be done by laying the blocks against the 
inside of the concrete forms. as directed by the Engineer, before the concrete is 
placed. Care must be taken that the hollow spaces in blocks are not obstructed with 
cement mortar or concrete. 

Where hollow block is not used galvanized metal laths shall be attached to the roof 
beams or furred out from the roof in an approved manner, so as to leave an air 
space beneath the same. 

Interior Ceiling Finish. 
The interior ceilings on terra cotta blocks or metal lath, over the platforms, mez-

zanines, passageways, closets and toilet rooms, and on concrete over tracks for a dis-
tance of at least thirty (30T feet in both directions from the extreme ends of the 
station platforms, except tinder vault lights, shall be finished in cement plaster and 
Keene cement, or other approved material, applied in the following manner, or as 
directed by the Engineer : 

On metal lath, one (1) scratch coat, one (1) brown coat and two (2) finish coats. 
On terra cotta blocks, one (1) brown coat and two (2) finish coats. 
On concrete, two (2) finish coats. 	 • 
The brown coat and first finish coat shall be scored to insure a proper bond for 

the following coats. The scratch and brown coats shall consist of cement mortar of 
such proportions as directed by the Engineer. The two finish coats shall consist of the 
best grade of domestic Keene cement, or other material approved by the Engineer. 
The final coat is to have a smooth hard finish, and shall be in such colors as directed. 
All angles schall be coved. 

Floors. 
The floors of the stations shall be constructed as hereinafter specified, and gen-

erally shall be so arranged as to drain to the edge of the platform and thence into the 
tracks. Under special conditions, however, they shall he arranged to drain to one or 
more points as directed, where suitable and proper provisions shall be made for the 
removal of water used in flushing the same. In order to provide a space in which all 
floor drains, pipes, tubes and electric conduits may he laid, concrete construction tinder 
the finish shall be stopped at least six (6) inches below the finish floor grades at all 
points.  

Floor Finish. 

The floors of the station platforms, closets, toilet rooms, mezzanines and passage-
ways shall be finished in concrete and cemen of a minimum thickness of three (3) 
inches, composed of two (2) inches of cane e and. one (1) inch of cement finish. 
The three (3) inch floor finish shall be laid pon a concrete foundation three (3) 
inches thick. 	

4 
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Il'ater Connections. 
l'wth plat form,; of the station shall have connection with the water main so as 

to permit the attaching 	hose for the flushing and washing of all parts of the station 
and platform. wahine roein, and stairways. and to furnish an adequate supply for 
fire im"pose(e 

.tiezcers Linder Platforms. 
kVlsere it may be necessary to pass sewers or pipes. er both. beneath the station 

pi:u forms. in order to reach the same for the purpose of inspection and repair, cast-
iron frames capah:e of being lifted shall be inserted in the floor and the concrete of 
the floor so laid as to be exactly flush with the same. 
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The materials and proportions shall be as follows: 
Three (3) inch foundation concrete, one (1) part of cement, two and one-half 

(2'a ) parts of sand, ;Ind six (6) parts of not exceeding three-quarter (34) inch 
hroken stone. 

Two (2) inches of concrete, one (1) part of cement, two and a half (2) parts 
4.1 sand, and six (6) parts of not exceeding three-quarter (4) inch broken stone. 

Cement finish. one (1) part of cement, and two (2) parts of coarse white sand. 
The cement for the two (2) inch concrete layer and cement finish and the white 

sand nate he special materials, approved by the Engineer ; all other materials shall be 
as her(inbefore or after specified. 

Method of Laying. 
The top of the three (3) inch foundation concrete shall be left three (3) inches 

below and parallel to the finial' floor elevations. After the foundation concrete has set, 
the two (2) inch concrete layer shall he spread to an even thickness and rammed so 
that its top surface shall he one (1) inch below and parallel to the finish floor lines. 
Before this concrete is set, lay the one (1) inch cement finish and trowel to a smooth 
uniform hard finished surface. 

The floor shall he laid out in blocks about three (3) feet square. These blocks 
are to he formed by cutting through the two (2) inch concrete, before it has begun 
to set. Nvith a tool which will make a quarter (li) inch joint. The cement finish shall 
be marked with a suitalle tool directly over the joint above described. 

.\t the intersection of the floor and sidewalls a sanitary cove of two (2) inch 
radius shall be formed. The floor shall he kept moist and protected until perfectly set. 

Stairways. 
The stairways shall he supported or self-supporting stairways. Supported stair-

ways shall consist of concrete steps built directly on concrete foundations. The thick-
ness ((t the concrete lanween the bottom of the riser and the foundation shall be four 
(4) inches. The landings shall consist of a concrete slab four (4) inches thick laid 
on the concrete foundation. 

Self-supporting stairways and landings shall he constructed of concrete reinforced 
with steel rods. All self-supporting stairways and landings shall be designed for 
working load of one hundred (1(X)) pounds per square foot with a factor of safety 
of ten (10). 

The concrete shall consist of one (1) part of approved Portland cement, three (3) 
paxts of first quality Cow Bay sand, or its equal, and five (5) parts of three-quarter 
(3a ) inch trap rock or clean gravel of a mixture of paving and roofing sizes. The 
steel shall be cold twisted square steel bars. 

All treads and landings shall have a granolithic finish one (1) inch thick into which 
shall he worked the most approved form of treads to prevent slipping. The risers arc 
(() I:c paneled and washed with a cement grout and rubbed down to a hard even finish. 
The cement grout shall be applied before the concrete thoroughly sets. The grano-
lithic finish shall consist of one (1) part of Portland cement, one (1) part of finely 
crushed granite and one (1) part of and colored with lampblack as directed. 

At least as many stairways as are shown on the plans shall be provided for each 
side of the stations. The stairways shall he of as great width as the local conditions 
will satisfactorily permit : they shall he entered from the sidewalks or from the park-
ways in the street. 

_Sanitary Arrangements. 
Stati,ns shill he equipped with two (2) toilet rooms, as indicated on the plans, 

plainly marked, for the use of women and men, respectively, and one (1) porter's 
closet. The kvemea'a rooms shall be furnished with not more than two (2) bowls, one 
(1 ) basin. and one (1) floor drain; the men's with not more than two (2) bowls, two 
(2) urinals, one (1) basin and one (1) slop sink and one floor drain. All the toilet 
iistures shall la. of the most approved design, and provided with most approved flush-
has devices. The doors leading to theSe rooms shall be equipped with self-closing 
prings. Each room ,hall have a ventilating pipe leading direct to the outer air, and 

ka a (Ted itler 1.c a suitahIe cast-iron ventilating post set on the sidewalk, or in some 
(alier apnreved manner. A suitable chamber shall be furnished in the wall of the toilet 
ro. m in which a small automatic fan may be installed. 

The howls and tir:nals sledi be connected by means of cast-iron drain pipes to 
Cie main sewer. The,e drains sh 111 be furnished with sufficient traps of approved 
desigv, -et 	1,, the Its:Imes. which traps shall be back-aired in an efficient and 
,-,-,u-kunrlihe manner, such 	Dives terminating in the sidewalk or other ap- 
t.roved slYration, and. covered by ,;)table galvanized iron gratings. 

Soil and Other Pipes. 
All soil, waste, vent and water supply pipes, wherever possible, shall be run in 

specially arranged and a..cessible wall spaces between an outer marble or glass finish 
end the sidewalls of the teilets. Where considered necessary by the Engineer, back 
I ressure valy(s may L. roptircd on the soil line. When it is impossible to connect 
;he 	pipTs directly to the -ewer. sewage shall be discharged into a sewage sump 
(f appeaved form and (limete-iais, in NV111C11 an approved automatic sewage ejector may 
le ir stared. (The furnishing.  and placing of the ejector will not be included in this 
eortract.) 	All s. it piping; in connection therewith shall he provided as a part of the 
station t. instruction 	from thence into the sewer. Between the wall spaces and 
the sewer till s•)il and simply pipes shall be run where possible in p;pe troughs con-
structed undjr the station platforms. All water supply pipes shall be encased in 
ashestos a:- other ;myna ed non-conducting material, and all pipes exposed in the 
trot7 ■21. r wall since: shall be soitalAy painted. All pipes are to he concealed from 
view. 'rift 14 ):10 ra tan stalls shall be finished in marble or glass as approved by 
the Eng.Mecr. All work- must cal:form w•th the City building and health regulations, 
which are to la( considered as part of these specifications. 

22.—GENERAL CLAUSES. 

Placi,;,g and Protection. 
It is the very essence of these specifications to secure a railroad structure under-

ground which shall be free from the percolation of ground or outside water. To this 
end the mixing and placing of the concrete and the placing and protection of the 
waterproofing shall he as herein provided and as indicated on the plans. 

Best Quality of Work. 
All materials and workmanship must be of the best class in every respect as else-

where provided in this contract, and the Engineer is to be the sole judge of their 
quality and efficiency. 

Fences. 
Wherever necessary the Contractor shall erect and maintain at his own expense 

fences for the protection of adjoining property and of the adjoining public places. 

Work To Be Cleared. 
At his own expense and as directed from time to time by the Engineer, the 

Contractor is to clear the work, streets and all public places occupied by him from 
all refuse and rubbish that may accumulate from any source whatever and leave them 
in a neat condition. 

Where access to any adjacent property is temporarily cut off, owing to the occu-
pancy of the street by the Contractor, he must, at his own cost, render every assist-
ance to the owner or occupant in handling such materials of any description, including 
all material to be removed by the Department of Street Cleaning, that has to be taken 
to or removed from such property; such material shall be taken to or from the 
nearest accessible point that, in the opinion of the Engineer, is convenient for hand-
ling. 

Notice, How Given. 
When the Contractor is absent from any part of the work where it may be neces-

sary to give instructions, orders will be given by the Enw
.
neer to, and shall be received 

and promptly obeyed by, the superintendent or overseer of the Contractor, who may 
have charge of the particular work in relation to which the orders are given, and a 
confirmation in writing of such orders will be given to the Contractor by the Engineer 
if so requested. 

Lines and Grades. 
The principal lines and grades are to be given by the Engineer, who may change 

them from time to time as may be authorized and directed by the Commission. The 
stakes and marks given by the Engineer must be carefully preserved by the Contractor, 
who must give to the Engineer all necessary assistance and facilities for establishing 
benches and plugs for making measurements. 

Imperfect Work. 
Any imperfect work which may be discovered before the final acceptance of the 

work, shall be corrected immediately on the requirement of the Engineer, notwith-
standing that it may have been overlooked by the proper inspector. 

In all work of whatever kind which during its progress and before its final ac-
ceptance shall become damaged from any cause. so  much of it as may be objectionable 
shall be broken up or removed and be replaced by good and sound work. 

Notice Regarding Commencement of Work. 
Before commencing work on any part of the route, whether on the railroad or on 

the sewers lying off the line of the railroad, the Contractor shall give notice in writing 
to the Engineer at least one (1) week in advance of his intention to commence such 
operations, and before commencing manufacture, or resuming manufacture if the 
same has been suspended, of any article called for by these specifications, notice 
shall be given to the Engmeer in writing at least one (1) week in advance, with the 
name and address of the maker and the amount and description of the material tc 

i be manufactured, in order that proper inspection may be arranged for. 
If so requested by the Engineer in writing, countersigned by the Chairman of du 

Commission, a further reasonable delay in commencing work or manufacture nets 
be granted, such delay to extend the time of completing this contract as named herein. 

Conveniences for Men. 
Necessary conveniences, properly secluded from public observation, shall be con 

structed and maintained wherever needed for the use of Laborers on the works, tc 
the satisfaction of the Engineer and the sanitary authorities. 

Advertisements Forbidden. 
The using of fences and buildings during construction for advertising purposes 

other than the name and address of the Contractor, is forbidden; all temporary build 
ings and fences erected by the Contractor shall be neat in appearance and shall bi 
painted as directed by the Engineer. 

All barricades and bridges erected by the Contractor for the protection of tlu 
work or use of the public shall be substantial in character and neat in appearance. 

Requirements of Borough President, etc.,,,to be Observed. 
Whenever the construction of the works tinder the provisions of this contrac 

shall interfere with, disturb or endanger any sewer, water pipe, gas pipe, or othe 
duly authorized subsurface structure, the work of construction at such points shal 
be conducted in accordance with the reasonable requirements of the Borough Presi 
dent or the Commissioner of Water Supply, Gas and Electricity or other officer o 

Connecting Passageways. 
The stations shall he located so that the station platforms shall extend past two 

cross streets. Both platforms of stations shall be connected with each other by two 
(2) underground passageways. to enable passengers to have access to both station 
platforms from either side of the street, at both cross streets intercepted by the 
station. 

Ticket Booths, Doors and Newsstands. 
The ticket booths. doors and newsstands shall be constructed of metal covered 

sal with mouldings independently applied, or such non-combustible material as may be 
approved by the Engineer. The ticket windows of the booths shall be glazed in plate 
glass plain or frosted as indicated and shall be inclosed with bronze grille. Plate glass 
coin shelves shal he provided. 

No (destructions whatever shall be placed on the station platforms, within the lines 
of the station walls, excepting as may be approved by the Commission. 

Hardware. 
The hardware required for the ticket booths, doors, toilet rooms and newsstands 

shall he of solid bronze metal without lacquer, and of weight, quality and design as 
approved by the Engineer. 

Railings and Grilles. 
'Hie platform and stairway railings and grilles, and the stairway railings and hood 

at the street surface, shall lak constructed of iron and bronze design in accordance 
with the plans accompanying the contract, and in a manner satisfactory to the Engi-
neer. These plans, lnakaa er, may vary in detail in accordance with the local require-
ments of the station. 

Lighting Conduits. 
Provision shall be made for the illumination of the station platforms, passageways, 

stairways, toilet rooms, ticket booths, electric signs, closets and mezzanines by supply-
ing and erecting all the necessary conduits, outlet boxes, fittings and all other mate-
rials which arc built into the structure, for the installation of an approved lighting 
system. 

The. lighting system shall be at least equivalent to that furnished by one 16-candle 
power incandescent lamp for each fifty (50) square feet of tloor area. At all points 
on the station platforms and stairways the light shall, however, be not less than 
one-foot candle at a point three (3) feet above the floor, and the construction and 
location of lights shall be such as to give this degree of illumination. 

(The transformers, wire, switches, fixtures, lamps and other electrical material 
and devices shall not be included in this contract.) 

Ventilation. 
Ventilating openings shall be constructed in the roof of the station. These open-

ings shall be of such dimensions as indicated on the detailed plans, and shall be 
covered at the sidewalk surface with approved gratings, provided with non-slipping 
bars. The openings shall be so arranged as to exclude storm water from the station 
platforms, and where necessary and as indicated on the plans, vault light slabs or pans 
shall be placed and provided with proper drains. 

Heating. 
Provision for electric heating shall be made in all toilet rooms, ticket booths and 

newsstands. 
Pipes, Conduits, etc., Concealed. 

At the station all signal wires, air pipes, electric conduits and wires, pipes or 
conduits for any purpose whatever shall be concealed from view behind the finished 
walls or ceilings, or under the platforms or platform overhangs in such manner as 
approved by the Engineer. 

Station Painting. 
All exposed metal work at the station and between the tracks opposite the station 

in the subway, and for at least thirty (30) feet from the ends of the station platforms, 
shall he thoroughly and evenly painted, after all other station finish work has been 
completed, with three (3) additional coats of paint besides the renewed shop coat. 
The first coat shall be the same as the first coat applied to all other metal work in the 
subway after erection, and the other two coats shall be of such character of paint and 
in such colors as may be designated by the Engineer. 
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local authority having the care of and the jurisdiction or control over such sub-
surface structures so interfered with, disturbed or endangered. 

Ordinances and Regulations. 
In all operations connected with the work, all ordinances of the City, and of 

the Board of Health, which shall be valid and operative with respect to work on 
the Rapid Transit Railroad, and all laws of this State which are now applicable to 
;111(1 control or limit in any way the actions of those engaged in the work or affect-
ing the materials belonging to them, must be respected and strictly complied with, 
and the Contractor shall further strictly comply with all applicable Federal, State 
and municipal regulations regarding the transportation in and around the City and 
harbor of materials used in, or in connection with the work. 

Condemned Materials to be Removed. 
I the work or any part thereof, or any material found or brought on the ground 

for use in the work, or selected for the same, shall be condemned by the Engineer 
as unsuitable or not in conformity with the specifications, the Contractor shall forth-
with rebuild or remedy such work and remove such materials as may be directed 
by the Engineer. 

Competent Men. 
The Contractor shall employ only competent, skillful and faithful men to do the 

work. Whenever the Engineer shall notify the Contractor in writing that any man 
on the work is, in his opinion, incompetent, unfaithful or disorderly, such man shall 
be discharged from the work and shall not again be employed on it. 

V.—SECURITY TO BE Fuxxisitia) in."rto.: CONTRACTOR. 

Security by Contractor. Contractor's Bond. 
Simultaneously with the execution of this contract, the Contractor shall give 

security for the performance of his obligation by filing with the Comptroller a bond 
in due form executed by the Contractor and by two or more sureties to be corpora-
tions or persons approved by the Commission in the sum of one hundred and fifty 
thousand dollars ($150.000). In case any of the sureties upon the bond shall become 
insolvent or unable in the opinion of the Commission to pay promptly the amount 
of such bond to the extent to which such surety might he liable, then the Contractor 
within thirty days after notice by the Commission to the Contractor shall, by supple-
mental bond or otherwise, substitute another and sufficient surety to be approved 
by the Commission in place of the surety so insolvent or unable. If the Contractor 
shall fail within such thirty days or such further time as the Commission may grant, 
to substitute another and sufficient surety. then the Contractor shall, for all the 
purposes of this contract, he deemed to he in default in the performance of 
his obligations hereunder and upon the said bond, and the Commission may termin-
ate the contract or may bring any proper suit or proceeding against the Contractor 
and the sureties. or either of them, or may require to he deducted from any moneys 
then in, or thereafter coming into, the hands of the City and due to the Contractor 
the amount for which the surety insolvent or unable as aforesaid shall have justi-
fied on the bond ; and the moneys so deducted shall be held by the Comptroller as 
collateral security for the performance of the condition of the bond. 

Deposit of Cash or Securities. 
The Contractor may at his option deposit with the Comptroller in lieu of said 

la.rul or of any part thereof, an equal amount in cash or in value of securities. If 
securities be deposited they shall be securities of which a schedule shall be hereto an-
nexed. entitled Schedule of Securities, and there shall he deposited with them the 
written approval of the Commission which it shall give when satisfied as to the char-
acter thereof. In case any of the securities so deposited shall, in the opinion of the 
Commission, at any time cease to be of the character of securities in which the 
savings banks of the State of New York are then authorized by law to invest moneys, 
or shall, in the opinion of the Commission, at any time become of less value than the 
Yalta. stated for it or them in the said schedule—then within ten days after notice to 
the Contractor of the objection of the Commission, the Contractor shall either sub-
stitute therefor securities which shall be approved by the Commission as of the charac-
ter aforesaid and as being of at least the value of the former securities to which the 
Commission shall have objected as such value was originally stated in the said 
schedule. or shall deposit with the Comptroller in cash the amount of such value of 
such former securities as so originally stated. In case the Contractor shall not within 
such ten days substitute such new securities, he shall, if the Commission so elect, be 
deemed to he in default in the performance of his obligations under this contract ; and 
in addition to any and all other remedies against the Contractor or its sureties, the 
Commission may require the Comptroller to deduct from any moneys then due or 
which may thereafter become due to the Contractor under this contract, the amount of 
the original valuation of such securities objected to, and to hold such amount in lieu 
of such securities, as if part of the original deposit or as if deposited with the Comp-
troller as aforesaid, and such amount shall in such case be deemed to be paid to the 
Contractor upon the contract. The securities so objected to shall upon such substitu-
tion of securities or deposit of cash in lieu thereof be returned to the Contractor. 

When Contractor May Substitute Cash or Securities. 
If and as the Commission shall consent. and the law permits, the Contractor may, 

from time to time, substitute cash for securities or securities of the character aforesaid 
for cash, but always so that the total amount and value of the deposit shall not be 
reduced. 

The City shall from time to time collect all interest, dividends or other profits or 
income on any securities deposited by the Contractor, and shall account for the same 
as hereinafter provided. 

The said deposit, whether in cash or securities, in the form and as the same shall 
at any time be, shall be security for the faithful performance by the Contractor of all 
the covenants, conditions and requirements specified and provided for in this contract. 
In case of any default on the part of the Contractor in such performance, and in the 
further case that the City shall for or by reason of such failure, whether by reason of 
employment of another Contractor or Contractors or otherwise, incur or become liable 
for expense through such default as hereinafter provided, then the Comptroller 
shall forthwith pay or apply to the use of the City the amount of such expense out of 
the said deposit in cash or securities or out of the portion of the deposit remaining at 
the time. 

The Comptroller shall, upon the requirement of the Commission, in order to make 
such payment or application to the use of the City, sell at public auction in The City of 
New York any of the securities which may then constitute part of such deposit upon 
notice to he published in three daily newspapers, the first publication to be as much 
as ten days before the sale and such publication to be made three times within such ten 
(lays. Any such sale shall be adjourned from time to time if requested by the Commis-
sion. "I he Comptroller shall, upon the requirement of the Commission, deduct from 
the proceeds of any such sale, all expenses thereof and of such advertisement, and pay 
and apply to the use of the City so much of the residue of such proceeds as may be 
necessary for the purpose aforesaid. And the Contractor within ten days after notice 
from the Commission so to do shall (unless the time be extended by the Commis-
sion) by further deposit, according to the requirement of the Commission, of money 
or securities of the character aforesaid approved by the Commission restore the said 
dcposit with the Comptroller to the full amount originally required. In addition to, or 
in lieu of. the sale above provided for, the Commission may, in the name of and in 
behalf of the City, bring any appropriate suit or proceeding in any proper court to en-
force the lien and claim of the City in and upon the said deposit, whether such deposit 
be in money or securities. 

If at any time when the Contractor shall otherwise be entitled to a return of the 
said deposit, there shall be pending any claim for damages or loss caused to others by 
the negligence, fault or default of the Contractor, for which it shall be claimed that 
the City shall be liable, then and in that case the said deposit, or such part thereof 
as the Commission shall prescribe, shall, upon the requirement of the Commission, be 
reserved by the Comptroller for a reasonable time as security to the City against such 
claims. And the amount of any such damages or costs paid by the City to others or 
for which the City shall be liable to others, shall be deducted from the said deposit 
before the same shall be returned to the Contractor as hereinafter provided. 

Return of Cash or Securities. 
When the Contractor shall have fully completed the works according to the terms 

of this contract and the Commission shall so certify, the Comptroller shall pay and 
deliver to the Contractor the said deposit, or so much thereof as shall not have been 
reserved or used or applied for any of the purposes above mentioned, and the Con-
tractor shall also then be entitled to the payment of a sum which shall be equal, as the 
case may be, either to the interest on the said deposit (if made in cash) from the time 
of such deposit at the average rate of interest received by the City on its bank balances 
during the period of such deposit, or to the interest, dividends or other income which 
the City shall have received from the said securities, together with interest on any 
such interest, dividends or other income so received by the City from such securities 
from the time of its receipt at the average rate of interest received by the City on its 
bank balances during the period of such deposit. If, however, any of the cash so de-
posited shall have been used or applied for any of the purposes above mentioned then 
the Contractor shall not be entitled to credit for interest on the amount of cash so ap-
plied from the time of such application. 

VI.—PAYMENTS TO CONTRACTOR. 

Payments, How to Be Made. 

The City shall make payments to the Contractor on account as the work progresses, 
upon vouchers certified by the Commission. Written requisitions by the Contractor 
for such payments shall be delivered to the Commission at intervals of not less than 
one month. Each requisition by the Contractor shall be accompanied by a certificate of 
the Engineer to the effect that work has been done and materials have been delivered 
in accordance with the terms of the contract at or upon the works prior to the time of 
such requisition of an estimated value stated in such certificate. Such value shall be 
ascertained relatively to the contract value of the entire work. 

The Commission shall thereupon forthwith prepare and certify a voucher in due 
form for payment by the City for 90 per cent. of the estimated value of the work so 
done and materials so furnished. The Commission shall not be bound by the certificate 
of the Engineer, but may in every case fix the amount due at such sum as the Commis-
sion shall itself determine to be 90 per cent. of the proper actual relative value of such 
work and materials. The amount so certified by the Commission shall be forthwith 
paid by the City to the Contractor, without any deduction except as herein otherwise 
provided. In case the Contractor shall be dissatisfied with the determination of the 
Commission as to value as aforesaid, the Contractor may, within twenty days after 
notice of such determination, appeal therefrom in the manner hereinbefore provided 
for appeals from determinations of the Engineer as to additional work, and the receipt 
by the Contractor of the amount certified by the Commission shall not be deemed a 
waiver of the right to appeal. And if the payment upon such appeal shall be deter-
mined to be too small, then upon such determination the City shall forthwith and upon 
a voucher certified by the Commission pay to the Contractor the additional amount 
awarded upon such appeal. 

Final Certificate and Final Payment. 
Whenever and as soon as the Contractor shall have completed all work of con-

struction under this contract the Commission shall make a certificate in writing stating 
that the work has been completed and accepted, and stating also the amount payable 
for all the work of every kind done under and according to the terms of this contract., 
On the expiration of forty days after the filing of such certificate in the office of the 
Comptroller the City shall pay to the Contractor in cash the amount remaining, after 
deducting from the amount stated in the last mentioned certificate (1) all such sums 
as shall theretofore have been paid to the Contractor under any of the provisions of 
this contract, and (2) all such sums as by the terms hereof the City is at that time au-
thorized to receive or retain. The City shall also at the same time surrender the Con-
tractor's bond. or any cash or securities deposited instead of such bond. All prior cer-
tificates upon which partial payments may have been made, being merely estimates, 
shall he subject to correction in the final certificate. 

Final Payment to Terminate Liability of City. 
The acceptance by the Contractor of the last payment aforesaid shall be and shall 

operate as a release to the City, the Commission and each of them and their agents, 
from all claim and liability to the Contractor for anything done or furnished for, or 
relating to, the work, or for any act or neglect of the City or of any person relating to 
or affecting the work, except the claim against the City for the remainder, if any there 
be, of the amounts kept or retained as provided in this contract. 

Contractor's Claim for Damage. Statements of Damage to Be Filed with Engineer. 
If the Contractor shall claim compensation for any damage sustained by reason of 

the acts of the Commission, or its agents, he shall, within ten days after the sustaining 
of such damage, make  a written statement of the nature of the damage sustained to 
the Engineer. On or before the 15th day of the month succeeding that in which any 
'Such damage shall have been sustained the Contractor shall file with the Engineer an 
itemized statement of the details and amount of such damage, and unless such state-
inent shall be made as thus required his claim for compensation may be forfeited and 
invalidated, and he shall not be entitled to payment on account of any such damage. 

Evidence That Labor and Materials Have Been Paid For. 
The Contractor shall furnish the Commission with satisfactory evidence that all 

persons who shall have done work or furnished materials, and who shall have given 
written notice to the Commission before, or within ten days after, the final completion 
of the works that any balance for such work or materials is due and unpaid, have been 
fully paid and satisfactorily secured ; and in case such evidence is not furnished as 
aforesaid such amount as may be necessary to meet the claims of the persons aforesaid 
may be retained from the money due to the Contractor under this agreement until the 
liabilities aforesaid shall be fully discharged or such notice or notices withdrawn. 

Liens for Work or Materials. 
If at the time of any requisition any lien shall have been filed against the Con-

tractor on the railroad or any part thereof against the amount payable to the Con-
tractor under the provisions of this contract by any person or corporation entitled to 
file the same for work, labor, or services done or performed, or for materials furnished 
to the Contractor in or about construction of the railroad, an amount reasonably suf-
ficient to pay and discharge such lien and to pay the costs of foreclosure thereof shall 
be retained by the Comptroller from the amount which would be otherwise payable to 
the Contractor on such requisition until the said lien shall be discharged or secured as 
provided by law. If such lien shall be foreclosed according to law, then 

in 
 Comp-

troller may nay the said amount found due upon such lien by the judgment n the fore-
closure action to the person entitled thereto, and such payment shall be deemed a pay-
ment hereunder to the Contractor. If the sum so retained shall not be sufficient to dis-
charge the lien so foreclosed, the deficiency shall be retained by the Comptroller out of 
the next moneys coming due to the Contractor. 

VII.—CONTRACTOR'S LIABILITY FOR INJURIES TO PERSONS OR PROPERTY. 

Contractor Approves Plans as Involving No Damage. 
The Contractor admits and covenants to and with the City that the plans and 

specifications and other provisions of this contract for construction, if the work be 
done without fault or negligence on the part of the Contractor, do not involve any 
danger to the foundations, walls or other parts of adjacent buildings or structures ; 
and the Contractor shall at his own expense make good any damage that shall, in 
the course of construction, be done to any such foundations, walls or other parts of 
adjacent buildings or structures. But this covenant is not to be construed as applying 
to the foundations, walls or other parts of buildings erected upon private property 
through which the railroad or any station entrance or approach shall be constructed. 

Engineer May Order Adjacent Property Supported. 
The Contractor shall obey any order of the Engineer to support or secure adjacent 

property or any surface or structure thereon; but the Contractor shall not be relieved 
of responsibility either by compliance with any such order, or by any failure or omis-
sion of the Engineer to give any such order or to give notice of any danger. 

Traffic to Be Maintained. 
The Contractor shall during the performance of the work safely maintain the 

traffic on. streets, avenues, highways, parks, waters or other public places in con- 
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nection with the work as provided in the specifications, and shall take all necessary 
precautions to place proper guards for the prevention of accidents, and put up and 
keep at night suitable and sufficient lights. 

Indemnification for Accidents, Etc. 
The Contractor shall save harmless the City against and from all damages or 

costs to which it may be put by reason of injury to the person or property of another 
or others, resulting from negligence or carelessness of the Contractor or of any sub-
contractor or other person employed on the works, either in the performance of the 
works or from guarding the same, or from any improper materials used in its con-
struction, or by or on account of any other act or omission of the Contractor or any 
sub-contractor or other person employed on the works ; and shall fully meet and duly 
pay the amount of any loss or damage caused or done to the City or that the City may 
suffer from any injury to any person or the property of any person through the 
negligence, act or omission in the course of construction of the Contractor or of any 
sub-contractor or other person employed on the works. 

Money Due the Contractor May Be Retained to Meet Claims. 
In case any claim shall be made by any person or corporation against the Con-

tractor or the City for loss or damage to person or property caused by, or arising 
from, or alleged to have been caused by, or to have arisen from, any negligence, act 
or omission of the Contractor or of any sub-contractor or other person employed on 
the work, the amount of such claim or so much thereof as the Commission shall deem 
reasonable, shall, upon the requirement and in the discretion of the Commission, be 
retained by the Comptroller out of any moneys thereafter growing due to the Con-
tractor hereunder (in addition to the other sums hereinbefore authorized to be so 
retained), as security for the payment of such claim or claims. If and when the lia-
bility of the City or the Contractor on such claim or claims shall have been estab-
lished by a judgment of a Court of competent jurisdiction, or shall have been admitted 
by the Contractor to be valid. the said claim or claims shall be paid from the amount 
so retained and the balance, if any, paid to the Contractor. 

Protection of Abutting Property Owners and Others. 
It is the intent of this agreement that in addition to indemnifying the City against 

all claims for damages, the Contractor shall also be liable to the owners of adjacent or 
abutting property, or of buildings or structures thereon and to all tenants of or 
persons in such buildings or structures, for all physical injuries to property or person 
which may be occasioned by the work of construction, even in cases where sum 
owners. tenants or other persons have no legal claim against the City for such in-
iuries. It is therefore further expressly agreed, and is one of the terms and conditions 
upon which this contract is awarded to the Contractor, that in addition to all other 
liability for injuries to adjacent or abutting property, or to buildings or structures 
thereon, or for injuries to persons, the Contractor shall fully meet and duly pay the 
amount of any direct damage that any abutting or other owners or other persons may 
suffer by reason of any physical injury to property or person occasioned by any act 
or omission of the Contractor or of any sub-contractor or other person employed on 
the work: this clause of the contract being a separate and independent provision, 
dissociated from any duty resting upon the City, and having for its sole purpose the 
complete indemnification by the Contractor of all owners of adjacent or abutting 
property or of buildings or structures thereon, and of all tenants of and persons in 
such buildings or structures for any direct physical injury which may be done to their 
property or persons through any act or omission of the Contractor of any sub-con-
tractor or of any other person in the course of any employment under the Contractor 
or any sub-contractor in or upon the construction of the works or any part thereof. 

It is understood that the injuries to property here contemplated are direct physical 
injuries only and not injuries to fee or rental value, and do not include loss of rents, 
of business, or of business profits, and that the measure of compensation shall be a 
sum sufficient to repair the injuries and place the property in the same or as good 
condition as it was before the injuries were occasioned. 

In order to safeguard the owners or tenants of abutting property and at the 
same time prevent unjust or fraudulent claims against the Contractor in respect there-
to, the Engineer shall cause a detailed examination of all adjacent or abutting prop-
erty to he made before construction is begun. The owner or tenant of each parcel or 
his or their duly authorized representative shall be invited by a notice in writing de-
livered to a person apparently in charge of the premises, to be present, and the Con-
tractor, or his duly authorized representative, shall attend and with the Engineer shall 
make such detailed examination. A complete record of the existing conditions of 
each parcel shall he made in triplicate, signed by the Engineer and the Contractor, and 
one copy shall be delivered to the owner, one to the Contractor and one shall be 
retained by the Commission. At such times as the Engineer may direct, and upon 
the completion of the work, or upon notice to the Engineer by the owner or tenant 
that physical injury has occurred, further examination shall be made and the findings 
recorded and filed as above. Such certificate, filed with the Commission as above 
provided, shall be prima facie evidence of the condition of such building or buildings, 
and of the damage, if any, done thereto, in any action or proceeding brought under 
the provisions of this contract, by any owner, tenant or other person. The Contractor 
shall not be liable upon any claim for damages to property unless reasonable oppor-
tunity is afforded to the Commission and the Contractor, by the owner or tenant of 
the property claimed to have been damaged, for making examinations as above pro-
vided and for ascertaining the facts relative to the physical injuries alleged to have 
been sustained ; or upon any claim for damages to property the owner or lessee of 
which refuses, upon reasonable demand being made upon the premises by the En-
gineer, to permit the Engineer and Contractor to enter thereon for the purpose of 
shoring up. protecting or underpinning the same or any adjoining building. 

Damage to Works During Construction. 

All risk of loss or damage to the works or to the materials therefor, prior to tinal 
completion, unless caused by the fault of the City, is assumed and shall be borne icy 
the Contractor, and any such loss or damage shall he made good by the Contractor at 
his own cost, and the construction shall be carried forward by him in accordance with 
this contract, without additional cost to the City by reason of such loss or damage. 
VIII.—CITY TO SECURE. CONTRACTOR AGAINST INTERFERENCE BY INJUNCTIONS, TO ACQUIRE 

REAL ESTATE, ETC. 

City's Assurances to Contractor of Right to Construct. 
The City hereby stipulates and covenants to and with the Contractor that the City 

will secure and assure to the Contractor so long as the Contractor shall perform the 
stipulations of this contract, the right to construct the railroad as prescribed in this 
contract free of all right, claim or other interference, whether by injunction, suit for 
damages or otherwise. on the part of any owners, abutting owner, or other person; 
but not including any interference. legal or otherwise, by patentees or persons claiming 
to be patentees of tools, methods or appliances. Provided, however. that the Con-
tractor shall enforce his rights against the City under this provision solely by claim for 
money. and shall have no right to set up any failure or default on the part of the City 
to perform or satisfy this stipulation or covenant in defense, or by way of exculpation 
or any excuse whatsoever (otherwise than as a claim or counter-claim for money) of 
the Contractor for any default or failure of any character whatsoever on its part. 
Nothing herein contained shall be construed to require the Contractor to do any act in 
violation of a valid injunction issued by a court of competent jurisdiction forbidding 
such act. 

Claims for Infringement of Patents. 
The Contractor shall hold himself responsible for any claims made against the 

City for any infringement of patents by the use of patented articles in the performance 
and completion of the work, or of any process connected with the work agreed to be 
performed under this contract, or of any materials used upon the said work; and shall 
save harmless and indemnify the City for all costs. expense and damages which the 
City shall be obliged to pay by reason of any infringement of patents used in the per-
formance and completion of the work. 

Acquisition of Real Estate. 
The City will acquire all such real estate and rights of way or other rights, terms. 

franchises. casements and privileges therein as may be needed, either permanently or 
temporarily, for the purpose of constructing the railroad or pipe galleries, including 
necessary station entrances and approaches, or to provide, lay or maintain conduits,  

pipes, ways or other means for the transmission of electricity. steam, water, air or other 
source or means of power or of signals or of messages necessary or convenient for or 
in the construction or operation of such road, or for the transprtation of materials nec-
essary for such construction, or to provide a temporary or permanent way or course for 
any such conduit, pipe or other means or source of transportation; and the City may 
also acquire any and all rights, privileges, franchises and easements, whether of owners 
or abutters, or others. to interfere with the construction of the railroad or to recover 
damages therefor, which, in the opinion of the Commission. it shall be necessary to 
acquire or extinguish for the purpose of constructing the railroad free of interference 
or right of interference. 

IX.—TIME FOR COMPLETION, DAMAGES FOR DELAY, ETC. 

Commencement and Completion of Work. 

Time is of the essence of this contract. The Contractor shall begin actual work 
within sixty (60) days after the execution of this contract. The entire work covered 
by this contract shall be completed in all respects within twenty-four months from the 
date of the delivery of this contract. 

Price to be Reduced for Delay. 
In the event of delay in completion of the works beyond the period herein pre-

scribed, and in case any such delay shall not be excusable, or the period extended, as 
hereinafter provided. the City shall be paid damages for such delay. Inasmuch as the 
amount of such damages will be extremely difficult to ascertain, especially in view of 
the fact that the railroad herein contracted for is only a part of a complete system, the 
remainder of which is to be constructed under other contracts. it is hereby expressly 
agreed that damages shall be liquidated and paid by reducing the price to be paid the 
Contractor as follows : From the several amounts which shall become payable to the 
Contractor after the expiration of the periods above limited (but not including the 
retained percentages from amounts theretofore certified to be due), there shall be 
deducted and retained by the City as liquidated damages for such delay (and not as a 
penalty) one per cent. thereof for each and every month after the expiration of the said 
period until such amounts are severally certified to be due and payable. But in case 
the Contractor shall be delayed by reason of any labor strike not caused or instituted 
or provoked by the Contractor, or by any sub-contractor, agent or representative of the 
Contractor (which fact the Contractor shall prove to the satisfaction of the 
sion). or in case the Contractor shall be delayed by any injunction or by any interfer-
ence of public authority, and in case the Contractor cannot. notwithstanding such 
injunction or interference, with reasonable diligence make up for the delay so occa-
sioned by speedier work when the Contractor shall not be so interfered with, then the 
said date for completion shall be extended to a date later than the expiration of the 
said period by the amount of the time of such delay. 

Commission May Intervene in Case of Injunction. 
But no injunction, strike or interference of public authority shall be ground for 

such extension except if and from the time when the Contractor shall give the Com-
mission notice of the injunction or other cause of delay. with copies of the injunction 
or other orders and of the papers upon which the same shall have been granted. The 
Commission and the City or either shall he accorded the right to intervene or become a 
party to any suit or proceeding in which any such injunction shall he obtained, and to 
move to dissolve the same or otherwise, as the Commission or City may deem proper. 
If necessary the Corporation Counsel or the Counsel to the Commission shall be author-
ized by the Contractor to appear. for that purpose. as counsel or attorneys for him. 

Suspension of Work and Additional Time for Performance. 
The Commission reserves the right of temporarily suspending the execution of the 

whole or any part of the work herein contracted to be done. if it shall deem it for the 
interest of the City so to do, without compensation to the Contractor for such suspen-
sion, other than extending the time for completing the work as much as it may have 
been delayed by such suspension. 

Time for Completion to be Extended in Case of Delay in Acquiring Real Estate. 
In case the Contractor shall at any time fo

r 	
notice to the Commission that any 

real estate is necessary under this contract tor any of the purposes specified above. 
which notice shall give a brief description of such real estate, the Commission shall (if 
it finds that such necessity exists) begin and conduct with diligence, proceedings to 
acquire the real estate described ; and in case the Commission shall fail to put the Con-
tractor in possession of such real estate within three months from the delivery of such 
notice, then the period for completion of the works shall be extended for such a time 
as completion is necessarily delayed by the failure of the Commission to furnish such 
real estate; but no allowance by way of damages shall he made for such delay. In any 
arbitration, suit or proceedings involving this clause of the contract, the burden of proof 
shall be on the Contractor to show that the real estate which he described was in fact 
necessary. 

Permission to Complete Contract Not a Waiver. 
The permitting of the Contractor to go on and finish the work, or any part of it. 

after the time fixed for its completion, or after the date to which the time for completion 
may have been extended, or the making of partial payments to the Contractor after any 
such periods, shall in no wise operate as a waiver on the part of the City of any of its 
rights under this contract. 

X.—REMEDIES IN CASE OF CONTRACTOR'S DEFAULT. 

Contractor's Default in Construction. 

In case the Contractor shall fail to complete the works within the period above 
limited, or shall at any time fail to proceed with reasonable diligence. or so that 
shall not be reasonably probable that the works will be completed within the period 
above limited, then and in any such case the Commission upon notice to the Contractor 
of not less than thirty days may— 

City May Complete. 

(1) By resolution declare the Contractor to be in default; and the City by th,r 
Commission in addition to every, or in substitution for any other, remedy which if 
may have by law or hereunder, may thereupon forthwith, so far as the City may now 
have or may hereafter secure statutory power. procure by contract or otherwise, either 
for the Contractor, for his account and at his risk or otherwise as the Commission 
shall determine, the completion of such construction, or, in any case where the Corn 
mission shall deem it for the interest of the City, the performance of any part of 
such construction; and the City may to the extent of the cost of such completion of 
the construction or of such performance or provision of any part thereof and interes. 
on such cost, withhold and apply thereon any moneys otherwise due or to become due 
by the City to the Contractor, and the Contractor shall be liable to the City and shall. 
as the Commission may from time to time require. forthwith pay to the City the 
excess, if any, of the cost to the City of the completion of such construction or 
such performance or provision of any part thereof over the amount payable to the 
Contractor therefor under the terms of this contract, and also the amount, if ally. 
which shall be due to the City by reason of any delay in completion of the construction, 
or in such performance or provision of any part thereof ; or 

Or Make N 70 Contract. 

(2) By resolution declare this contract at an end except as to the liability of the 
Contractor hereinafter in this paragraph provided. and make a new contract for con-
struction, upon advertisement of a new invitation to Contractors, upon such terms as 
the Commission may deem proper; the same to provide among other things that the 
new Contractor shall allow for su much of construction as has been already completed. 
a reasonable amount to be prescribed in such new contract or to be ascertained as in 
such new contract to be provided ; and in such case the Contractor shall pay the City 
all damage which the City shall sustain by reason of such failure, including the excess, 
if any, of the amount which the City shall pay the new Contractor over the amount it 
would have had to pay the Contractor. party hereto, for the same work or materials, 
together with the amount, if any, which shall he due to the City by reason of the delay 
in completion of the construction; or 
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Or Proceed Upon Bond. 
(3) The City may also proceed as to the Commission shall seem proper upon the 

bend, or with respect to the deposits of cash or securities made as aforesaid ; or 

Or May Bring Suit. 
(4) The City may also bring any suit or proceeding for specific performance of 

for iniunction or to recover damages or to obtain any relief or for any purpose proper 
under this contract. 

XL—MISCELLANEOUS PROVISIONS. 

Changes in the Contract. 
No correction or change in this contract shall be made except by written instru-

ment dully authorized by the Commission and consented to by the Contractor and, if 
a bond shall have been given as aforesaid and be then in force, then also consented to 
by the sureties upon such bond ; but this provision shall not limit or affect the right to 
prescribe variations of detail whether of construction or location of route as in this 
contract elsewhere provided. 

1Iembers of Commission Xot 

No claim shall he made by the Contractor against any member of the Commis-
sion personally by reason of this contract or of any of its articles or provisions. 

Contract, When Assignable. 
This contract shall not be assigned without the written consent of the Commis- 

sion. 

Provisions in Case Commission Cense. 
In case the Commission shall cease to exist the Legislature may provide what pub-

lic officer or officers shall exercise the powers and duties of the Commission under and 
by virtue of this contract; and in default of such provision, such powers and duties 
shall he deemed to be vested in the Mayor of the City. In case any officer or officers 
other than the Commission shall hereafter have the powers of the Commission or any 
of them, then the provisions of this contract shall be applicable to such officer or 
officers to the extent to which the powers of the Commission shall appertain to such 
officer or officers, and any official act or determination of such officer or officers or 
of this Commission shall be sufficient hereunder, anything herein to the contrary not-
withstanding, if the same be done or had by lawful vote or resolution or in such man-
ner as the Legislature may- from time to time prescribe. 

Labor Law. 
The Contractor agrees to comply with the provisions of the Labor Law, including 

section 3 thereof as re-enacted by chapter 506 of the Laws of 1906. The Contractor 
further agrees and stipulates that no laborer, workman or mechanic in the employ of 
the Contractor. sub-contractor or other person doing or contracting to do the whole or 
a part of the work contemplated by this contract, shall he permitted or required to 
work more than eight hours in any one calendar day, except in cases of extraordinary 
emergency caused by tire, flood or danger to life or property ; and further that the 
wages to be paid for a legal day's work as hereinbefore defined to all classes of such 
laborers, workmen or mechanics upon the work contemplated by this contract or upon 
any material to be used upon or in connection therewith, shall not be less than the 
prevailing rate for a day's work in the same trade or occupation in the Borough of 
Brooklyn, where the work hereby contemplated, about or in connection with which 
such labor is performed, is in its final or completed form to be situated, erected or 
used ; and that each such laborer, workman or mechanic employed by the Contractor 
or by any sub-contractor or other person on, about or upon the work contemplated 
by this contract, shall receive such wages herein provided for. This contract shall be 
void and of no effect, unless the Contractor shall comply with the provisions of this 
paragraph. In obedience to the requirements of section 13 of the Labor Law it is 
further provided that if the provisions of the said section are not complied with, this 
contract shall be void. 

.111 Necessary Legal Provisions Deemed Inserted Herein. 

It is the intent and understanding of the parties to this agreement that each and 
every provision of law required to be inserted in this contract should be and is inserted 
herein. Furthermore, it is hereby stipulated that every provision is to be deemed to 
be inserted herein ; and if, through mistake or otherwise, any such provision is not in-
serted in correct form, then the contract shall forthwith, upon the application of either 
party, be amended by such insertion so as to comply strictly with the law, and without 
prejudice to the rights of either party hereunder. 

Provision in Case of Unlawful Provision. 

If this contract contains any unlawful provision not an essential part of the general 
structure of the contract and which shall not appear to have been a controlling or very 
material inducement to the making thereof the same shall he deemed of no effect, and 
shall upon the application of either party, be struck from the contract without affecting 
the binding force of the contract as it shall remain after omitting such provision. 

In witness whereof, this contract has been executed for The City of New York by 
the Public Service Commission for the First District under and by a resolution duly 
adopted by the Commission and the seal of the Commission has been hereto affixed 
and these presents signed by the Chairman and Secretary of the Commission ; and the 
Contractor has caused its corporate seal to be hereto affixed and these presents to be 
executed by its proper officers, the day and year first above written. 

PUBLIC SERVICE COMMISSION FOR THE FIRST DISTRICT, 
By 	 , Chairman. 

Attest: 
	 , Secretary. 

State of New York, County of New York, ss.: 

On the 	day of 	 , 1908, before me personally appeared William 
R. Willcox and Travis H. Whitney, to me known and known to me to be the said 
William R. Willcox. the Chairman, and the said Travis H. Whitney, the Secretary, of 
the Public Service Commission for the First District; and the said William R. Willcox 
and Travis H. Whitney being by me duly sworn, did depose and say, each for himself 
and not the one for the other, the said William R. Willcox, that he resides in the 
Borough of Manhattan, in the City, County and State of New York, that he is the 
Chairman of the said Commission and that he subscribed his name to the foregoing 
contract by virtue of the authority thereof ; and the said Travis H. Whitney, that he 
resides in the Borough of Brooklyn, in the County of Kings, City and State of New 
York, that he is the Secretary of the said Commission and that he subscribed his name 
thereto by like authority ; and both the said William R. Wilcox and Travis H. Whitney 
that they know the seal of the said Commission and that the same was affixed to the 
foregoing instrument by the authority of the said Commission and of a resolution duly 
adopted by the same. 

State of New York, County of New York, ss.: 

On this 	day of 	 , 1908, before me personally came 

to me known and known to me to be the individual described in and who executed 
the foregoing instrument, and 	he duly acknowledged to me that he executed 
the same. 
State of New York, County of New York, ss.: 

On this 	day of 	 , 1908, before me personally appeared 
, to me known, who, being by me first duly sworn, did depose and 

say : That he resided in 	 , in the State of 
; that he is 	 of the 

the corporation described in and which executed the foregoing instrument ; that he 
knew the corporate seal of said company; that one of the seals affixed to said contract 
was such corporate seal, and that it was affixed thereto by order of the board of 
directors of said company, and that he signed his name thereto by like authority. 

CONTRACTOR'S BOND. 

Fourth Avenue Route, Sackett Street to Tenth Street. 

[11-A-2.] 

_know all men by these presents, that 

of 	 , hereinafter called the Contractor, and 
and 

hereinafter called the Sureties, are held and firmly bound unto The City of New York, 
hereinafter called the City, in the penal sum of one hundred and fifty thousand dollars 
($150,000), lawful money of the United States of America, to he paid to the City, for 
which payment well and truly to be made the Contractor and the Sureties do hereby 
bind themselves and their, and each of their, executors, administrators, successors and 
assigns firmly by these presents, as follows : The Contractor to be so held and bound 
for the full amount of the said one hundred and fifty thousand dollars ($150,000), and 
each of the said Sureties to be so held and bound only for a portion of said penal sum as 
follows: 

The said for the sum of 
dollars ($ ) ; the said 	 for the sum of  

dollars ($ 	 ) tdhoellsaarisd 
for the sum of 

) ; h  for the sum of 	 dollars 
 said 
	 ). 

In witness whereof, the Contractor and the Sureties have hereunto caused their 
respective seals to be hereto affixed and these presents to be attested by the proper 
officers of each of them, which is a corporation. this 	day of 	 , 1908. 

Whereas, The City, by the Public Service Commission for the First District (here- 
inafter called the Commission), is about to enter into a contract with the Contractor 
bearing even date herewith for the construction of that portion of a rapid transit rail-
road (including pipe galleries). known as the Fourth Avenue Route. in Fourth avenue 
and extending from Sackett street to Tenth street. in the Borough of Brooklyn, in 
The City of New York, more particularly described in the said contract : and 

Whereas, The City is about to enter into such contract with the Contractor upon 
the condition, and not otherwise, but this bond shall be given to the City, and upon 
the faith thereof, 

Now, therefore, the condition of the foregoing obligation is such that if the 
Contractor shall fully perform the said contract. then this obligation shall be null and 
void, but else it shall remain in full force and virtue. 

It is expressly agreed, between the City and the Sureties (and it is upon such 
agreement that the City accepts this bond) that the Sureties will and do waive any 
and every notice of default on the part of the Contractor; that they will and do permit 
the City to extend the time of the Contractor to make any payment or do any act ; that 
no omission on the part of the City to give any notice of extension of time granted by 
or on behalf of the City shall be availed of by the Sureties or any of them as a defence 
upon this bond ; that the Sureties shall not set up or have any defence upon this bond 
by reason of any alteration of the said contract unless such alteration shall be repre-
sented by a formal written instrument duly executed between the City and the Con-
tractor which shall have been duly authorized. by a vote of the Commission ; and that 
in case of such alteration, however made, the same shall be a defence to the Sureties 
only to the extent of the actual injury or damage caused to the Sureties by said 
alteration.* 

* The execution of the bond must be duly proved before delivery in the form essential to proof 
to entitle a deed to record in the State of New York. Full affidavits of justification of sureties 
must be added. 

CONTRACTOR'S PROPOSAL. 

[11-A-21 

(Fourth Avenue—Sackett to Tenth Street.) 

Notice—Sums of money must be written in words and also in figures, except in 
the schedules. There must remain annexed hereto: 

Copy of invitation to contractors. 
Copy of form of contract. 
Copy of form of bond. 
Schedule of securities, filled up only if the bidder desires to deposit securities in 

lieu of cash. 
To the Public Service Commission for the First District: 

1. The undersigned* 

* If the bid is sAhmitted ty a corporation. the foil leezal title must he given here and a certified 
copy of the certificate of incorporation must be submitted, together with an affidavit showing the 
amount of stock paid in in cash and the names and addresses of the directors and principal officers. 
If the hid is suhrnitt,t,1 by a firm. the above blank must be filled up in the following form, "the firm 
of A. B. & Co.. composed of A. 	C. D., etc." (giving the names of all the partners). 

do hereby, in pursuance of the invitation to contractors, a copy of which is attached 
hereto, propose according to the terms thereof to enter into a contract with The City of 
New York in the form therein referred to and to perform all the work mentioned in 
the said contract and hereby agree to accept in full payment therefor the following 
sums, to wit: 

For construction of the railroad (as these words are defined in the form of con-
tract), including the furnishing of all labor, materials and appliances required to do the 
work, the sum of 
dollars ($ 	 ).  

For construction of the pipe galleries, including the furnishing of all labor, 
materials and appliances required to do the work, the sum of 

dollars ($ 	 ).  
It is understood that the acceptance of the foregoing bid for pipe galleries is con-

ditional on the acceptance of the above bid for construction of the railroad, but that 
the Commission may accept the bid for construction of the railroad and reject the 
bid for construction of pipe galleries. 

2. It is understood by the undersigned that all of the above sums are subject to 
modification as provided in the above mentioned form of contract, and that payments 
are to be made when and as therein provided. 

3. The foregoing bids are based upon the following estimate or schedule of 
quantities and unit value thereof, and are submitted in accordance with the invitation 
to contractors. In submitting this estimate it is understood that the acceptance of this 
proposal by the Commission imposes upon it no obligation to make payments in accord-
ance with such estimate of quantities and unit values or to value work done in accord-
ance therewith. 

RAILROAD CONSTRUCTION. 

Estimate or Schedule of Quantities and Unit Prices Therefor.* 

Classified Items. 	 Quantity. 	Price. 	Amount. 

Excavation— 
Earth above mean high water, per cubic yard 	 
Earth below mean high water, per cubic yard 	 
Rock above mean high water, per cubic yard 	 
Rock below mean high water, per cubic yard 	 

Piling and Timbering— 
Timber piles, per linear foot 	  
Concrete piles, per linear foot 	  
Grillage or foundation timber, per thousand (B. M.) 	 

Concrete, per cubic yard 	  

Brick Masonry— 
Common brick, per cubic yard 	  
Hollow terra-cotta brick, per cubic yard 	  

Stone Masonry— 
Cut stone, per cubic yard 	  
Footing stone, per cubic yard 	  

   

   

   

   

   

   

   

   

   

   

   

   

   



Along Line. 

(Lin. Ft. 	Price. 

Off Line. 
r— 

Amount. 	Lin. Ft. 	Price. 	Amount. 
*Sewers. 
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Water Pipe. 	 Gas Pipe. 
	 A  	 A 	  

r- 
Lin. Ft. 	Price. 	Amount. lin. Ft. 	Price. 	Amount. 

Classified Items. 	 Quantity. 	Price. 	Amount. 

Waterproofing— 
With treated fabric, 2-ply, per square yard 	 
With treated fabric, 3-ply, per square yard 	 
With treated fabric, 4-ply, per square yard 	 
With treated fabric, 5-ply, per square yard 	 
With treated fabric, 6-ply, per square yard 	 

Brick laid in asphalt mastic, per cubic yard 	  

t 1) rains- 
15-inch vitrified pipe, per linear foot 	  
12-inch vitrified pipe, per linear foot 	  
10-inch vitrified pipe, per linear foot 	  
8-inch vitrified pipe, per linear foot 	  
6-inch vitrified pipe, per linear foot 	  
4-inch or 3-inch vitrified pipe, per linear foot 	 

16-inch cast iron pipe, per linear foot 	  
12-inch cast iron pipe, per linear foot 	  
10-inch cast iron pipe, per linear foot 	  
8-inch cast iron pipe, per linear foot 	  
6-inch cast iron pipe, per linear foot 	  
4-inch cast iron pipe, per linear foot 	  

Steel and Iron— 
Riveted steel, per ton of 2,000 pounds 	  
Steel beams, per ton of 2,000 pounds 	  
Cast steel, per ton of 2,000 pounds 	  
Cast iron, per ton of 2,000 pounds 	  

Tunnel ducts. 	  
Vault lights, per square yard 	  
Gratings, per square yard 	  
Wire mesh (expanded metal), per square yard 	 
Gas pipe handrail, per linear foot 	  

Total 
	

$ 

• The bidder shall fill out only the items that will be embraced within his work and which he 
has taken into consideration as a part of his bid. 

t Includes all specials and fittings. 

Sewers Along Line and Off Line. 

6-inch cast-iron pipe 
	

$ 	 $ 
8-inch cast-iron pipe 	  

10-inch cast-iron pipe 	  
12-inch cast-iron pipe 	  
14-inch cast-iron pipe 	  
16-inch cast-iron pipe 	  
18-inch cast-iron pipe 	  
20-inch cast-iron pipe 	  
24-inch cast-iron pipe 	  
;,0-inch cast-iron pipe 	  
36-inch cast-iron pipe 	  
42-inch cast-iron pipe 	  
48-inch cast-iron pipe 	  
54-inch cast-iron pipe 	  
6-inch vitrified pipe 	  
8-inch vitrified pipe 	  

12-inch vitrified pipe 	  
15-inch vitrified pipe 	  
18-inch vitrified pipe 	  
24-inch vitrified pipe 	  

t.gg-shaped Brick or Concrete- 
3 feet by 2 feet 	  

	

3 feet 6 inches by 2 feet 4 inches 	 
4 feet by 2 feet 8 inches 	 
4 feet by 3 feet 	  
4 feet 3 inches by 2 feet 10 inches 
4 feet 6 inches by 3 feet 	 

	

4 feet 9 inches by 3 feet 2 inches 	 

Circular- 
3 feet 9 inches 	  
4 feet 	  
4 feet 3 inches 	  
4 feet 6 inches 	  
4 feet 9 inches 	  
5 feet 	  
5 feet 3 inches 	  
5 feet 6 inches 	  
6 feet 	  
6 feet 3 inches 	  
7 feet 3 inches 	  
7 feet 6 inches 	  
8 feet 	  
9 feet 	  
9 feet 3 inches 	  
9 feet 6 inches 	  

tSpecial Forms- 
6 feet by 8 feet 6 inches 	 
7 feet by 13 feet 8 inches 	 

Total 	  

, Includes all chambers, manholes, receiving basins, flush tanks and all appurtenances belonging 
thereto. 

t Reinforced concrete. 

Maintenance of Water Pipe, Gas Pipe and Other Subsurface and Surface Structures. 
(Includes Furnishing of New Material Wherever Necessary.) 

Water Pipe. 	 Gas Pipe. 

Lin. Ft. 	Price. 	Amount. 	Lin. Ft. 	Price. 	Amount. 

3-inch water or gas 	  
4-inch water or gas 	  
6-inch water or gas 	  
8-inch water or gas 	  

10-inch water or gas 	  
12.inch high-pressure water 	 
16-inch water or gas 	  
16.inch high-pressure water 	 
18-inch water or gas 	  
20-inch water or gas 	  
20 inch high-pressure water. 	 

24-inch water or gas 	  
30-inch water or gas 	  
36-inch water or gas 	  
48-inch water 	  

Total 	  

Quantity. 	Price. 

Ducts, other than tunnel ducts, per duct foot 	  
Street railway track (single track), per linear foot 	 
Elevated railway columns, each 	  

Total 	  

Stations. 

	

Classified Items. 	 Quantity. 	Price. 

Tile— 
Straight tile, per square foot 	  
Curved tile, per square foot 	  
Ceramic tile, per square foot 	  
Ceramic tile (special pieces), each 	  

(Scratch coat to be included in the above items.) 

Marble— 
Platform waincot, per square foot 	  
Lintels, Type " A," each 	  
Lintels, Type " B," each 	  
Lintels, toilet, each 	  
Lintels, special, each 	  

Plumbing— 
Rough plumbing, complete, including sewer and water 

connections, traps, meters, tanks, valves, etc 	, 
per station 	  

Back pressure valves, check and gate, each 	 
Toilet fixtures, complete, each 	  
Marble or glass in toilets, including wainscot, parti-

tions, shelves, floor slabs and trim, per square foot_ 
Toilet fittings, complete, including doors, hardware, 

supports for partitions, etc., per station 	 
Catch basins, including traps, pipes and sewer con- 

nections for same, each 	  
Fire service connections, including necessary pipe and 

valves, each 	  
Wall drains, complete, each 	  

Plastering— 
Flat suspended ceiling, complete, per square yard 	 
Arched suspended ceiling, complete, per square yard. 
First, second and finish coats on brick or tile, per 

square yard..... 	  
Second and finish coats on concrete, per square yard 	 
Portland cement finish on concrete, per square yard 	 
Wire lath and steel furring, exclusive of plaster, per 

square yard..... 	  

Woodwork— 
Ticket booths, Type "A," each 	  
Ticket booths, Type "B," each 	  
Ticket booths, Type "C," each 	  
Ticket booths, Type "D," each 	  
Ticket booths, Type "F," each 	  
Ticket booths, special, each 	  

News stands, each 	  
Fixtures for masonry booths, each 	  
Fixtures for news stands, each 	  
( The above items to include all shelves, grilles, hardware, 

glass, etc., necessary to complete the booths.) 
Doors, Type "A," including hardware, each 	  
Doors, Type "B," including hardware, each 	  
Doors, Type "C," including hardware, each 	  
Doors, Type "D," including hardware, each 	  
Doors, Type "E," including hardware, each 	  
Doors, special, including hardware, each 	  
Trim and doors for panel and switchboards. each 	 

Concrete Stairs— 
Self-supporting stairways, including safety treads, per 

linear foot tread 	  
Supported stairways, including safety treads, per linear 

foot tread 	  
Self-supporting landings, including safety treads, per 

square foot. 	  
Supported landings, including safety treads, per 

square foot. 	  
Reinforced concrete columns, per linear foot 	 
Reinforced concrete street landings, per cubic foot 	 
Cement finish on street landings, including safety 

treads;  per square foot 	  
Cement stairway strings, per linear foot 	  
Reinforced concrete curbs, including cement finish, 

per cubic yard 	  
Cement face on sides of stairways, per linear foot. 

Floors— 
Concrete floor finish, per square foot 	  
Concrete floor foundation, per cubic yard 	 
Sanitary cove, per linear foot 	  
Cement base, including sanitary cove, per linear foot 	 
Pipe troughs, including covers and frame, per linear 

foot 	  
Clean cut manholes, including covers and frames, 

each 	  

Mason Work— 
Face brick, per square foot 	  
Common brick and hollow tile, per cubic foot 	 
Vent flues, per linear foot 	  
Fireproof ceiling, per square foot 	  

Railings— 
Straight level railing, including posts, per linear foot 	 
Curved level railing, including posts, per linear foot 	 

Amount. 

Amount. 



If the Commission shall notify the undersigned that this Contractor's Proposal is 
accepted and that the proposed contract is approved by the Board of Estimate and 
Apportionment, then, if the undersigned shall fail within ten days thereafter or within 
such longer period as may be prescribed by the Commission to make the deposit in 
cash or securities as aforesaid ; or to procure the above described bond to be duty 
executed and delivered; or if the undersigned shall fail to procure the contract to be 
duly executed and delivered as aforesaid, then the invitation to contractors and this 
contractor's proposal shall constitute a contract binding the undersigned to pay to the 
City the damages by it sustained by reason of such failure of the undersigned, as 
provided in said invitation to contractors. And the undersigned hereby assigns to the 
City the said sum so specially deposited by the delivery of such certified check, subject 
only to the condition that if this proposal shall not be accepted, or, if it shall be 
accepted and the undersigned shall within ten days after notice as aforesaid or any 
longer period prescribed by the Commission, execute the said contract and make the 
said deposit in cash or securities or procure the said bond to he duly executed and 
delivered, then the amount of the said check so specially deposited shall be returned 
to the undersigned. 

7. A notice of acceptance of this proposal by the Commission addressed to the 
undersigned as aforesaid shall forthwith, at the option of the Commission operate as 
against the undersigned as a complete making of a contract according to the form 
thereof as aforesaid, with the blanks therein contained filled in according to this 
proposal. 

8. There are no persons interested with the undersigned in this proposal, except* 

Here insert the names and addresses of all persons interested with the bidder. If there are no 
such persons strike out the word "except." 

9. This proposal is made without any connection with any other person making a 
proposal or bid for the same purpose, and is in all respects fair and without collusion 
or fraud. No member of the Board of Aldermen, head of department, chief of 
bureau, deputy thereof or clerk therein, or other officer of The City of New York. 
or any member= or employee of the Public Service Commission for the First District 
is interested directly or indirectly, as contracting party, partner, stockholder, or other-
wise in, or in the performance of, the contract, or in the supplies, work or business 
to which it relates or in any portion of the profits thereof. 

Dated the 	 , 1908. 

Affidavit of Verification. 
State of New York, City and County of New York, ss.: 

being duly sworn, says : I am* 	 the proposing 

If the bidder is an individual, (10 not fill this blank; if the bidder is a firm, here say; "a 
memb':r of the firm of 	 "; if a corporation, say "the (President or other 
officer duly authorized) of the 	 Company." 

contractor above named. I have read the foregoing proposal. The same is in all 
respects true. 

Sworn to before me this 	day of 	 , 1908. 

Schedule of Securities. 
Note—If the bidder desires not to give a bond, but to deposit securities in lieu 

thereof, a description of the securities to be deposited for that purpose must be 
inserted below. 

All securities when delivered must be payable to, or run in favor of, or be trans-
ferred to, the Comptroller of The City of New York. 

The following resolution was offered: 
Resolved, That, pursuant to the provisions of section 37 of the Rapid Transit 

Act (chapter 4 of the Laws of 1891, as amended), the provisions of section 45 of 
the Greater New York Charter, and the requisition of the Public Service Commission 
for the First District duly made by said Commission on May 26, 1908, the Board of 
Estimate and Apportionment hereby consents to the proposed contract to be entered 
into between E. E. Smith Contracting Company and The City of New York, acting 
by the Public Service Commission for the First District, for the following purposes: 
For the construction in the Borough of Brooklyn, of a four-track un- 

derground railroad or subway, the centre line of which will begin at 
a point on the centre line of Fourth avenue, 60 feet north of the 
north line of Sackett street, and running thence southerly along 
and under.the centre line of Fourth avenue to a point 10 feet north 
of the north line of Tenth street 	  $2,283,553 30  

For the construction of pipe galleries in connection with the said rail- 
road, for the sum of 	206,672 00 

Total 	  $2,490,225 30 

—and be it further 
Resolved, That the Board of Estimate and Apportionment prescribes that the 

limit to the amount of Corporate Stock available for the said purposes shall be two 
million two hundred and eighty-three thousand five hundred and fifty-three dollars 
and thirty cents ($2,283,553.30) for railroad construction, and two hundred and six 
thousand six hundred and seventy-two dollars ($206,672) for pipe gallery construc-
tion ; and be it further 

Resolved, That the Comptroller be and he is hereby authorized and directed to 
issue Corporate Stock of The City of New York to the amount of five hundred thou-
sand dollars ($500,000) for railroad construction, and thirty thousand dollars ($30,000) 
for pipe gallery construction, at such rate of interest as the Board of Commissioners 
of the Sinking Fund shall prescribe for the purposes mentioned in the communication 
of the Public Service Commission for the First District to this Board under date of 
May 26, 1908. 

Which was adopted by the following vote: 
Affirmative—The Mayor, the Comptroller, the President of the Board of Alder-

men, the Presidents of the Boroughs of Brooklyn, The Bronx, Queens and Rich-
mond ignd the Acting President of the Borough of Manhattan-16. 

Contract Awarded. 	Corporate Stock Requested. 
A 	  A, 	 .■ 

For 	For Pipe 	For 	For Pipe 
Railroad 	Gallery 	Railroad 	Gallery 

Construction. Construction. Construction. Construction. 

Contract. 

No. 5—Section 11-A-3—Under Fourth 
avenue, from Tenth street to Twenty-
seventh street — Tidewater Building 
Company and Thomas B. Bryson, con- 
tractors 	  $1,945,640 50 	$251,076 00 	$500,000 00 	$30,000 00 

PUBLIC SERVICE COM MISSION FOR THE FIRST DISTRICT, 
TRIBUNE BUILDING, No. 154 NASSAU STREET, 

NEW YORK, May 26, 1908. 

To the Board of Estimate and Apportionment of The City of New York: 

SIRS—The Public Service Commission for the First District now transmits to 
you for your consent as required by law a proposed contract for the construction 
of section 11-A-3 of the proposed Fourth Avenue Rapid Transit Railroad, which 
section extends under Fourth avenue, from Tenth street to Twenty-seventh street, 
and also for the construction of the pipe galleries embraced within such section. 
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Classified Items. 	 Quantity. 	Price. 	Amount. 

Railings— 
Bevel railing or grille, including posts, per square foot 
High sliding gates, complete, each 	  
Low sliding gateq, complete, each 	  
Bostwick gates, complete, each 	  
Wood hand rail, including bra...kets, p!,1- linear foot. 
Street rai:ings at stairwells, each 	  
Street railings, including hoods at stairwells, each. 

l_scalators-- 
Escalators, complete, each 	  

Electric Work— 
Light outlet and pull boxes, each 	  
Heater boxes, each 	  
Switchboard boxes, each 	  
Panel board boxes, each 	  

Above items to include all necessary conduit work.) 

Painting— 
Station painting. complete, per station 	  

Total 	  

SUMMARY. 
Total for excavation, etc 	  
Total for sewers along line and off line 	  
Total for water pipe, gas pipe and other subsurface and surface structures 
Total for ducts, street railway track and elevated railway columns 	 
Total for station 	  

Amount of bid 	  

PIPE GALLERY CONSTRUCTION. 

Estimate or Schedule of Quantities and Unit Prices for Pipe Galleries.* 

	

Classified Items. 	 Quantity. 	Price. 	Amount. 

Earth excavation, per curie yard 	  
Rock excavation, per cubic yard 
Concrete excavation, per cubic yard 	  

Waterproofing— 
With treated fabric, 2-ply, per cubic yard 	 
With treated fabric, 3-ply, per cubic yard 	 
With treated fabric, 4-ply, per cubic yar 	  

Drains- 
I2-inch vitrified pipe, per linear foot 	  
10-inc;,  vitrified pipe, per linear foot 	  
8-inelt vitrified pipe, per linear foot. 	  
6-inch vitrified pipe, per linear foot 	  
4-inch vitrified pipe, per lineal- foot 	  

Steel— 
Beams, per ton 	  
Rods, per ton 	  
Ca=t steel, per ton 	  
Cast iron, per ton 	  

Ducts, per linear duct foot 	  
Street surface restored, per square yard 	  
i'ark surface restored, per square yard 	  
(:ratings, per square yard 	  
"frolley rail or track, per square yard 	  

• 1 he bidder shall fill out only the items that will be embraced within his work and which he 
has taken into consideration as a part of his bid. 

PIPE GALLERIES. 

Maintenance of Water Pipe, Gas Pipe and Other Subsurface and Surface Structures. 
(Includes Furnishing of New Material Wherever Necessary.) 

Water Pipe. 	 Gas Pipe. 

Lin. Ft. Ft. 	Price. 	Amount. 	Lin. Ft. 	Price. 	Amount. 

3-inch water or gas 	  
4-inch water or gas 	  
6-inch water or gas 	  
8-inch water or gas 	  

10-inch water or gas 	  
12-inch high-pressure water 	 
16-inch water or gas 	  
16-inch high-pressure water. 	 
I8-inch water or gas 	  
20-inch water or gas 	  
20-inch high-pressure water 	 
24-inch water or gas 	  
30-inch water or gas 	  
36-inch water or gas 	  
48-inch water 	 

	

Total 	  

SUMMARY. 
Total for excavation, etc 	  
Total for water pipe, gas pipe and other surface and subsurface structures 	 

Amount of bid 	  

4. If this proposal is accepted, the undersigned will within ten days after delivery 
of notice, execute and deliver the contract with the City in the form aforesaid and 
at the same time will deliver to the Comptroller of The City of New York pursuant 
to the terms of the said contract a bond in the penalty of one hundred and fifty thou-
sand dollars ($150,000) in the form hereto annexed with the following named Sureties, 

* The bidder may. under section 34-c of the Rapid Transit Act, deposit cash or securities, with 
he approval of the Commission, in lieu of a bond; and the bidder, if desirous of so doing, may so 
,tate here, and strike cut the words in italics. 

5. The Commission may cause any notice intended for the undersigned to be 
lelivered at Room No. 	on the 	floor of the building No. 	in the 
Borough of 	 in The City of New York. Such delivery shall be suf- 
ficient notice to the undersigned. 

6. At the time of delivering this proposal to the Commission the undersigned 
mill separately deliver a certified check payable to the order of the Comptroller of 
The City of New York for the sum of twelve thousand five hundred dollars ($12,500). 
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The form of the proposed contract is for construction alone, in accordance with 
the resolution adopted by your Board on the 4th day of June, 1907. 

The route, of which the portion of the railroad to be constructed under this 
contract forms a part, was adopted by the former Rapid Transit Board on the 1st 
day of June, 1905, and was thereafter consented to by the local authorities and by 
the Appellate Division of the Supreme Court in the _Second Judicial Department. 
The Public Service Commission for the First District pursuant to law prepared 
detailed plans and specifications for the construction of such rapid transit railway 
and included in said plans provisions for galleries, ways, subways or tunnels, for 
gas or water pipes, electric wires and other subsurface structures and conductors 
proper to be placed underground (hereinafter in this communication referred to as 
pipe galleries) and determined to make a separate contract for the construction of 
a part of the said route under Fourth avenue, from Tenth street to Twenty-seventh 
street. The form of the said contract as duly adopted by the Commission was sub-
mitted to the Corporation Counsel, and the Commission was advised by him in a 
communication dated March 30, 19J8, that it is correct in form, and such contract 
was approved by your Honorable Board on the 27th day of March, 1908. 

Thereafter the Commission duly advertised for proposals by notices printed 
twice a week for three successive weeks in four of the daily newspapers published 
in The City-  of New York and also continuously from day to day in the CITY 
RECORD, which notices stated that said proposals would be opened at the office of 
the Commission on Friday, the 8th day of May, 1908, at 12 o'clock noon. At the 
same time and place the proposals were publicly opened, and those received were 
as follows: 

Railroad 
For 

	

Gallery Con- 	Total. 
For Pipe 

	

Construction. 	struction. 

$1,413,635 00 Tames Graham 	  
Tidewater Building Company and Thomas B. Bry- 

son  
	

1,945,o40 50 	$251,076 00 	$2,196,716 50 
E. E. Smith Contracting Company 

	2,218,566 00 	303,512 00 	2,522,078 00 
S. Pearson & Son (Inc.)  

	
2,508,031 00 	327,229 00 	2,835,260 00 

Millard Construction Contpany 
	

2,595,503 02 	415,180 00 	3,010,683 02 
);ore Engineering and Contracting Company ... 	2,837,908 15 	414,969 50 	3,252,877 65 
Will'am Pratrey 

	
3,057,764 10 	428,715 00 	3,486,479 10 

Tne Phoenix Construction company 
	

3,128,000 00 	481,000 00 	3,609,000 00 

An informal proposal was also received from Westinghouse, Church, Kerr & 
Co., which was based upon what is known as the master and servant type of con-
tract, and which differed so radically from the proposals requested by the invitation 
to contractors that the Commission was advised by its counsel that such proposal 
could not be considered. The lowest bid fur railroad construction received, that of 
James P. Graham, was not accompanied by a bid for the construction of the pipe 
galleries as was required 1w the invitation, and on the advice of the counsel to the 
Commission this bid was rejected as defective. 

The Commission having duly considered the said proposals (lid, on the 22d 
day of '.flay, 1908, accept the proposal of Tidewater Building Company and Thomas 
B. Bryson, both for railroad construction and for pipe galleries, and accordingly 
awarded the contract for the construction of the same to the said Tidewater Building 
Company and Thomas B. Bryson, subject to Your consent as required by law. A 
copy of said contract as so adopted and awarded is herewith transmitted. 

The Commission is informed that the said Tidewater Building Company and 
Thomas B. Bryson have had extensive experience in building operations and believes 
them competent to perform this work. 

The Commission therefore, pursuant to the provisions of section 37 of the 
Rapid Transit Act, being chapter 4 of the Laws of 1891, as amended, and pursuant 
also to the provisions of section. 45 of the Greater New York Charter, requests your 
Honorable Board to consent to the said contract herewith transmitted and to 
prescribe a limit to the amount of bonds available for the purposes of the said 
contract, and requests you to direct the Comptroller to issue bond of The City of 
New York for the purpose of providing the necessary means for the construction 
of the railroad and the pipe galleries, and the Commission does hereby make re-
quest for the authorization of Corporate Stock to the amount of five hundred 
thousand dollars ($500.000) for railroad construction and thirty thousand dollars 
($30,000) for pipe gallery construction, those being the amounts which the Com-
mission deems necessary for the said contract and the progress of the work to 
require 	the present time. 	• 

In witness whereof, the Public Service Commission for the First District has 
caused these presents to be signed by its Chairman and its official seal to he hereto 
affixed and attested by its Secretary, this 26th day of May, 1908. 

PUBLIC SERVICE COMMISSION FOR THE FIRST DISTRICT, 
By W. R. V‘Tn.t.cox, Chairman. 

At test 
TRAVIS H. WHITNEY, Secretary. 

Whereas, The Commission did. on the 22d day of May, 1908, subject to the con-
sent of the Board of Estimate and .Apportionment of The City of New York being 
obtained, accept the proposal of Tidewater Building Company and Thomas B. 
Bryson for the construction of that portion of the proposed rapid transit railroad in 
Fourth avenue and other streets in the Borough of Brooklyn, known as Section 
11-A-3, which extends under Fourth avenue, from Tenth street to Twenty-seventh 
street, for the sum of one million nine hundred and forty-five thousand six hundred 
and forty dollars and fifty cents ($1,945,640.50), and did also accept the proposal of 
the said Tidewater Building Company and Thomas B. Bryson for the construction 
of pipe galleries embraced within the said section, for the sum of two hundred and 
fifty-one thousand and seventy-six dollars ($251.076) ; now therefore be it 

Resolved, That the Chairman and Secretary be and they are hereby authorized 
and directed to request the Board of Estimate and Apportionment of The City of 
New York to consent to the said contract and to prescribe a limit to the amount of 
bonds available for the purposes of the said contract, and to request said Board of 
Estimate and Apportionment of The City of New York to direct the Comptroller to 
issue bonds of The City of New York for the purpose of providing the necessary 
means for the construction of the railroad and the pipe galleries, and to make request 
on the Board of Estimate and Apportionment of The City of New York fir the 
authorization of Corporate Stock to the amount of five hundred thousand dollars 
($500,000) for railroad construction and thirty thousand dollars ($30.000) for pipe 
gallery construction, those being the amounts which the Commission deems now neces-
sary for the said contract and the progress of the work to require at the present time. 
State of New York, County of New York, ss.: 

1. Travis H. Whitney, Secretary of the Public Service Commission for the First 
District, do hereby certify that I have compared the above with the original adopted 
by said Commission on 	 , 1908, and that it is a correct transcript 
therefrom and of the whole of the original. 

In testimony whereof, I have hereunto subscribed by hand and affixed the seal 
of the Commission this 26th (lay of May, 1908. 

[SEAL.] 	 TRAVIS H. WHITNEY, Secretary. 

PUBLIC SERVICE COMMISSION FOR THE FIRST DISTRICT. 

Invitation to Contractors, Form of Contract, Bond, Schedule and Contractor's Proposal 
for Construction of a Part of the Proposed Fourth Avenue Route, Brooklyn) 
(Tenth Street to Twenty-seventh Street). 

INVITATION TO CONTRACTORS. 

(Fourth Avenue, front Tenth Street to Twenty-seventh Street.) 
The City of New York, acting by the Public Service Commission for the First 

Distr:et, by this advertisement, invites proposals to construct that part of the proposed 
Fourth Avenue Subway, between points on Fourth avenue, 10 feet north of the 
north line of Tenth street and 15 feet south of the south line of Twenty-seventh 
street. 

The general plan of construction calls for a four-track subsurface railroad, but 
the Contractor will not be required under the contract proposed to provide or lay 
tracks, ties or ballast. Two stations, one between Prospect street and Seventeenth 
street and one between Twenty-fifth street and Twenty-sixth street, will be constructed ; 
and suitable crossovers, turnouts and sidings are also to be provided, all as indicated 
on the detailed plans of construction. The tunnels arc to have a height of not less 
than thirteen (13) feet in the clear, and a maximum width of fifteen (15) feet for 
each track, except at curves, etc., where the width may be increased. The roof of the 
tunnels is generally to be as near the surface of the street as street conditions and 
grades will permit. The roof and sides of the tunnels will be of iron or steel and 
masonry. Entrances to the stations arc intended to be placed within private property, 
rights in which will be acquired for the purpose, or on the streets, or on the sidewalks 
adjacent to private property, as indicated on the plans. 

The manner of construction shall be by excavation in open trench, unless other-
wise provided in the contract or directed by the Commission. 

In the detailed plans for construction, provisions for pipe galleries along the line 
of the railroad are included. Bids for the construction of the railroad must he 
accompanied by a separate hid for the construction of the pipe galleries above 
referred to, as It is essential for the City to separate the cost of the railroad front 
the cost of the pipe galleries. The Commission reserves the right to accept a bid for 
construction of the railroad and at the same time to reject the accompanying bid 
for pipe galleries. 

Bidders must visit the location of the railroad and stations to be built under this 
contract and note the present conditions along the line of the proposed railroad. 

A fuller description of the work to be done is set forth, and other requirements. 
provisions, details and specifications are stated in the printed form of contract now on 
file in the office of the Commission, No. 154 Nassau street, in the Borough of Man-
hattan, and in the detailed drawings therein referred to, at which office copies of the 
contract and of the form of bond and contractor's proposal may be had on appli-
cation. The contract drawings may be inspected at the same office. The printed 
form of contract and the detailed drawings are to he deemed a part of this invi-
tation. 

Partial payments to the contractor will be made monthly as the work proceeds, 
as provided in the form of contract, 

The work of construction (including pipe galleries) is to be completed as soon 
as practicable, and within twenty-four months from the (late of delivery of the 
contract. 

Sealed bids or proposals will be received at the said office of the Commission, 
No. 154 Nassau street, in the Borough of Manhattan, The City of New York, until 

day, the 	day of 	, 1908, at twelve o'clock noon, at which time or at a 
later date to be fixed by the Commission the proposals will be publicly opened. 

Proposals must he in the form prescribed by the Commission, copies of which 
may be obtained at the office of the Commission. 

The proposal must contain a statement, in the form prescribed, of the quantities 
and unit values upon which the hid is based. Such statement shall be merely for the 
information of the Commission. to enable it to determine upon what basis the proposal 
is made and for no other purpose whatsoever, and the Commission shall not be bound 
in any way to make payments or value work done upon the basis of such quantities 
and unit values contained in such statement. 

No proposal will be allowed to be withdrawn for any reason whatever after it 
shall have been deposited with the Commission. 

The award of the contract or contracts (if awarded) will be made by the Com-
mission within twenty days after the opening of the proposals. The bidder whose 
proposal shall be accepted shall in person or by duly authorized representative attend 
at the said office of the Commission within ten days after the delivery of a notice by 
the Commission that his proposal is accepted and that the contract is approved by 
the Board of Estimate and Apportionment; and such bidder shall then deliver a con-
tract in the form referred to, duly executed and with its execution duly proved. 

At the time of the delivery of the contract, the Contractor will be required to 
furnish security to the City by giving a bond in the penalty of one hundred and fifty 
thousand dollars. At the option of the successful bidder cash or approved securities 
may be deposited instead of giving a bond. If securities are deposited in place of a 
bond under this contract, they must be of the character of securities in which savings 
banks may invest their funds and must be approved by the Commission. The Con-
tractor's bond must be in the form annexed to the form of contract. 

In addition and as further security to the City, ten per cent. of each amount 
certified from time to time to be due to the Contractor will be retained until the work 
is fully completed. 

Bidders whose proposals are otherwise satisfactory to the Commission may, in case 
the sureties or securities named by them are not approved by the Commission, substi-
tute in their proposals the names of new sureties or a different schedule of securities 
approved by the Commission; but such substitution must be made within five days after 
notice of disapproval by the Commission, unless this period is extended by the Com-
mission. 

In case of failure or neglect to execute and deliver the contract or to make 
the required deposit or to execute and deliver the required bond, such bidder will, at 
the option of the Commission, be deemed either to have made the contract or to have 
abandoned the contract. In the latter case the Commission will give notice thereof to 
the defaulting bidder. And the Commission may thereupon proceed to make another 
contract with such, if any, of the original bidders as, in the opinion of the Commis-
sion, it will be to the best interest of the City to contract with, or may by new adver-
tisement invite further proposals. The defaulting bidder shall thereupon be liable to 
the City for all loss and damage by it sustained, including the excess, if any, of the 
amount it shall pay any other contractor over the amount of the bid of such defaulting 
bidder. 

Every proposal must, when submitted, be inclosed in a sealed envelope indorsed 
"Proposal for Constructing Rapid Transit Railroad (Fourth Avenue, Tenth Street to 
Twenty-seventh Street)," and must be delivered to the Commission or to its Secretary; 
and in the presence of the person offering the proposal it will be deposited in a sealed 
box in which all proposals will be deposited. No proposal will be received or de-
posited unless accompanied by a certified check drawn upon a National or State bank 
or trust company within The City of New York and satisfactory to the Commission, 
payable to the order of the Comptroller of The City of New York, for the sum of 
twelve thousand five hundred dollars. 

If the Commission shall give notice to any bidder that his or its proposal is ac-
cepted and that the contract is approved by the Board of Estimate and Apportionment, 
and if the bidder shall fail within ten days thereafter or within such further period, if 
any, as may he prescribed by the Commission, to execute and deliver the contract and 
to execute and deliver the bond with sureties, or make a deposit in cash or securities, 
then this invitation to Contractors and proposal accepted as aforesaid shall be a con-
tract binding the bidder to pay to the City the damages by it sustained by reason of 
such failure ; and in such case the bidder shall, by the terms of the proposal, ab-
solutely assign to the City the ownership of the check accompanying his or its pro-
posal as a payment on account of such damages. 

All such deposits made by bidders whose proposals shall not be accepted by the 
Commission will be returned to the person or persons making the same within five 
days after the contract shall be executed and delivered. The deposit of the successful 
bidder will be returned when the contract is executed and its provisions as to security 
are complied with. 

New York, 	 1908. 

THE PUBLIC SERVICE COMMISSION FOR THE FIRST DISTRICT.- 
By WILLIAM R. WILLcox, Chairman. 

TRAVIS H. WHITNEY, Secretary. 

PUBLIC SERVICE. COMMISSION FOR THE FIRST DISTRICT. 

CONTRACT No. 11-A-3. 

For the Construction of a Part of the Proposed Rapid Transit Railroad, Fourth Ave-
nue (Brooklyn) Route (7 enth Street to Twenty-seventh Street). 

Approved as to form this 	day of 	1908. 
	 Corporation Counsel, City of New York. 

Name of Bidder. 
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FOURTH AVENUE ROUTE. 

CONTRACT No. 11-A-3. 
Agreement. made this 	day of 	 , 190 , between The City of New 

York, hereinafter called the City, acting by the Public Service Commission for the 
first District, hereinafter called the Commission, party of the first part, and Tidewater 
Building Company and Thomas B. Bryson, of the State and City of New York. herein-
after called the Contractor. party of the second part. 

Whereas. The Commission in behalf of the City, by due advertisement, pursuant to 
law. has invited contractors to submit to the Commission proposals for making this 
contract: and 

Whereas, The Contractor has thereupon duly submitted to the Commission a pro-
posal, which has been accepted ; and 

Whereas, The Board of Estimate and Apportionment of The City of New York 
has consented to this contract; 

Now, therefore, in consideration of the mutual stipulations and covenants herein-
after contained, and under the authority o f chapter 4 of the Laws of 1891, entitled "An 
act to provide for rapid transit railways in cities of over one million inhabitants," 
And of the various acts amending the same, and of chapter 429 of the Laws of 1907, 
abolishing the Board of Rapid Transit Railroad Commissioners for The City of New 
York and devolving the powers and duties of the said Board upon the Commission, 
the parties hereby do, the City for itself and its successors and the Contractor for 
■hemselves, their and each of their executors, administrators, successors and assigns, 
agree each with the other as follows: 

I.—GENERAL PROVISIONS AND DEFINITIONS. 

Outline of Contract. 
The Contractor agrees to construct the part, hereinafter described. of a rapid 

transit railway. with its appurtenances (including pipe galleries). The City agrees to 
pay to the Contractor the sums of money hereinafter mentioned at the times and in the 
:nanner and upon the terms and conditions hereinafter set forth. 

Brief Description of Works. 
The railroad to he constructed under this contract forms a part of a certain route 

adopted by the Board of Rapid Transit Railroad Commissioners for The City of New 
York June 1. 1905, and approved by the Board of Estimate and Apportionment of The 
City of New York on July 14, 1905, by the Mayor on July 28, 1905, and consented to by 
the Appellate Division of the Supreme Court in the Second Judicial Department by an 
order entered on the 18th day of June. 1906. 

The part to be constructed under this contract is described as follows. viz.: 
A four-track underground railroad or subway. the centre line of which will begin 

at a point on the centre line of Fourth avenue 10 feet north of the northerly line of 
Tenth street, and running thence southerly along and under the centre line of Fourth 
avenue to a point 15 feet south of the south line of Twenty-seventh street. 

The precise location of the tracks and the dimensions and other characteristics of 
he railroad are more fully stated in the specifications forming a part of this contract 

and in the detailed drawings and plans hereinafter mentioned. Two stations are to be 
constructed tinder this contract as a part of the railroad. one between Prospect street 
and Seventeenth street and one between Twenty-fifth street and Twenty-sixth street. 
The pipe galleries which are to he constructed. as an independent item of the work, are 
also described in the said specifications, drawings and plans. 

Statutes Incorporated Herein. 
This contract is made pursuant to the Rapid Transit Act. which is to be deemed a 

part hereof as if it were incorporated herein. 

Marginal Notes. etc. 
Titles. headings and marginal notes are printed hereon merely for convenience and 

shall not be deemed to he any part of this contract for any purpose whatever. 

Definitions of [Voids. 
The following words and expressions used in this contract shall, except where by 

the context it is clear that another meaning is intended, he construed as follows: 

City." 
1. The word "City" to mean The City of New York, and any other corporation or 

division of government to which the ownership. rights, powers and privileges of The 
City of New York under the Rapid 'Transit Act shall hereafter come, belong or apper-
tain. 

"Commission." 
2. The word "Commission" to mean the Public Service Commission for the First 

District, and any other hoard, body, commission, official or officials, to which or to 
whom the powers now belonging to the said Commission in respect to the location, 
construction, equipment and operation of rapid transit railroads under the provisions of 
the Rapid Transit Act shall, by virtue of any act or acts. hereafter pass or be held to 
sppertain. 

"Contractor." 
3. The word "Contractor" to mean the parties of the second part to this contract 

,:nd their executors. administrators, successors and assigns. and any and every person or 
-orporati on who or which shall at any time be liable in the place or for the party of 
the second part to perform any obligations under this contract assumed by the said 
party of the second part. For convenience the Contractor is hereinafter referred to as 
f the Contractor were an individual. The word "he" shall, as the sense may require, 
include "it." "she" and "they"; the word "him" shall include "her," "it" and "them"; 
and the word "his" shall include "its," "her" and "their." 

"Comptroller." 
4. The word "Comptroller" to mean the Comptroller of The City of New York, 

and the officer or board to whom or to which his powers now existing under the Rapid 
Transit Act shall come to appertain. 

Engineer." 
5. The word "Engineer" to mean the present Chief Engineer of the Commission 

.r his duly authorized representative and any successor or successors duly appointed 
or any deputy or substitute for him who shall he appointed by the Commission or by 
its authority, 

"Rapid Transit Act." 
6. The words "Rapid Transit Act" to mean chapter 4 of the Laws of 1891 as 

amended by chapters 102 and 556 of the Laws of 1892, chapters 528 and 752 of the 
Laws of 1894, chapter 519 of the Laws of 1895, chapter 729 of the Laws of 1896, chap-
ter 616 of the Laws of 1900. chapter 587 of the Laws of 1901, chapters 533, 542, 544 and 
:S84 of the Laws of 1902, chapters 562 and 564 of the Laws of 1904, chapters 599 and 631 
of the Laws of 1905, chapters 472, 606 and 607 of the Laws of 1906, and chapter 429 of 
:he Laws of 1907, or as heretofore otherwise amended. 

"Railroad." 
7. The word "railroad" to mean the part which the Contractor agrees by this con-

tract to build, together with the station belonging to or to be used in conjunction there-
with, and all appurtenances thereto which are to be constructed or provided by the Con-
zractor. 

"Pipe Galleries." 
8. The words "pipe galleries" to mean all galleries, ways, subways or tunnels for 

as or water pipes. electric wires and other subsurface structures and conductors which 
the Contractor agrees by this contract to build as a separate undertaking from the rail-
oad. 

"The Works." 
9. The words "the works" to mean all of the matters and things herein agreed to 

be furnished or done by or on the part of the Contractor. 

"New York." 
10. The words "New York" to mean The City of New York according to its 

boundaries at the date of this contract.  

"Daily Newspaper." 
11. The words "daily newspaper" to mean any paper regularly published iu The 

City of New York on every day or every day except Sundays and holidays. 

"Notice." 
12. The word "notice" to mean a written notice. The word "direction" to mean 

a written direction. 

Legal Address of Contractor. Address May Be Changed. Service Upon Contractor 
Personally. 

The address given in the bid or proposal, upon which this contract is. founded. is 
hereby designated as the place where all notices, directions and other communications 
to the Contractor shall be certified, mailed or delivered. The delivering at the above 
named place or depositing in a postpaid wrapper directed to the above place, in any 
post office box regularly maintained by the Post Office Department, of any notice, letter 
or other communication to the Contractor, shall be deemed sufficient service thereof 
upon the Contractor. Such address may be changed at any time by an instrument in 
writing executed and acknowledged by the Contractor and delivered to the Commis-
sion. Nothing herein contained shall be deemed to preclude or render inoperative the 
service of any notice, direction or other communication upon the Contractor personally. 

Contractor Responsible for Acts of Subcontractor's Employees. 
If the Contractor shall cause any part of this contract to he performed by a sub-

contractor, the provisions of this contract shall apply to such subcontractor and his 
officers. agents and employees in all respects as if he and they were employees of 
the Contractor, and the Contractor shall not be in any manner thereby discharged 
from It's obligations and liabilities hereunder, but shall be liable hereunder for all 
acts and negligence of the subcontractor, his officers, agents and employees as if they 
were employees of the Contractor. The employees of the subcontractor shall he sub-
ject to the same provisions hereof as employees of the Contractor, and the work or 
materials furnished by the subcontractor shall he subject to the provisions hereof, as 
if furnished directly by the Contractor. 

Commission May Disapprove Subcontractors. 

The Contractor, before making any subcontract of the work, shall state in writing 
to the Commission the name of such subcontractor, the portion of the work which 
such subcontractor is to do or the materials which such subcontractor is to furnish, 
the place of business of such subcontractor and such other information as the Com-
mission may require. The Commission shall have the right to require the Contractor 
riot to award any subcontract to a person, firm or corporation disapproved of by the 
Commission. 

11.—WORK To BE DONE, PRICE. ETC. 

Work 7'o Be Done. 
The Contractor shall at his own cost and expense, and in strict conformity with 

the specifications hereinafter contained and called the Specifications, and also in 
strict conformity with the plans which are made a part hereof and with all the pro-
visions of this contract, whether included in the specifications or not. furnish all the 
materials and labor necessary and proper for the purpose and, in a good. substantial 
and workmanlike manner, construct and provide the railroad, including therein the 
stations, side-tracks, switches, crossovers and all other appurtenances as hereinafter 
specified. but this contract does not require the Contractor to provide or lay tracks, 
ties or ballast. 

Construction Includes Sem,-  and Other Incidentals. 
In order to construct the railroad it will be necessary to take up and relay the pave-

ment or other surface material, to protect and support during construction all buildings 
and other structures, including their foundations, and all elevated and surface railroads, 
water mains, gas pipes, electric subways, poles and wires, pneumatic tubes, steam pipes, 
vaults and other surface, subsurface and overhead structures, together with their neces-
sary connections, as the same may be met with along the route ; to buld sewers both 
along the route and other streets ; to make or remake the necessary manholes, catch 
basins and other sewer connections therewith ; to move, alter, readjust or rebuild water 
mains, gas pipes, electric subways, pneumatic tubes, steam pipes, vaults and other subsur-
face structures, together with their necessary connections, and to do all such additional 
and incidental work as may be necessary for the completion of the railroad and the recon-
struction and restoration of the street pavements or other surfaces adjacent to the 
route of the railroad and which may have been directly or indirectly disturbed or 
injured by the Contractor in the progress of the work of construction, to as useful 
and good a condition as existed before construction shall have been begun. All such 
work of every description, including underpinning wherever necessary. of all buildings 
or structures of whatsoever nature, monuments, elevated railroads and surface rail-
roads affected by or interfered with during the construction of the railroad, is part 
of the work which is included in this contract and which the Contractor agrees to 
perform. 

Price for Railroad Construction. 
The City shall pay and the Contractor shall receive for the construction of the 

railroad. including the incidental work above mentioned, the sum of one million nine 
hundred and forty-five thousand six hundred and forty dollars and fifty cents ($1,945 -
640.50), subject to modification as hereinafter provided and to the conditions in th.s 
contract prescribed. 

Pipe Galleries To Be Constructed. 
The Commission has included in the detailed plans and specifications hereinafter 

mentioned, provisions for pipe galleries. The Contractor in addition to the work of 
construction of the railroad, shall also, at his own cost and expense, and in strict 
conformity with the said plans and specifications, and with all the provisions of this 
contract, whether included in the specifications or not, furnish all the material and 
labor necessary and proper for the purpose, and in a good. substantial and workman-
like manner construct and provide the pipe galleries with all appurtenances thereof. 

Price for Pipe Galleries. 
The City shall pay and the Contractor shall receive for the construction of the 

pipe galleries (in addition to the above payment for the construction of the railroad) 
the sum of two hundred and fifty-one thousand and seventy-six dollars ($251,076). 
subject to modification as hereinafter provided and to the conditions in this contract 
prescribed. 

TV1tat is Included in Pipe Gallery Construction.. 
The construction of the pipe galleries as herein specified shall include (1) the 

furnishing of all labor and materials necessary for and included in the construction 
of said pipe galleries and appurtenances; (2) all excavation of earth and rock deter-
mined by the Engineer as necessary for the construction of the pipe galleries, outside 
of the side lines of excavation for the ralroad, that would not otherwise be exca-
vated; (3) the removal and relaying of all electric ducts or ways in existence at the 
time of executing this contract (excepting the ducts of street railroads) that it- may 
he necessary to remove and relay, and the furnishing and laying of such additional 
ducts as are indicated on the plans, and (4) the construction of such chambers and 
manholes as are necessary for the proper and convenient operation of the pipe gal-
leries. 

The removal, reconstruction and replacement of all other pipes or subsurface 
structures shall be included in the construction of the railroad. 

Provisions of This Contract Apply to Pipe Galleries. 
All the following provisions of this contract, except where by the context it is 

clear that another meaning is intended, shall be construed to apply to and include both 
the construction of the railroad and the construction of pipe galleries. 

Right of Commission to Amplify Plans. to Require Extra Work, J. 
The Commission shall have the right, during the progress of the work, to amplify 

the plans, to add explanatory specifications and to furnish additional specifications 
and drawings. The Commission shall also have the right, by notice to the Contractor, 
to require additional work to be done or additional materials to be furnished, or both, 
or to require work or materials herein specified or provided for to be omitted; pro- 
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ided, however, that the amount of work and materials called for by this contract 
shall not be so increased or diminished as substantially to alter the general character 
or extent of the work proposed. 

Payment for Extra Work, Etc. 
If additional work or materials shall be so required, then the reasonable value 

thereof shall be additionally paid to the Contractor. If work or materials herein 
specified or provided for shall be so required to be omitted, then the reasonable deduc-
tion shall be made in the manner hereinafter provided from the amount to be paid to 
the Contractor for construction. 

The location of the stations and the ventilating shafts or chambers, as stated in 
the specifications, or as indicated on the detailed plans, may in like manner be changed, 
or ventilating shafts or chambers may be added or omitted at any time during the 
progress of the work, the Contractor receiving additional payments as above provided 
in case additional work is thereby made necessary, or a deduction being made in case 
diminution of work is caused thereby. 

Beauty of Material as Well as Efficiency. 
The railroad system, of which the railroad constructed under this contract forms a 

Hart, will constitute a great public work. All parts of the structure where exposed 
to public sight arc. therefore, designed and shall be constructed with a view to the 
beauty of their appearance, as well as to their efficiency. 

Contractor Bound to Complete in Rest Manner. 
The Contractor shalt complete the entire work in accordance with the specifications 

and contract drawings and according to the other provisions of this contract and within 
the times specified in this contract, in the most workmanlike manner and with the 
highest regard to the safety of life and property and according to the lines, levels and 
directions given by the Engineer, for the prices hereinbefore agreed upon; except that 
for extra work, if any, ordered by the Commission there shall be additional payment, 
and except that for part or parts of the works, if any, omitted. there shall be a deduction 
from the contract prices, all as hereinbefore provided. 

Rest Matcrials, Machinery, Tools, etc., to be Used. 
The Contractor is to furnish of the best description all materials, machinery, imple-

ments, tools and labor necessary to construct and put in complete working order all 
work covered by the specifications, contract drawings and provisions of this contract, 
including all additional specifications, drawings and details issued or required as herein-
before provided. 

Contractor Has Examined Location, Plans, etc. 
.• 

The Contractor hereby represents that prior to the execution of this contract he 
has examined on the ground the location mentioned herein and shown on the plans, 
that he has examined the plans and has read this contract and has had full opportunity 
to consider the same and make investigations relating thereto; and he agrees that 
he will not make any claim for, or have any right to damages or extension of time for 
completion of the works, or other remedy or concession, because of any misinterpreta-
tion or misunderstanding of this contract or of the plans, or because of any lack of 
information. 

No Acceptance to Obviate the Necessity for Sound Work, etc. 
No acceptance of any part of the works or of materials therefor shall relieve the 

Contractor of his obligation to furnish sound material and perform sound work, 
whether with respect to such part or to any other part of the works. 

Inspection. 
The Commission contemplates, and the Contractor hereby approves, the most thor-

ough and minute inspection by the Commission and its Engineer, and by their repre-
sentatives or subordinates, of all work and materials and of the manufacture or prepar-
ation of such materials from the beginning of construction to the final completion of 
the works. It is the intention of the Commission that its Engineer shall draw the 
attention of the Contractor to all erreors or variations from the requirements of this 
contract, or other defects in workmanship or materials. But it is expressly agreed that 
no omission on the part of the Commission or its Engineer or any officer, member or 
subordinate of the Commission to point out such errors. variations or defects shall give 
the Contractor any right or claim against the City or shall in any way relieve the Con-
tractor from his obligations according to the terms of this contract. 

Contractor to Afford Facilities for Inspection. 
The Contractor shall at all times give to the Commission and its members, to the 

Engineer and the assistants and superintendents under the Engineer, and any person 
designated by the Commission or its Chairman, all facilities, whether necessary or 
convenient, for inspecting the materials to be furnished and the work to be done under 
this contract. The members of the Commission, the Engineer and any superintendent, 
assistant or other person bearing his authorization or the authorization of the Commis-
sion or its Chairman, shall be admitted at any time summarily end without delay to any 
part of the works or to inspection of materials at any place or stage of their manu-
facture, preparation, shipment or delivery. 

Substitute for Chief Engineer. 
Any Engineer substituted by the Commission in place of the Chief Engineer during 

his absence, illness or inability or when the Commission shall so determine, shall, during 
his official connection, have all the power and authority of the Chief Engineer, and in 
all respects be recognized as such Chief Engineer. 

Work to be Subject to Approval of Engineer. 
The work is to be done and the materials are to be furnished subject to the direc-

tion and approval of the Engineer. The Contractor shall promptly obey and follow 
every direction which shall be given by the Engineer. including any direction which 
he shall give by way cf withdrawal, modification or reversal of any previous direction 
given by him. If any additional specification he prescribed or additional drawing be 
required to be followed, or additional detail required. or if any question shall arise as 
to the quality, character or amount of materials or work, or as to the general character 
r extent of the work proposed, or as to the obligation of the Contractor to do any 

particular work or furnish any particular materials, or as to the value of any additional 
work or materials required by the commission, or as to the deduction to be made from 
the contract price by reason of any materials or work directed by the Commission to 
be omitted; or if any other dispute, question or doubt as to what is the obligation of 
1 be Contractor shall arise prior to the time of the complete construction of the works 
and the declaration thereof by the Commission, the determination of the Engineer shall 
;;c binding upon the Contractor and the City, so far that the Contractor shall proceed 
or refrain from proceeding, as the case may be, and without any delay obey.the require-
ment of the Engineer. 

BETWEEN CITY AND CONTRACTOR. 

Appeal front Engineer's Determination. _Mode of Review. Arbitration. 
The decision of the Engineer shall he binding and conclusive unless either the 

Contractor or tile City shall appeal as hereinafter provided from his determination as 
If) the reasonable value of any work or materials additionally required by the Commis- 
•ion as aforesaid or omitted as aforesaid, or as to the question whether the Contractor 
is entitled to additional payment for anything additionally required by the Engineer, 

tether upon additional specifications or drawings or in the way of additional details 
ss aforesaid, or otherwise as herein provided. or as to the question whether the City 
is entitled to a deduction from the amount payable to the Contractor according to the 
terms hereof. In every such case the Engineer shall make his determination in writing 
hill in duplicate, one dupficate to be filed with the Comthission and the other duplicate 
•o be delivered to the Contractor. Such determination as to work done or materials 
tipplied shall be binding upon the 'City unless the Commission shall appeal within 
wenty days after its first meeting next after such determination shall be filed with it 

end written notice of such filing addressed to the Commission shall be personally 
lelivored to its Chairman or to some other member thereof ; and shall be binding upon 

the Contractor, unless the Contractor shall appeal within twenty days after the same 
hall he delivered to him. The appeal shall be taken by a written notice addressed, if 

the Commission be the appellant, to the Contractor, or, if the Contractor be the appel- 

When City Entitled to Abatement of Price. 
The City shall not be entitled to claim any abatement from the contract price by 

reason of diminution in the amount of work required, delay in completion or other-
wise except upon the certificate or determination of the Engineer unappealed from as 
aforesaid, or, if so appealed from, then upon the certificate and award of an arbitrator, 
or the Board of Arbitrators, as aforesaid. 

In Case Arbitration Cannot Validly Be Had. 
It is expressly agreed, however, that if in any case or for any reason an arbitra-

tion cannot validly be had as hereinbefore provided, then the City or the Contractoa, 
after having appealed from such determination and being in no way responsible for 
failure of the arbitration, may prosecute such appeal or review such determination in 
or by any proper suit Or proceeding. 

IV.—SaaciaicanoNs. 

Specifications and Drawings Subject to Requirement of Railroad 
of Highest Class. 

The specifications and contract drawings hereinafter mentioned and taken in con-
nection with the other provisions of this contract, are intended by the Commission 
to be full and comprehensive, and to show all the work required to be done. But in 
a work of this magnitude it is impossible either to show in advance all details, or to 
precisely forecast all exigencies. The specifications and contract drawings are to be 
taken, therefore, as indicating the amount of work, its nature and the method of con-
struction so far as the same are now distinctly apprehended. The railroad is intended 
to be constructed for actual use and operation as an interurban railroad of the highest 
class, adapted to the necessities of the people of The City of New York. The Con-
tractor shall construct and complete the railroad in the best manner, according to 
the best rules and usages of railroad construction, and if in the specifications or con-
tract drawings or in the provisions of this contract any detail requisite for such con-
struction be not mentioned, nevertheless the same is deemed to be included, and the 
Contractor hereby undertakes to do the same as part of his work hereunder. And it is 
expressly agreed that the price to be paid the Contractor as herein prescribed includes 
full compensation for every such detail. 

lant, then to the Secretary of the Commission. The notice of appeal shall state the 
determination appealed from, the grounds of appeal, the precise award or redress 
desired, and shall include the appointment of an arbitrator on the part of the appellant, 
with a written acceptance by the arbitrator of the appointment. Within ten (10) days 
after the receipt of a notice of appeal, the party receiving the same shall appoint an 
arbitrator, and give written notice of such nomination to the party appealing, the notice 
to be accompanied by a written acceptance by the arbitrator of the appointment. If 
the party against whom the appeal is taken shall not so nominate an arbitrator. who 
shall so accept, then the arbitrator named by the party appealing shall be the sole arbi-• 
trator. Either party may, by a general notice to the other, appoint a standing arbitrator 
for such party. In case of such standing appointment such arbitrator shall be deemed 
to be appointed upon each appeal without specification of his appointment upon the 
appeal. Any vacancy in the office of the two arbitrators, hereinafter provided for, shall 
be filled by the party which shall have appointed the last incumbent of such vacant 
position, within five (5) days after notice of the vacancy, during which five (5) days 
the running of other periods of time prescribed for, or in course of, the arbitration 
shall be suspended. If not so filled, or if notice of the appointment be not given within 
such five days, the remaining arbitrator shall be the only arbitrator. In case both the 
Commission and the Contractor shall appeal from any such determination of the Engi-
neer the arbitrators appointed by each in their notices of appeal, as hereinbefore pro-
vided, shall be deemed to be, with the third arbitrator hereinafter provided for, the 
arbitrators for both such appeals and both such appeals shall he heard together as one 
arbitration. If the party against whom an appeal has been taken shall appoint an 
arbitrator. then within ten (10) days after the appointment of such arbitrator, or if 
there be a standing arbitrator for such party, then within ten (10) days after the last 
notice of appeal shall have been served the Commission and the Contractor shall select 
a distinterested person to act as a third arbitrator, whose appointment shall be evidenced 
by such written appointment and acceptance thereof as is required in the case of the 
other arbitrators. Such third arbitrator shall be the Chairman of the Board of Arbi-
trators, and shall preside at all its meetings. In case the Commission and the Con-
tractor are unable within ten (10) days to agree upon such third arbitrator, such third 
arbitrator shall be appointed by the Executive Committee for the time being of the 
Chamber of Commerce of the State of New York, or if, within ten (10) days after 
being notified by either the Commission or the Contractor of their failure to agree, the 
said committee shall not make an appointment, then such third arbitrator shall be 
named by the Executive Committee for the time being of the Association of the Bar of 
The City of New York. In case of any vacancy in the position of such third arbitratoi, 
his place shall be filled in the same manner as that hereinbefore provided in the case of 
an original appointment of such third arbitrator. At any time after the appointment of 
such third arbitrator either party may bring the matter on for a hearing upon five days 
written notice to the other party, at which time the Board of Arbitration, constituted as 
aforesaid, shall proceed to hear such evidence or statements. oral or written, as may be 
produced. Such hearing shall be finished within thirty (30) days after such hearing 
shall begin; and within ten (10) days after finishing such hearing the determination of 
the arbitrators shall be made; provided, however, that a majority of the arbitrators 
may extend both these periods last above mentioned to such further time as may be 
necessary. The award of the arbitrators shall be in writing, in duplicate, one duplicate to 
be delivered to the Commission and the other duplicate to be delivered to the Contractor 
and the determination of any two of the three arbitrators upon any matter presented to 
them shall be the determination of the Board of Arbitrators, and shall be binding and 
conclusive between the parties. The days for notices and other proceedings shall be 
exclusive of Saturdays, Sundays and holidays. All fees and expenses of the arbitrators 
shall he borne and paid equally by the City and the Contractor, by both of whom every 
such arbitrator shall be deemed to be employed. Every such arbitrator shall, before 
proceeding to hear the testimony or to consider the matter, be sworn, as nearly as may 
be, in the same manner as referees in actions at law are required to be sworn. Either 
party may, upon any such appeal, by a written notice of appearance, appoint counsel to 
represent it or him, and to conduct all proceedings before such Board of Arbitration, 
and service of any notice or paper on such counsel during the progress of the arbitra- 
tion shall be equivalent to service on the party whom he represents. In case a vacancy 
in the Board of Arbitrators shall occur after final submission and before decision, the 
Board of Arbitrators may, in its discretion. after such vacancy is filled, require further 
argument of counsel or introduction of evidence. or both. 

No Estoppel. 
Neither the City nor the Commission shall be precluded or estopped by any return 

or certificate made or given by the Engineer (if unappealed from) or by the Commis-
sion or by any other officer from showing at any time (either before or after the com-
pletion of the works and payment therefor pursuant to any such return or certificate) 
the true and correct amount, quality and character of the work done and materials fur-
nished by the Contractor, or any other person under this agreement. or from show-
ing at any time that any such return or certificate is untrue and incorrect. or improperly 
made in any particular, or that the work and materials, or any part thereof, do not 
in fact conform to the specifications; and the City shall not be precluded or estopped. 
notwithstanding any such return or certificate and payment in accordance therewith, 
from demanding and recovering from the Contractor such damages or other legal 
remedy as it may be entitled to by reason of the Contractor's failure to comply with 
this contract and the specifications forming a part thereof. 

Vouchers for Extra Work. 
The Contractor shall become entitled to additional payment for extra work only 

upon the production of the certificate and determination of the Engineer, if unappealed 
from, or, if so appealed from, then only upon and according to the final award of 
an arbitrator or the Board of Arbitrators, as aforesaid ; it being expressly agreed 
that the City shall make no additional payment to the Contractor except upon vouchers 
which include such certificate and determination unappealed from, or if appealed from, 
then such certificate and determination with such final award as a condition precedent 
to payment, and that no payment shall he made in any such case inconsistently with 
such final award. 


